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Abstract 
Unstable vibration phenomenon known as chatter is the most limiting factor to the 
performances of modern milling machine. Stability Lobe Diagram (SLD) is the main tool 
adopted to avoid chatter, and improve machine tool productivity, since it allows selecting 
optimal cutting parameters (spindle speed and engagement condition) to ensure a stable 
operation at the highest material removal rate. This chart can be obtained with simulation, 
thanks to predictive approaches, or directly by means of experimental tests. 
The aim of this thesis was to increase the reliability of Stability Lobe Diagram, and to 
propose and develop new identification techniques in order to support its industrial 
applications. Different methods have been analyzed both for chatter prediction, and 
experimental detection.  
In particular for prediction, research has been principally focused on the main inputs 
required: tool-tip Frequency Response Functions (FRFs) and cutting force coefficients. 
Machine tool dynamics has been investigated with the aim at developing methods to quickly 
and accurately identify tool-tip FRFs, key factor for a reliable chatter prediction. Both full 
Finite Element models of machine tool, and hybrid experimental-numerical methods have 
been analyzed and implemented, studying their application limits. On the other hand cutting 
speed dependence of cutting force coefficients has been investigated in order to improve 
their reliability in High Speed Milling (HSM). 
Moreover this work presents an experimental detection technique called Spindle 
Speed Ramp-up test. Thanks to this technique with few cutting tests Stability Lobe Diagram 
can be accurately identified without any approximation introduced by predictive approaches. 
All the proposed methods have been validated and critically discussed. 
The main goal of this Ph.D. thesis is to improve industrial application of vibrations 
prediction and detection approaches in milling, proposing simplified methods and easy-to-
use systems. In order to do so an extensive critical analysis on advantages and drawbacks of 
different techniques is here presented. 
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Introduction 
Machining is the most widespread manufacturing technology to produce final shape 
metal components. Precision and productivity of such technology is increased in the last 
decades thanks to improvements in materials, computers, and sensors [6]. Nowadays 
computer numerically controlled (CNC) machine tools cut extra material to obtain desired 
part by different types of operation (e.g., turning, drilling, milling, boring). 
Among these, milling has assumed a central role in manufacturing industries due to 
its versatility and wide range of metal cutting potentials. Multi-flutes cutting tool removes 
material rotating and advancing in the workpiece, this process is hence inherently periodic 
characterized by time-dependent forces that cause vibration phenomena potentially affecting 
machine surface quality, tool wear and productivity. 
The actual trend in milling is to increase cutting parameters (e.g., feed and spindle 
speed) to enhance process productivity without compromising surface finish. This leads to 
the development of modern High Speed Machining (HSM) milling technology, which results 
in higher Material Removal Rate (MRR) and better surface quality. HSM is a powerful 
cutting technology increasingly exploited by manufacturing industries, especially in 
aerospace field where components are being machined as monolithic structures [7]. 
Monolithic components are commonly used in that field due to their homogeneity and 
excellent strength-to-weight-ratio. In order to ensure enough stiffness to the whole 
component, monolithic parts are often made of thin walls, and webs, obtained usually 
starting from a blank of material and removing up to 95% of the weight of the initial blank. 
Therefore, increasing the removal rate as much as possible is the main condition to reach 
high productivity. The drawback is that, at high removal rate conditions (high feed, large 
depth of cut), vibrations induced by the milling process can be an issue that limits HSM 
operation performances. 
On the other hand the application of advanced materials is continuously increasing in 
many fields of industry, primarily in the medical, energy and aerospace industry. Machining 
of high performance materials such as hardened steel, titanium alloys or metallic 
super-alloys, is a challenge for modern manufacturing. The high strength and hardness of 
these materials causes high cutting forces, and under high cutting forces, detrimental 
vibrations are more likely to occur [8]. It is thus necessary to select right cutting conditions 
to control cutting vibrations and possible chatter instabilities, but parameters range is limited 
by cutting temperature and tool wear. 
The most detrimental vibrations affecting milling operation is chatter [9]. Chatter is 
an unstable vibration particularly dangerous because it grows as result of dynamic 
modulation of chip thickness, leading to unstable variation of cutting force and consequently 
tool motion, resulting in poor surface finish, increase of tool wear and possible tool breakage. 
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For this reasons chatter prediction and avoidance are topics of great interest for academic and 
industry research. Chatter drastically reduces performance of milling process, increasing 
scraps and additional operation required, resulting in increase of cost for precision 
manufacturing enterprises. As example automotive sector gives this issue high consideration. 
Ford Motors Company is promoting chatter avoidance strategies [10] that return an increase 
of productivity of the manufacturing division. Renault S.A. estimated chatter cost in 
production, the results of the research are quite impressive: cost due to the unstable 
phenomenon on cylinder block is estimated 0.35€ per piece, that is significant considering 
that Renault produced around 3 millions engines a year [11]. 
Chatter has been thus widely studied and different techniques to predict and detect 
chatter onset have been developed [12, 13]. Actually most of the machine tool users adopts 
trial and error experimental tests in order to evaluate a feasible dataset of chatter-free 
parameters, but this approach has two main disadvantages: the cost of experimental tests is 
usually high and time consuming, the obtained dataset is able to meet the product 
specification but is not granted that it would be the optimal one. So simulation of machining 
process is an economical alternative. The goal of combining high productivity and high 
workpiece quality can be achieved simulating process behavior in order to identify optimal 
cutting parameters. A reliable dynamics milling simulation requires accurate machine 
dynamic behavior and cutting force simulation. 
The main output of chatter investigation techniques is a graphic chart showing the 
stable conditions known as Stability Lobe Diagram (SLD). By means of this graph, optimal 
cutting parameters can be selected to avoid chatter occurrence and increase MRR of the 
milling operation. An accurate SLD allows improving drastically milling performances and it 
is crucial for the competiveness of a modern precision manufacturing industry. However 
reliability of this chart is still an open issue. 
In this work Stability Lobe Diagram identification techniques are analyzed, developed 
and critically discussed. Both chatter simulation and experimental detection methods are 
considered. This work aims at improving these methods thanks to a deep analysis of machine 
tool dynamics, development of dynamics identification techniques, accurate chatter 
prediction approaches and experimental chatter detection methods. The main goal is to 
develop simplified and easy-to-use techniques able to provide optimal cutting parameters for 
chatter-free operations thanks to accurate SLD identification. 
  
 
1. Thesis structure and goals 
This thesis aims at returning useful guidelines and techniques for industrial 
application of chatter avoidance strategies. Chatter-free cutting parameters can be obtained 
thanks to Stability Lobe Diagram, but its identification and implementation could be difficult 
in industrial context. This work tries to improve effectiveness of SLD identification 
approaches, reducing time-consuming procedures and repetitive experimental tests generally 
required. 
The goal of this thesis is therefore developing simplified and easy-to-use techniques 
to chatter identification, granting adequate accuracy. Both predictive and experimental 
approaches are investigated. Predictive approaches compute SLD thanks to process 
simulation without the need of direct experimental cutting tests in unstable condition. 
Unfortunately these methods are highly sensitive on input data: machine tool dynamics and 
cutting force coefficients. 
In this work reliability of predictive approaches input data is investigated and 
improved. Machine tool dynamics is deeply studied since it is the most important parameter 
for chatter process simulation: is the main responsible of SLD lobes positioning in the 
spindle speed range, and thus accurate dynamics identification is essential to identify best 
spindle speed to be exploited in order to maximize MRR. 
SLDs are highly influenced by machine tool dynamics, i.e., tool-tip Frequency 
Response Functions (FRFs). An example is presented in Figure 1.1 to highlight this aspect. 
 
 
Figure 1.1 Tool-tip FRF influence on Stability Lobe Diagram 
Starting from experimental FRF (in solid blue), considered equal in the two directions 
(x and y), SLD can be calculated (slotting on Aluminum is simulated as example). If an error 
of 4% on natural frequency is hypothesized on the FRF (dotted red), resulted SLD appears 
significantly changed. A small error on FRFs identification leads to confuse stable and 
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unstable zones, reducing the effectiveness of resulted SLD. It is thus essential and goal of 
this thesis to developed high accurate and reliable FRFs identification techniques. The most 
reliable technique is Experimental Modal Analysis (EMA): it consists on performing an 
experimental test on the machine, generally by means of accelerometer and impact hammer. 
However this technique is not easily implementable in the industrial context, because 
experimental test has to be repeated for every new tool mounted on the machine: this leads to 
an increase of production downtime, not affordable by precision manufacturing companies. 
Different approaches to overcome this issue have been presented in literature. In this work 
both full numerical and hybrid experimental-numerical approaches are analyzed and new 
methods proposed in order to improve efficiency and accuracy (Chapter 4-8). Beside 
machine tool dynamics, a deep analysis of specific cutting force coefficients, studying their 
reliability at high spindle speed has been carried out: a technique to implement speed-varying 
coefficients to chatter stability prediction is then proposed (Chapter 9). This part of the work 
aims at improving predictive approaches reliability and diffusion, identifying the limits of 
their application. 
When prediction is not possible, predictive approaches can be replaced by 
experimental cutting tests. These are generally time-consuming and hardly applicable to the 
shop floor. This work aims at improving experimental chatter detection of SLD by a 
simplified and easy-to-use test, called Spindle Speed Ramp-up test. This developed test, 
presented in Chapter 10, allows to easily experimentally reconstruct SLD. 
This thesis is structured around SLD, its identification and industrial implementation. 
Contents of thesis is schematized in Figure 1.2. 
 
 
Figure 1.2 Structure of the thesis scheme based on involved topics 
According to the scheme the thesis is organized as follow. 
In Chapter 2 vibratory phenomena in milling process are summarized and briefly 
explained to introduce the topic of interest (i.e., chatter and SLD). 
Chapter 3 is focused on machine tool dynamics: some experimental results are shown 
in order to critically present dynamics identification techniques. 
In Chapter 4 and Chapter 5 two new machine tool dynamics identification methods by 
means of full FE model are presented, while Chapter 6, 7, and 8 are focused on hybrid FE-
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experimental techniques: toolkit modeling is investigated (Chapter 6), holder-tool connection 
modeling techniques are proposed (Chapter 7), analytical coupling formulations are 
discussed and applied to build a simplified machine tool FE model (Chapter 8). In Chapter 9 
Stability Lobe Diagram prediction theory is adapted using speed-varying cutting force 
coefficients. 
Finally Chapter 10 is about chatter experimental detection: the new Spindle Speed 
Ramp-up test is presented. 
 
 

  
 
2. Vibrations in milling 
Machine tool vibrations affect milling operation, playing an important role in 
precision manufacturing. Detrimental vibrations accelerate tool wear, cause poor surface 
finish and may damage tool and spindle bearings. Cutting parameters (speed, feed and depth 
of cut) have to be controlled in order to achieve a reduction in the vibrations level [14].  
Three are the main types of vibrations in milling [12]: 
• Random or free-vibrations, e.g., machine tool oscillating at its natural frequency 
after a strike. This vibration effect is often neglected; 
• Forced vibrations, caused by excitation forces (e.g., cutting forces); 
• Self-excited vibrations (known as chatter vibration), regenerative unstable vibration 
caused by phase difference of subsequent tooth passing on chip thickness. 
2.1. Forced vibration 
Forced vibrations are produced by periodic excitation forces: spindle imbalance, tool 
run-out, periodic cutting forces generated by tooth entry in the workpiece. The machine 
system will vibrate according to the excitation force frequency content. These excitation 
forces can be amplified through the structure of the machine when a resonance frequency of 
the structure is excited. This kind of vibration can be reduced changing exciting frequency so 
that is not close to the natural frequency of the system [15] or by means of active or passive 
damping system [14]. 
In milling forced vibrations are mainly caused by cutting forces that are inherently 
periodic, characterized by tooth pass frequency and its harmonics that can be calculated by 
equation (2.1): 
 𝑓!" = 𝑛 ∙ 𝑍60  (2.1) 
 
where ftp is tooth pass frequency, n spindle speed, Z number of flutes. In Figure 2.1 cutting 
forces frequency spectra are presented as example (n=2500 rpm, Z=2) [16]. 
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Figure 2.1 Cutting forces frequency spectra [16] 
Direct measurement of tool forced vibrations is not an easy task due to the cutting 
process interaction. This type of vibrations is generally studied investigating frequency 
content of cutting forces and machine tool dynamics, i.e., tool-tip FRF. Tool vibrations are 
the result of cutting forces amplified by dynamics: consequently tool motion under cutting 
force effect can be obtained indirectly by multiplying measured cutting forces with measured 
flexibility of the tool. Once tool motion is identified, surface finish can be predicted thanks to 
a surfaced generation model based on tool path, as the one presented in [17]. Particularly 
prediction of errors in respect of nominal surface, known as Surface Location Error (SLE), 
and surface roughness is generally investigated [18]. An example of measured and predicted 
SLE is presented in Figure 2.2 [17]. 
 
a) b)  
Figure 2.2 SLE predicted (a) and measured (b) [17] 
2.2. Self-excited vibration 
Chatter is one of the main limiting factors to machining performance, deeply studied 
in academic and industrial field since 1961 when Tobias [19] defined it. However after few 
decades of studies chatter is still an open issue because of difficulties in modeling, prediction 
and detection of this instability. It is not surprising that Taylor in 1907 [20] stated that chatter 
is the “most obscure and delicate of all problems facing the machinist”. 
Despite many different classification [12, 19], generally the term chatter is used to 
identify the regenerative unstable phenomenon affecting machining process that occurs due 
to overlapping cuts. The cutter vibrations leave a wavy surface, when milling the next tooth 
in cut attacks this wavy surface and generates a new wavy surface. The chip thickness and, 
hence, the force on the cutting tool vary due to the phase difference between the wave left by 
the previous teeth and the wave left by the current ones (Figure 2.3). 
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Figure 2.3 Effect of phase of subsequent tooth pass on chip thickness [21] 
This phenomenon can greatly amplify vibrations, become dominant and build up 
chatter [12]. This happens at some critical depth of cut in which the static cutting forces 
become so large, that even a small transient force can provoke this self-excitation mechanics. 
Forces then grow over a period of time generating a variation in the chip thickness, which 
results in further varying cutting forces. If the phase between previous cut and current cut is 
180°, the varying cutting forces can grow and oscillate at the chatter frequency (close to the 
resonant frequency of excited mode of the structure). 
  
2.2.1. Chatter prediction in milling 
Graphic chart showing the stable conditions known as Stability Lobe Diagram (SLD) 
is the most common result of chatter analysis. This diagram is used to select optimal 
operating conditions (i.e., cutting parameters) in order to avoid chatter. SLD represents the 
borderline between a stable cut (i.e., no chatter) and an unstable cut (i.e., with chatter) 
visualized in terms of the axial depth-of cut as a function of the spindle speed (Figure 2.4). 
SLD is then divided in two zones: stable region and unstable region. If the couple spindle 
speed-depth of cut is located in the unstable zone, chatter will occur: thanks to this diagram, 
during cutting parameters definition, it is possible to select a couple spindle speed-depth of 
cut to maximize MRR. 
Analyzing the diagram three key features can be identified: depth of cut limit, lobes 
and process damping. Depth of cut limit represents the minimum depth of cut below which 
cutting operation is stable at every spindle speed. Lobes are the characteristic shape of the 
diagram: lobbing effect of SLD can be exploited to achieve high productivity once the right 
spindle speed is selected. However at low speed lobes are narrow and exploitation of 
diagram is limited only to depth of cut limit. Lastly, process damping is a stabilizing effect 
that occurs at low spindle speeds and provides stability. This effect is due to the short 
undulations left on the part’s surface by high-frequency vibrations. These surface waves 
interfere with the cutting tool flank face and dampen the cutting tool vibration. 
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Figure 2.4 Stability Lobe Diagram [12] 
In the last decades chatter has been widely investigated and different predictive methods 
have been developed, summarized in [12, 13]. Basic theory of dynamics model was 
introduced by Tlusty and Polacek [22], and Tobias and Fiswick [23] studying one-
dimensional chatter for orthogonal operation. By means of simplified chip thickness 
formulation and a linear cutting model, it is possible to obtain the dynamic cutting equation 
(delayed differential equation) solved by the transfer function:  
 ℎ(𝑠)ℎ! 𝑠 = 11 + 1 − 𝑒!!" 𝐾!𝑎Φ(𝑠) (2.2) 
 
where h is the chip thickness, T is the spindle period, Kr cutting force coefficient, a depth of 
cut and Φ tool-tip FRF. Characteristic equation of (2.2) returns chatter stability condition that 
the following absolute chatter stability laws for orthogonal cutting: 
 𝑎!"# = −12𝐾!𝐺(𝜔) (2.3) 
 𝜓 = 𝑡𝑎𝑛!! !(!)!(!), 𝜀 = 3𝜋 + 2𝜓 (2.4) 
  𝑇 = 2𝑘𝜋 +   𝜀2𝜋𝑓! → 𝑛 = 60𝑁𝑇 (2.5) 
 
where G and H are the real and imaginary part of the FRF. Scanning possible chatter 
frequencies on the FRF, these formulations allow to identify SLD as schematized in Figure 
2.5. 
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Figure 2.5 Stability Lobe Diagram in orthogonal cutting [13] 
This theory provides fundamental understanding of dynamic cutting and chatter 
stability lobes, however milling operation cannot be accurately modeled as an orthogonal 
cutting. Multiple teeth rotating tool, periodical cutting forces, different chip-load direction, 
and multi-degree-of freedom structural dynamics characterize milling cutting process 
compared to orthogonal cutting mechanism. Advance models are hence required, and 
different techniques have been developed [13, 24-26]. Even if literature counts several 
complex and accurate predictive models generally based on time domain simulations [24], 
the most widely used method still refers to zero-order analytical approach proposed by 
Altintas [25] because its simplicity and efficient SLD evaluation. Milling tool can be 
modeled as a two degree of freedom, as shown in Figure 2.6. 
 
 
 
Figure 2.6 Milling process dynamics scheme [13] 
According to this theory, chatter stability conditions can be calculated by solving the 
equation (2.6): 
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where     Λ = ΛR + iΛI = − 14πNtKtca 1− e−iωcT  (2.7) 
 
is the eigenvalue of the characteristic equation, 𝛬! and 𝛬! are its real and imaginary 
parts; 𝑁!  is the number of teeth on the cutter; 𝐾! is the cutting force coefficient of the 
material being cut; 𝑎 is the axial depth of cut; 𝜔! is the chatter frequency; 𝑇 is the tooth 
passing period; Φ is the directional FRFs matrix and A0 is the directional cutting coefficient 
matrix. A0 is dependent on Kr, relative coefficient, defined as: 
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The limiting depth of cut, described by the parameters in Eq. (2.6), may be analytically 
determined as [25]:  
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The details of evaluating stability charts can be found in reference [25]. 
Accordingly, despite the differences, every process model requires two main inputs (as 
Tlusty and Altintas theories suggest): 
• Machine tool dynamics, i.e., tool-tip FRF (Φ in the equations (2.2) and (2.6)); 
• Coefficients for cutting forces prediction (basically Krc and Ktc). 
As presented in the theory, tool-tip dynamics governs lobes position and depth of cut 
limit. Stability is influenced basically by dominant modes: natural frequency shift returns a 
shift in the lobes and modal damping returns an increase of depth of cut limit (Figure 2.5). 
On the other hand cutting force coefficients are mainly accountable of depth of cut limit: 
higher values of the coefficients (i.e., in case of hard-to-machine material) results in a lower 
stable limit depth of cut. 
Thus, once the frequency response functions (FRFs) of the machine tool system are 
identified, and coefficients for specific cutter and workpiece material obtained, the SLD can 
be calculated for a specific cutting operation, allowing the workshop operator to select the 
right combinations of axial depth-of-cut and spindle speed that ensure chatter-free 
operations. 
A significant part of this work is focused on reliability of these data entries that 
strongly affected SLD prediction. Considering that this work does not aim at developing new 
chatter stability methods, in order to present results, the widespread zero-order analytical 
approach [25], briefly presented here, will be adopted. 
 
  
 
 
3. Machine tool dynamics  
Machine tool dynamics knowledge is essential to perform accurate milling process 
simulation with the goal of identifying vibrations phenomena. With respect to other 
structures or components, machine tool dynamics investigation can be restricted: main forces 
(i.e., cutting forces) are applied on a single zone (end of the tool) and motion of that point is 
generally sufficient to perform accurate simulation of the process. Therefore analysis is 
focused on tool-tip dynamic behavior, i.e., its driving point Frequency Response Functions 
(FRFs). 
Such system response is obtained mainly by experimental test directly on the machine 
tool. This technique, known as Experimental Modal Analysis (EMA), is generally performed 
by means of impact testing: tool-tip is equipped with an accelerometer, and instrumental 
hammer is used to apply impulsive force, exciting a wide frequency range (Figure 3.1). A 
more comprehensive explanation is given in section 6.4.2. 
 
 
Figure 3.1 Experimental Modal Analysis set-up 
Although measurement set up is easy to implement, this method is time consuming 
since machine tool dynamics is strongly dependent on milling tool and could be influenced 
by axis position and rotation. This aspect will be clarified and highlighted in the next 
sections thanks to some preliminary tests, fundamental to define scope and area of 
applicability of developed modeling techniques. 
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3.1. Toolkit dependent dynamics 
Machine dynamics may change significantly with a new tool clamped to the spindle, 
because tool is generally the most flexible part of the assembly and more apt to vibration. 
Experimental measurements have been performed on a five-axis machine tool (FAGIMA 
JAZZ 5Ax), equipped with HSK63 spindle. 
Different toolkits (holder and tool) characterized by different connection systems and 
overhangs, summarized in Table 3.1 and presented in Figure 3.2, have been tested. 
 
Table 3.1 Toolkit dimensions and characteristics 
 
N° Spindle 
Taper 
Holder 
Joint 
Holder 
length 
(mm) 
Shank 
overhang 
(mm) 
Tool 
Diameter 
(mm) 
N° 
flutes 
1 HSK63 Hydraulic 90 24.5 12 4 
2 HSK63 Hydraulic 170 42 16 4 
3 HSK63 Hydraulic 170 82 16 4 
4 HSK63 Shrink Fit 160 24.5 12 4 
5 HSK63 Shrink Fit 160 84 12 4 
6 HSK63 Shrink Fit 90 24.5 12 4 
7 HSK63 Hydraulic 170 84 12 4 
8 HSK63 Hydraulic 170 24.5 12 4 
9 HSK63 Hydraulic 200 120 12 4 
10 HSK63 Hydraulic 90 84 12 4 
Figure 3.2 Tested toolkits 
Experimental Modal Analysis has been performed by impact testing with Brüel & 
Kjӕr type-8202 impact hammer equipped with a hard tip. In order to minimize noise and 
leakage errors, suitable trigger level and windowing were set up: a force window for input 
and an exponential window for output have been chosen. Data were collected by LMS 
SCADAS III acquisition system, considering a measurements bandwidth of 8192 Hz with 1 
Hz resolution. Mono-axial PCB 352C22 accelerometers, with a nominal mass of 0.4 grams, 
have been mounted on the machine tool. 
 
Figure 3.3 Tool-tip FRFs of different toolkits clamped on machine 
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Figure 3.3 clarifies that machine tool dynamics is drastically influenced by toolkit, 
e.g., the same tool composes toolkit 4 and 6 that are only different for the holder, however 
machine tool dynamics significantly changes. This influence is evident and already 
highlighted in literature [6, 27] considering that toolkit is generally the most flexible part of 
the machine. When a new tool is mounted a new experimental test should be performed. Any 
modeling technique must consider toolkit change in order to accurately model dynamic 
behavior. 
3.2. Position and orientation dependent dynamics 
Machine tool dynamics is strictly related to the configuration of the machine itself. 
Machine tool market offers a wide variety of milling machine structures for various 
applications: e.g., small-medium machine for HSM with Box-in-Box construction, large 
bridge type machine, gantry type machine equipped with gimbal head. In this section some 
experimental investigations carried out on different types of machine are described: three 
different machines have been selected in order to present different dynamic behavior 
changing with position and orientation. Investigated machine tools are: 
• 5-axis Mori Seiki NMV1500 DCG, loaned by Machine Tools Research 
Foundation (MTTRF) to Machine Tool Research Lab. (MTRL) of 
University of Firenze; 
• Three axis FADAL2216, located at the Machine Automation Laboratory 
(MAL) of University of British Columbia [28]; 
• Mill-Turn MORI SEIKI NT-3150 DCG, located at the Machine Automation 
Laboratory (MAL) of University of British Columbia. 
3.2.1. Mori Seiki NMV 1500 DCG 
Mori Seiki NMV1500 DCG is a 5-axis milling machine equipped with high-speed 
spindle. Its Box-in-Box structure is suitable for HSM. Machine and structure is presented in 
Figure 3.4. 
       
Figure 3.4 Mori Seiki NMV 1500 
Tool-tip FRFs responses have been measured at different positions on the workspace 
with only a tool-holder (HSK32) clamped on the machine. Impact testing has been 
performed by means of Brüel & Kjӕr type-8202 impact hammer and mono-axial PCB 
352C22 accelerometer. Test setup is reported in Figure 3.5. 
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Figure 3.5 Experimental set-up 
Analyzed positions in the workspace in the machine tool coordinate system are 
reported in Table 3.2 and FRFs resulted are presented in Figure 3.6. 
 
Table 3.2 Axis position for FRFs evaluation on Mori Seiki NMV 1500 DCG machine 
Axis position – Machine Tool coordinate system 
X axis 240 240 240 240 0 0 420 -240 
Y axis -100 -100 -210 -210 0 210 -210 -210 
Z axis -315 0 0 -175 -175 -400 -400 -340 
 
a)  
b)  
Figure 3.6 Driving point FRFs of Mori Seiki NMV 1500 DCG (a), low frequency zoom (b) 
Machine tool dynamics 41 
 
Experimental tests have proven that in this type of machine the FRFs at the tool-tip 
are only slightly dependent by the axis position within the machine workspace. This means 
that the FRFs of the machine at the tool tip are nearly independent by the structural machine 
dynamics but depend only on the dynamic characteristic of the spindle and tool-tool holder 
assembly. In particular, frequency range can be split in two regions: 
• High frequency dynamics (> 400 Hz) is independent on position and it is 
characterized by all the dominant modes (related to spindle-holder-tool 
assembly); 
• Low frequency dynamics is position dependent (Figure 3.6b) and not 
dominant 
3.2.2. FADAL 2216 
FADAL 2216 is a vertical three-axis machine tool. Figure 3.7 shows the machine and 
FRFs results in different position presented in [28]. 
 
 
Figure 3.7 FRFs and picture of FADAL 2216 machine 
Authors in [28] state that, for this machine, dominant modes are related to the 
structure and they change in amplitude and frequency with position. It is thus required to 
consider the structure and its change with axis position to achieve an accurate dynamic 
simulation. 
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3.2.3. Mori Seiki NT 3150 DCG 
Even with rotation position dominant modes could change, this is highlighted 
analyzing results for Mill-Turn Mori Seiki NT3150 DCG. The machine is equipped with two 
spindles, one for turning operation and one for milling on the rotating turret. Dynamic 
behavior investigation has been carried out focusing on turret rotation. Machine picture and 
structure scheme are presented in Figure 3.8. 
 
 
Figure 3.8 Mori Seiki NT3150 DCG 
A Sandvik CoroGrip chunk C5-391.HMD-25 078 tool-holder has been connected to 
the spindle, without tool. In the experimental modal testing, a PCB 086C41 impulse hammer, 
a PCB 353B31 mono-axial accelerometer and CutPro 10 software for signal acquisition and 
processing have been used. Different rotation positions have been tested in the machine 
coordinate system zero position. Measurements have been performed in order to identify the 
FRFs need for chatter stability prediction, i.e., both normal directions to the spindle as shown 
in Figure 3.9 (one is Y direction on the machine coordinate system and the other is changing 
respect to the machine system, remaining normal to the spindle, called T in the figures).  
 
 
Figure 3.9 FRFs directions scheme 
FRFs results are shown in Figure 3.10. 
Machine tool dynamics 43 
 
 
 
Figure 3.10 FRFs normal to spindle direction on Mori Seiki NT3150 DCG 
Results show a dependency of FRF on rotation, particularly: 
• On Y direction FRFs are different in the entire frequency range 
•  FRFs on T direction are different in the low frequency range but are quite similar at 
high frequency. 
Rotation dependency can be highlighted isolating two orientation positions: 0° and -
90° (Figure 3.11). 
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Figure 3.11 FRFs for two orientation positions: 0° and -90° 
Depending on the structure, machine tool dynamics could change with position and 
orientation. 
3.3. Machine tool dynamics identification methods 
Presented results and research literature show how machine tool dynamics could 
change varying working configurations: i.e., different toolkits, position and orientation in the 
workspace. While toolkit always significantly influences machine tool dynamics, position 
and orientation dynamics influence depend on machine tool structure and work area. For 
some machine tools (e.g., Mori Seiki NMV 1500 DCG) this dependency is not dominant and 
affects only lower frequency range: in this case machine tool dynamics is influenced mainly 
by spindle-holder-tool assembly. 
Experimental approach, i.e., EMA, to identify machine tool dynamics should be 
repeated every time these conditions (i.e., toolkits and eventually position) are modified, 
resulting in a costly and time-consuming procedure. To make simulation process feasible in 
an industrial context it is crucial to develop fast tool-tip dynamics identification procedures, 
to reduce production downtimes. 
Therefore Finite Element (FE) simulations have been introduced to avoid repeated 
experimental characterizations. FE model of the entire machine tool, including all the 
components and substructures, allows simulating machine tool dynamics in every 
configuration (position and rotation) and toolkit set-up. Otherwise, despite modern 
commercial FE software solutions provide several instruments to model complex system, a 
FE analysis of complete machine tool structure can be troublesome and involve high pre-
process and analysis time, because of the complexity of the modeled structures. 
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Moreover building an accurate FE model of the machine tool is still a time-consuming 
operation: experimental validation and tuning is unavoidable to reach high-accurate FE 
model due mainly to joints modeling procedure. Therefore depending on application and 
required accuracy this kind of modeling approach can be effectively replaced by hybrid 
experimental-numerical techniques, that reduce pre-processing modeling phase exploiting 
experimental tests. The basic idea of hybrid techniques is coupling FE model and 
experimental ones. Finite Element Method (FEM) can be used for tool and workpiece 
modeling, since as earlier mentioned these are the variable components in machine tool 
structure, while the milling structure can be experimentally identified. The models can then 
be connected with proper techniques to identify assembled structure dynamics. It is hence 
possible to consider toolkit change quickly without the need of a new experimental test or a 
full FE model of the machine. Combining a FE analysis of a small part of machine tool 
structure with an experimental model of the most complex substructure allows overcoming 
the disadvantages of both fully experimental and FE approaches. It is clear how these 
techniques could be efficiently adopted in case that dynamics is not influenced significantly 
by position: only one measurement set up for the single machine tool is required. On the 
other hand when position affects dynamics these techniques are less efficient, considering 
that more measurements should be repeated in order to predict machine behavior changing 
with position. 
In conclusion, taking into account these consideration, in this work machine tool 
dynamics prediction methods will be divided in:  
• Full FE model techniques  
• Hybrid experimental-numeric approaches. 
Full FE model is required if position dependent dynamics must be considered. In this case 
methods to reduce computational time and remove pre-processing phase have been 
developed and presented in Chapter 3 and 4. 
On the other hand hybrid techniques are interesting approaches in order to evaluate 
machine tool dynamics when position dependency is not significant. Particularly in case of 
machine tool behavior such as the one presented for the Mori Seiki NMV 1500 DCG, tool-
tip FRFs obtained by this kind of approach can be effectively used for: 
• Chatter stability prediction, since dominant modes are due to spindle-holder-tool 
assembly and chatter stability is basically driven by dominant dynamics (Chapter 
1.2); 
• HSM forced vibrations simulation, since at high speed frequency content of forces 
is characterized by high frequency harmonics that are not influenced by axis 
positions (Chapter 1.1).  
This work, focused on High Speed Milling, will examine extensively this kind of 
approaches. Two are the common requirements that affect accuracy of hybrid approaches 
(presented in Chapter 8): 
• Toolkit modeling: identification of dynamics of each substructure and joints 
connecting them is critical;  
• Experimental response of the machine: the main issue is the identification of 
moments and rotational deformations that are hard to directly measure. 
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Toolkit modeling techniques will be deeply analyzed in Chapter 6 and 7. Improved 
analytical formulations to overcome rotational identification issue will be explained in 
Chapter 8, developing a coupling approach to build a simplified FE model of milling 
machine. 
 
  
 
4. Position dependent dynamics 
FE models of entire machine can be very effective to evaluate structural modification 
in design stage [29] or to identify dynamics of process-machine interaction. However 
analyses of such models is computational costly, considering the high number of degrees of 
freedom (DOFs) required. These cumbersome models have to be used when simplification 
strategies cannot be applied: this is the case of machine tool dynamics significantly 
influenced by tool position and orientation in the workspace. The FE model of the entire 
machine tool can predict position-dependent dynamics, but tool-tip FRFs should be 
simulated separately for each position, resulting in: 
• increase of computational time: response analysis of full machine models is 
computational costly (machine tool model is generally characterized by 1,000,000 
DOFs or more [28]); 
• increase of pre-processing time: connection between different substructures should 
be re-designed. 
Substructures of a machine are generally modeled separately resulting in dissimilar 
mesh when coupling. Ensuring mesh compatibility during synthesis for such models, which 
are simultaneously in contact over multiple nodes, requires qualified operator to introduce 
connection strategies, and this has to be modified for position to be analyzed, increasing pre-
processing time.  Despite advanced modeling technique are nowadays used in many fields of 
engineering, machine tool modeling strategies have not been extensively investigated. Co-
simulation in which FE solver is coupled to multi-body simulation code has been adopted, 
but these models have been mainly developed for rigid body motion analysis [30], only few 
attempts with flexible bodies have proposed [2, 31, 32]. 
In the last years few methods and investigations on machine tool model issues have 
been carried out, the main goal of these techniques is to create efficient and effective tool to 
simulate position-dependent dynamics. One of the most comprehensive works has been 
presented by Law in his Ph.D. thesis [33]. The basic idea (firstly proposed by Fonseca [34]) 
is to build FE models of the different substructures of machine tools, perform a modal 
reduction on them and then, for each position, perform coupling between substructures. 
Therefore Law’s approach is basically composed by two stages: 
• Reduction: machine tool substructures are modal reduced (to do once for a single 
machine); 
• Synthesis: coupling stage between the reduced substructures in the selected position 
in workspace (to repeat for each position of interest). 
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FE models of the main substructures of the considered machine tool are reduced 
during the first phase by means of an improved modal reduction that result to be more 
accurate compared to the traditional Craig-Bampton modal reduction [35]. The second stage, 
synthesis, consists in coupling substructures by Multi-Point Constraint (MPC) equations, in 
order to simplify the connection between the coupled substructures and make easy coupling 
reduced models when substructures position changes, also for component with dissimilar 
mesh (e.g. different mesh resolution). Surface interaction is approximate by a virtual 
condensation node for each of the interface surfaces, as shown in Figure 4.1, and then 
enforcing displacement compatibility between these virtual nodes as: 
 
uC(1) −uC(2) = 0  (4.1) 
 
where uc(1) and uc(2) are the displacements of the two condensation nodes. 
 
 
Figure 4.1 Substructures synthesis in Law's method [33] 
Each condensed node is then connected with the surfaces by means of MPC 
equations. Different connection types have been evaluated in order to obtain the same 
dynamic behavior of the full FE model: interpolated MPC underestimates model connection 
while a rigid MPC overestimates [28]. The best approach seems to be an interpolated MPC, 
even because this choice makes the linear system to be resolved more efficient (less number 
of constrain equations).  
The main advantage of this comprehensive technique is to simulate quickly multi-
position dynamics and create a workspace map of dynamics and stability of machine. This 
approach has been applied effectively to two different machine tools: three-axis machine 
(FADAL 2216) [28] and serial-parallel kinematic machine [36]. In Figure 4.2 results for the 
cases are presented.  
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a) b)  
Figure 4.2 Measured tool-tip FRF compared to Full FE model and Reduced Model for FADAL 
machine [28] (a) serial-parallel [36] (b) 
Figure 4.2 shows discrepancies between full FE model and experimental results due 
to issues in the validation procedure, however this cannot be attributed to the proposed 
technique. On the contrary it is interesting to point out that there are significant errors even 
between full FE model results and the ones obtained by Law’s approach (Reduced model in 
Figure 4.2). These errors are ascribable to the method and it is quite odd to obtain such 
results in a numeric-numeric comparison, even after reduction phases. The reason is in the 
synthesis phase: MPC formulation proposed by Law is very easy to implement, but too 
simple to accurately model mesh surface connection. Condensing interface connection in a 
single node simplifies algorithm and procedure but approximates the dynamic behavior: 
introduced errors increase when interface surfaces become larger. These errors are 
acceptable in early design stage: in this phase there are a lot of uncertainties, first of all 
experimental and model agreement. On the contrary they can be unsatisfactory in other 
stages when a full-validated model is used. Moreover advanced commercial FE software 
solutions are able to carry out reduction phase and synthesize phase thanks to internal 
features. It is then possible to develop similar approach entirely in FE environment in order 
to reach higher reliability and accuracy.  
In this section a fully FE approach developed by means of MSC Nastran® has been 
proposed, in order to improve existing methods and hence achieve efficiently and accurately 
tool-tip FRF simulation changing with position. Results obtained by proposed approach have 
been compared with full FE model and Law’s method [28] on different test cases in order to 
prove new method capabilities. 
4.1.  Proposed method 
Proposed method aims at developing a quick and easy-to-use procedure to identify 
tool-tip FRFs in different position on the workspace based on the FE model of entire 
machine tool. Basically the same idea presented by Law [33] has been developed in full FE 
environment by means of MSC Nastran® features, in order to overcome the main limitation 
of the method, improving accuracy of predicted dynamics. 
Two main Nastran features have been used: reduction is performed creating reduced 
component called “superelement” in Nastran, and coupling is carried out by means of double 
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sided linear contact called “glued contact”. In reduction Nastran applies Craig-Bampton 
theory [35]: a component (FE model) is reduced to a small number of nodes of interest 
creating a superelement, that is characterized practically by the same dynamic behavior of 
the full FE model but a lower number of DOFs (i.e., lower computational time). 
Superelements are assembled using glued contact, double sided linear contact algorithm that 
permits to join components having dissimilar meshes [37]. 
Proposed method inputs are: 
• FE models of all the substructures. The machine tool should be divided in 
the moving substructures required; 
• Nodes to which reduce the substructures. In order to improve computational 
efficiency each substructure is reduced to only the required nodes: interface 
nodes and nodes of interest (e.g., tool-tip); 
• Models of the surface in contact. Interface is required to perform connection 
routine (glued contact). 
A demonstrator of the method has been developed in Matlab® used to manage process 
and write Nastran files to be launched. Based on these information the algorithm is able to 
compute efficiently tool-tip FRF in different configurations. Scheme of proposed approach is 
presented in Figure 4.3. 
 
 
Figure 4.3 Proposed approach scheme 
 Algorithm procedure is composed by four stages: reduction, movement, synthesis 
and analysis. These stages are summarized below thanks to a description and a figure based 
on a simple slide example. 
Full FE
machine tool
model
Substructures Joints surfaces Constraints
Reduction Movement
Boundary 
condition
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INPUT
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1. Reduction. A first reduction phase is performed in Nastran for each substructure: 
components are reduced to the selected nodes. Reduced model matrices and nodes 
called “superelement” are stored in external files. This stage is carried out only one 
time for each machine tool and each substructure. In Figure 4.4 a scheme is shown. 
 
Figure 4.4 Reduction stage scheme 
This phase does not present relevant differences compared to Law’s method [28], 
except for working in FE environment that allows easily handling full and reduced 
substructures matrices. 
2. Movement. Superelements can be moved and rotated in any different position, 
according to the new position of the tool tip investigated. In Figure 4.5 a scheme of 
movement phase is shown.  
 
Figure 4.5 Movement stage scheme 
3. Synthesis is performed by Nastran “glued contact”. With glued contact it is possible to 
connect different FE components without the need of mesh compatibility. This Nastran 
feature creates coefficients for mathematical formulation (Multi-Point Constraints - 
MPC) to connect surfaces nodes. In the method presented, MPC are written in an 
external file to be used later in the analysis. In Figure 4.6 synthesis stage is 
summarized. 
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Figure 4.6 Synthesis stage scheme 
Glued contact feature is more complex than synthesis strategy adopted in [28]. Interface 
surfaces nodes are rigidly connected directly, without the adoption of condensed node, 
according to equation (4.2), valid for each node. 
 
us = um +αm ∧rs−m  (4.2) 
 
where us is the displacement of node on one surface (called SLAVE in Nastran), um and 
α m are the displacement and rotation of node on the other surface (called MASTER in 
Nastran), and rs-m is the vector from slave to master nodes. These specific formulations 
are calculated for all the nodes and combined in MPC general equation (4.3). 
 
Ajuj∑ = 0  (4.3) 
 
where Aj and uj are the weight factor and the displacement for the j node. Weight 
factors (value from 0 to 1) are calculated based on the distance between connected 
nodes: if connecting nodes are close, value is high, decreasing with the distance and 
becoming zero when the distance is too high. Thanks to this connection strategy only 
close nodes between interface surfaces are connected. In Figure 4.7 a scheme is 
reported as example. 
 
Figure 4.7 Substructures synthesis with glued contact 
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In case of compatible mesh, glued method returns the same connection configuration 
obtainable merging surface nodes; on the other hand in case of dissimilar mesh, it 
reproduces merging surface thanks to a selective, dedicated nodes connection strategy. 
This procedure is more complex than Law’s approach, but generally returns more 
accurate results. 
4. Analysis. Once all the elements are placed in the right position and MPC are created, all 
these data are used in the launch to perform the required analysis (e.g., modal or FRF) 
by means of Nastran. 
When a new position has to be investigated, new movement and synthesis stages are 
repeated and analysis is performed, achieving a reduction of time for pre-processing and 
analysis. Method allows considering any kind of FE model (1D, 2D, 3D), any motion of the 
parts (translation and rotation) and any size of the FE model (any type of machine tool or 
other moving structures). Validation test performed on case study proves method efficiency 
and accuracy: comparison of proposed method results with Law’s approach and time-
consuming full FE model is provided in the next section. 
 
4.1.1. Results for a machine tool architecture 
Proposed approach has been tested on simple machine tool architecture. The case 
study assembly is composed by column and spindle housing of FADAL 2216 machine tool 
used in [28] (Figure 4.8a). 
 
a) b)  
Figure 4.8 Column and spindle housing of FADAL 2216 machine (a) Comparison on Natural 
Frequency errors (b) 
20 natural frequencies of full model are compared to the ones obtained with the 
proposed model and with Law’s approach. Results are summarized in Table 4.1 and Figure 
4.8b. 
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Table 4.1 Natural frequencies comparisons for FADAL model 
Natural frequencies FADAL 
Modes Full 
Model 
(Hz) 
Proposed 
method 
(Hz) 
Law’s 
method 
(Hz) 
Proposed 
method 
Error 
Law’s 
method 
Error 
1 73.8 73.8 75.3 0.0% 2.0% 
2 75.9 75.9 77.7 0.0% 2.3% 
3 131.8 131.8 127.3 0.0% -3.4% 
4 251.1 251.1 233.1 0.0% -7.2% 
5 263.5 263.5 282.2 0.0% 7.1% 
6 306.4 306.4 306.6 0.0% 0.1% 
7 481.6 460.7 481.7 0.0% -4.3% 
8 492.1 492.1 497.8 0.0% 1.2% 
9 534.8 535.1 559.6 0.1% 4.6% 
10 563.1 563.3 564.6 0.0% 0.3% 
11 608.3 608.4 638.2 0.0% 4.9% 
12 677.4 677.5 656.1 0.0% -3.1% 
13 682.6 683.0 701.5 0.1% 2.8% 
14 840.7 841.0 785.8 0.0% -6.5% 
15 866.5 866.7 839.2 0.0% -3.1% 
16 887.6 888.3 840.4 0.1% -5.3% 
17 889.9 890.6 862.8 0.1% -3.0% 
18 1018.1 1018.6 955.5 0.1% 6.1% 
19 1043.5 1044.4 973.6 0.1% -5.7% 
20 1081.6 1082.6 1060.1 0.1% -2.0% 
 
Results show a very good agreement for proposed method between reduced and full 
model (less than 0.2% in the first 20 modes), Law’s method presents higher errors (around 
5%). This difference is due mainly to the synthesis stage: MPC built in Nastran are a more 
robust and accurate approach compared to simple interpolation used in Law’s method [33]. 
4.2. Conclusions 
Machine tool FE model is a suitable approach to evaluate position-dependent 
dynamics. The main drawback, that limits the use of FEM for the simulation of machine tool 
dynamics, is the effort required to validate the model, due to the difficulties related to the 
joint modeling [33]. Even in case of fully validated models, the evaluation of the position-
dependent tooltip dynamics is however limited by the high pre-processing and computational 
time. Actually for every toolkit, according to the required accuracy, many FRFs have to be 
calculated, considering different positions and orientations of the toolkit. These 
configurations with standard commercial software solutions have to be manually pre-
processed by qualified operator. In this chapter a fully FE approach has been presented in 
order to overcome these issues and create a procedure to accurately model position-
dependent dynamics efficiently and accurately. Based on similar approach presented by Law 
[33] a technique developed entirely in FE environment has been defined by means of MSC 
Nastran: superelement reduction and glued contact features have been used to achieve this 
result. Case study application shows the accuracy of the developed method comparing 
numerically full and reduced order model. Proposed method application to industrial context 
is still limited by validation of full FE model. Proposed method could be an interesting 
approach to identify machine tool dynamics and consequently chatter stability quickly and 
accurately, but the machine tool FE model used should be accurate enough to represent 
experimental behavior.  
  
 
5. Orientation dependent dynamics 
As for position, orientation could influence machine tool dynamics: this issue is 
significant for machine tool structures in which spindle unit can swivel and pivot (i.e., 
gimbal head). As already explained in the previous chapter, FE models of the machine are 
able to predict this behavior but their application is still limited by the high pre-processing 
and computational time. In this chapter a specific method to overcome this issue, achieving 
efficiently dynamics and chatter prediction is presented. Proposed method is tailored on 
gimbal head machine tools and takes advantage of detailed and efficient spindle FE model 
and Receptance Coupling techniques [1]. 
5.1. Overview 
Machining of complex free-form surface requires large multi-axis machine tools able 
to continuously modify tool lead and tilt angles. This capability is normally provided by a 
gimbal head type kinematic configuration with a continuously rotating and/or swiveling 
spindle head. By swiveling the spindle head, these machines offer additional functionality 
and versatility by making it possible to approach the part from underneath. 
Changing in orientation by head rotating and pivoting could influence tool-tip 
dynamics reducing stiffness and leading to detrimental vibrations occurrence, such as chatter 
that can compromise performance and productivity [13, 25]. This orientation-dependency, 
though important has been less investigated in literature. Recent investigations by Hung et. 
al. in [38] also confirmed the importance and influence of the spindle orientation on tool 
point dynamics and machining stability. Thus it is crucial to investigate machine dynamics 
varying with orientation and propose efficient technique to predict it.  
In this chapter a generalized comprehensive approach to model and evaluate the 
orientation-dependent dynamics in machine tools is presented and summarized in Figure 5.2. 
As a separate substructure rotary head is modeled using Timoshenko beam elements. A 
dynamic substructuring approach based on receptance coupling is used to synthesize spindle 
head with the machine tool model. Consolidated techniques (i.e., receptance coupling and FE 
beam modeling of spindle unit), already adopted for other purposes in this field [39] [40], are 
used by proposed method to model machine tool orientation-dependent dynamics, slightly 
investigated in literature. 
Proposed methodology is applied to an archetype of a 5-axis gantry mill machine tool 
with a gimbal head, based on [36] and shown in Figure 5.1. The 5 axes of the machine are 
decomposed into 3 linear axes (X, Y, and Z) on the gantry and 2 rotary/swivel (A and C) 
axes on the gimbal head (Figure 5.1).  
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Figure 5.1 Representative example of a gantry mill with a gimbal head [41] , Gimbal head [31]  
Simulation driven investigations of the influence of spindle orientation on the tool 
point dynamics and chatter stability for representative machining operations are discussed. 
5.2. Proposed modeling approach 
Proposed technique can be summarized in Figure 5.2. The two substructures (machine 
tool and spindle head) are simulated separately and then coupled together after rotation. 
Compared to the technique proposed in previous chapter, coupling is performed between 
Frequency Response Functions, thanks to Receptance Coupling Substructure Analysis 
(RCSA) in order to calculate tool-tip FRFs efficiently. Substructure FRFs are coupled in the 
spindle unit reference system in order to obtain tool-tip FRFs ready to be used for chatter 
prediction application. 
 
 
Figure 5.2 Scheme of the proposed technique 
Three inputs are consequently required for the approach: 
• Machine tool FRFs without the spindle housing calculated on connection points. 
• Spindle housing FE model. 
• Orientation of the tool. 
Machine tool FRFs
on connection points
Spindle Housing 
FRFs
Assembled FRFCouplingRotation
Swivel
Pivot
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5.2.1. Machine tool response 
Detailed FE model of the gantry type machine tool [36] is constructed within the 
finite element environment from its available CAD model. The dynamic response at the 
connection end of the gimbal head is then simulated and presented in Figure 5.3.  
 
 
Figure 5.3 FRF at the gimbal head connection point on the machine [1] 
A uniform damping of the level of  𝜁 = 0.06 for all structural modes is assumed [42]. 
The response in the machine Z direction, i.e., along the length of the Z-slide is stiffer than in 
the machine X and Y directions in a wide range of frequency. The low-frequency modes in 
the X and Y directions correspond to the bending modes of the Z-slide of the machine. 
5.2.2. Spindle Head FE model 
The spindle assembly, shown in Figure 5.4, includes the tool-tool-holder, spindle shaft, 
spindle cartridge, bearings, spacers, rotor, stator, housing and other accessories such as nuts 
and caps. An end-mill cutter of 30 mm diameter with an overhang of 145 mm from the 
spindle nose with a HSK100 type tool-holder is modeled. All components of the spindle 
assembly are modeled with Timoshenko beam elements based on design guidelines in [40]. 
Bearings are modeled as radial-axial springs, stiffness whose is obtained from the 
manufacturer’s catalogue.  
 
Figure 5.4 Detailed finite element model of the spindle assembly including holder and tool [1] 
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The free-free response at the tool-tip for the spindle head assembly, shown in Figure 
5.4, is given in Figure 5.5. A uniform damping of the level of 𝜁 = 0.02 is assumed in 
constructing the FRFs. The spindle assembly response is symmetric in the X-Y plane. The 
response along the spindle Z direction, i.e., along the axis of the spindle shaft, is also stiffer 
than in the spindle X and Y directions. 
 
 
Figure 5.5 FRFs at the tool-tip for free-free spindle assembly configuration [1] 
5.2.3. Modeling the orientation-dependence 
Either spindle housing, using beam transformation matrices at the elemental level (as 
in [36]), or machine response may be rotated to the given orientation before synthesis. In this 
work machine response is rotated in order to obtain directly response in the spindle unit 
reference system (required for chatter prediction). Swivel motion (A axis), as well as gimbal 
head rotation (C axis) is accounted for by introducing rotational operators, such that the 
oriented machine tool transfer function matrix Φ!"!" becomes: 
 Φ!"!" = R!/!!Φ!"R!/! (5.1) 
 
where Φ!" is the machine tool FRF matrix at the connection point and includes 
machine FRFs in machine principal directions (OXYZ): 
 Φ!" = Φ!! Φ!" Φ!"Φ!" Φ!! Φ!"Φ!" Φ!" Φ!!  (5.2) 
 R!/! within Eq. (5.1) is the transformation matrix necessary for rotations about the X 
or Z axis; and may be expressed as: 
 R! = 1 0 00 cos  α! −sin  α!0 sin  α! cos  α! , and R! = cos  γ! −sin  γ! 0sin  γ! cos  γ! 00 0 1  (5.3) 
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wherein α! and γ! are the rotations angles to be carried out about the A and C axis 
respectively.  
As demonstration of the effect of rotation on the response of the machine at the 
connection points, transformed machine tool FRFs in X and Y directions are compared in 
Figure 5.6 for rotation only about the A axis. As evident in Figure 5.6, there remains no 
change in the dynamics (FRFs) about the axis of rotation; and only the Y and Z axis (not 
shown) response will change due to transformations. 
 
 
Figure 5.6 X and Y direction orientation-dependent FRFs for the machine tool at the connection 
point [1] 
5.2.4. Dynamic coupling 
The rotated (oriented) response of the machine tool at the connection point is 
combined with the free-free response of the spindle head assembly in the same point, to 
obtain the synthesized orientation-dependent tool-tip dynamic behavior. The component 
receptances for each of the substructures, i.e., the machine tool and the spindle assembly, are 
coupled thanks to RCSA technique as presented in [39] and explained in 8.1. 
The assembled receptances, G!!, at the tool-tip in the generalized form are given as 
[39]: 
 G!! = R!! − R!" R!! + R!! !!R!" (5.4) 
 
where G!! and  R!", are the  receptance matrix that describes translational component 
behavior, and 𝑖 and 𝑗 are the respective measurement and excitation locations.  
Each time the tool-tip response is desired at a different orientation, the machine tool 
receptances are first transformed to the desired configuration using Eq. (5.1), and 
subsequently substituted into Eq. (5.4) wherein they are combined with the spindle head 
response.   
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5.3. Results 
Considering the two motions of spindle unit presented, orientation dependence has 
been investigated for two cases as shown in Figure 5.7: for swivel motion of the tool; and for 
rotation about the Z axis (C axis motion) for when the tool is inclined at 30˚ about the X axis.  
 
 
Figure 5.7 Investigation of orientation-dependent dynamics for two cases: (1) for swivel motion 
about X axis; and, (2) for pivot about X axis + rotation about Z axis 
Tool-tip FRF changing with orientation is studied and applied to chatter stability in 
order to investigate the impact on machining process. 
5.3.1. Orientation-dependent dynamics 
Case 1. Swivel motion 
Orientation-dependent response for swivel motion of the tool is shown in Figure 5.8. 
In the case study the tool-tip response is symmetric about the neutral position of the tool, 
there only motion positive direction will be shown in Figure 5.8. Moreover as shown in 
Figure 5.6 X directional response does not change for the case study: only the changing Y 
directional response is compared in Figure 5.8. Furthermore, since the Z directional response 
is stiffer than the machine X and Y directions, as observed earlier in Figure 5.5, Z direction 
response is also neglected for comparisons.  
 
 
Figure 5.8 Orientation-dependent dynamics for the case of swivel motion about the X axis 
As evident in Figure 5.8, the response changes more significantly for higher swivel 
motions and is found to be more flexible at 90˚ orientation than between 0-60˚. The dynamic 
stiffness for the mode at ~260 Hz at 90˚ orientation is ~100% less than at the at 0˚ 
orientation. A slight change in frequency of this mode is also observed due to the effect of 
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orientation. The mode at ~260 Hz corresponds to the global bending mode of the Z-slide of 
the machine tool along with the spindle head assembly; whereas the dominant mode at ~340 
Hz corresponds to the first local bending mode of the spindle head assembly.  
 
Case 2. Pivoting motion 
Orientation-dependent response for rotation about the Z axis (i.e., C axis motion) for 
tool pivoted at 30˚ about the X axis is shown in Figure 5.9. When the spindle head rotates 
90˚ about the Z axis, the local X and Y tool-tip directions get switched. This behavior, which 
repeats for every 90˚ rotation about the Z axis, is captured by the model – as is evident from 
comparisons in Figure 5.9.  
The dynamic behavior for rotation about the Z axis is also observed to change, 
causing both a shift in the frequencies of the dominant modes as well as a change in the 
dynamic stiffness. Dynamic stiffness for the mode at ~260 Hz is observed to change by as 
much as 60% for rotation from 0-90˚. The higher frequency response corresponds to the local 
tool-tool-holder bending modes and is not observed to be a strong function of orientation for 
either of the cases. 
 
Figure 5.9 Orientation-dependent dynamics for the case of rotational motion about the Z axis 
when pivoted at 30˚ about the X axis 
5.3.2. Orientation-dependent chatter stability 
When the structural dynamics of the machine vary within the machine’s workspace 
due to the tool’s constantly changing orientation during continuous cutting, the chatter 
stability and the resulting limits on the material removal rates vary as well. The changing 
stability of the milling system is determined using a modal model of the machine and the 
characteristic equations (2.6)-(2.9) according to Altintas and Budak theory [25], as presented 
in Chapter 1. Stability was simulated for continuous cutting for swivel and pivoting motion 
cases in Figure 5.7 for full immersion milling (slotting) of AISI 1045 steel with 𝑁! = 4; 𝐾! = 
2,362 MPa; and the radial coefficient, 𝐾! =  0.5. End-milling of steel is treated as the 
representative machining operation to be carried out on this machine. Orientation-dependent 
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machining stability, i.e., stability lobes along with the corresponding chatter frequencies are 
shown in Figure 5.10 and Figure 5.11 for Cases 1 and 2 respectively.  
 
 
Figure 5.10 Orientation-dependent machining stability for Case 1, i.e., for swivel motion about X 
axis. Stability lobes (top), with the corresponding chatter frequencies (bottom) 
The stability lobes for Case 1 are significantly influenced by orientation; with the 
stability boundary being lower for higher swivel motions; due to the dynamic stiffness being 
lower at the 90˚ orientation than between 0-60˚. The absolute minimum stability limit is 
found to be independent of the orientation and occurs around the dominant spindle bending 
mode of ~340 Hz; however, the stability limits at some speeds, for example at 2500 RPM 
and 5000 RPM, is found to vary by as must as ~80-100% - depending on the orientation 
angle. This is explained by the change in the chatter frequencies observed at these two 
speeds. Chatter at these two speeds occurs at ~260 Hz which corresponds to the global 
bending mode of the Z-slide and the spindle head, which is also observed to become 
dominant at certain orientations – as evident from earlier comparisons in Figure 5.8. 
Orientation-dependent machining stability comparisons for Case 2 is shown in Figure 
5.11. The machining operation would be akin to a circular milling operation. As evident in 
Figure 5.11, the stability lobes for the 0˚ and the 90˚ are the same – since the dynamics 
between 0˚ and 90˚ for the X and Y directions get switched – as observed in earlier 
comparisons in Figure 5.9. 
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Figure 5.11 Orientation-dependent machining stability for Case 2, i.e., for rotary motion about Z 
axis when the tool is pivoted at 30˚ about the X axis. Stability lobes (top), with the corresponding 
chatter frequencies (bottom) 
As was observed in Figure 5.10 for Case 1, the absolute minimum stability limit for 
Case 2 is also independent of orientation. However, as before, the stability limits are 
different at certain speeds, and chatter is observed to occur at different frequencies for these 
speeds. For example, the absolute minimum stable depth of cut is limited by chatter 
occurring at the ~340 Hz bending mode, whereas at a spindle speed of 6000 RPM, chatter 
occurs between ~240-260 Hz – depending on orientation. 
The changing machining stability observed may need the planning of dynamically changing 
machining trajectories such as to ensure stable cutting – which poses its own set of 
challenges; or, alternatively and more conservatively, it may result in selection of cutting 
parameters below the lowest of all possible stability thresholds, thereby resulting in a slower 
material removal process – which is undesirable. 
5.4. Conclusions  
For machine tools with gimbal heads, which have spindle heads that may rotate 
and/or swivel during continuous cutting operations, the changing dynamics due to change in 
orientation was taking into account in this study, and its influence on machining stability of 
the system was demonstrated. The spindle head assembly modeled as a separate substructure 
was coupled to a virtual machine tool model using a receptance coupling approach, as part of 
a dynamic sub-structuring strategy. 
Changing dynamics and stability were investigated for two different cases for swivel 
and rotational motion of the machine tool gimbal head. Simulation driven investigations 
show a strong dependence of the tool-tip dynamics and stability on orientation – for the case 
considered varying by as much as 100% in dynamic stiffness and depth of cuts limit for 
change in orientation within the 0-90˚ rotation and swivel motion. Experimental 
investigations are required to validate proposed method and form part of the future work. 
 

  
 
6. Toolkit modeling 
Hybrid experimental-numeric methods are efficient techniques able to identify 
machine tool dynamics, i.e., tool-tip FRF. As mentioned in the Chapter 2, these methods 
combine experimental results of machine without toolkit clamped, and dynamic behavior of 
toolkit obtained via numeric computation (FEM) or analytical formulation. Compared to 
fully experimental approach, in which for each toolkit one measurement is required, these 
methods allow to drastically reduce experimental phase time: only one experimental set-up is 
required for each machine in case of machine tool dynamics does not change significantly 
with position. One of the main drawbacks of these techniques is the need of high-accurate 
model of milling tool in order to return reliable and accurate results. 
In this Chapter toolkit modeling is investigated. The goal of the tool modeling activity 
is the implementation of the simplest algorithm that could predict accurately milling tool 
dynamics (including tool-holder), in order to perform hybrid experimental-numerical 
approach and predict tool-tip dynamic response efficiently. RCSA effectiveness is predicting 
tool-tip FRFs performing a single test for machine tool, independently from the toolkit 
(holder-tool assembly) clamped on it. To achieve such result, entire toolkit should be 
assumed as the changeable part, hence it should be FE modeled. In this Chapter simplified 
FE modeling technique, based on beam elements, has been tested and limits of its application 
have been highlighted comparing it with 3D solid approach. 
6.1. Overview 
Toolkit model is essential to perform hybrid experimental-numerical methods. 
Considering the preferential dimension of general toolkits, 1D beam is definitely the most 
adopted element type to achieve this goal because of three main advantages: 
• Computational efficiency; 
• Easily automation of pre-processing operations; 
• No commercial software required. 
The computational efficiency is mainly due to i) the reduced number of degree of 
freedoms required to perform the geometry discretization, and ii) the analytical formulation 
of beam elements [43], which means that no numerical integration is required for elements 
matrices calculation. The possibility of easily automate the mesh process occurs for the same 
reasons explained above. Furthermore, since an analytical formulation of the elements is 
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present, commercial finite element software is not required, since pre-processing and 
analysis operations can be carried out by an own written code.  
In Schmitz and Donalson work [39] (first receptance coupling implementation) the 
tool was modeled using an analytical formulation according to Euler-Bernoulli beam model, 
i.e., no geometry discretization was performed and an analytical tool FRFs formulation 
given. An analytical Timoshenko beam formulation was instead used by Ertürk et al. to 
model the spindle - tool holder – tool assembly response [44]. Namazi et al. [45] presented a 
model of the tool holder-spindle contact stiffness: in their work a FE modeling of the holder-
tool assembly was realized using Timoshenko beam elements. 
The main lack of analytical approach is that just prismatic components, with no cross 
section variations along their axis, can be modeled. This problem can be overcame 
analytically in several ways, for example using a receptacle coupling approach between 
components prismatic segments [44]. Despite strategies to overcome analytical formulations 
limitations exist in literature, numerical approach (FE) simplifies modeling operations if 
tapered segments are present [45]. Moreover a relevant distinction has to be made between 
Timoshenko and Euler-Bernoulli beam models. The latter represents the simplest 
approximation, but it is well known that it cannot provide a reliable prediction of milling tool 
dynamics [46]. This lack of accuracy occurs because the Euler-Bernoulli model considers 
just bending contribution to the beam deflection and shear deformation is neglected.  
Euler approximation is acceptable for slender structures, because the shearing 
deformation contribution is very small with respect to the overall deformation. In structures 
with low length to thickness ratio, instead, deflection due to shearing deformation has the 
same magnitude order of bending deflection; hence it cannot be neglected. To overcome 
these limitations, Stephen Timoshenko [47] developed a beam model including shearing 
contributions. Figure 6.1 shows a comparison between Timoshenko and Euler model in beam 
displacement calculation. The accuracy gap between the two models is larger in dynamic 
modeling applications, such as normal modes or FRFs computing. 
 
 
Figure 6.1 Comparison between Euler-Bernoulli and Timoshenko beams 
One-dimensional (1D) models represent the most used strategy for tool modeling, 
even if this implementation could lead to inaccuracies, mainly related to: 
• Flutes modeling; 
• Holder-tool connection identification; 
• No-axisymmetric geometry modeling 
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To improve flutes modeling in beam models Kivanc and Budak [48] presented 
simplified equations for end mills and Bediz et al. [49] developed a new three-dimension 
dynamics modeling technique in which, thanks to spectral-Tchebychev (ST), actual fluted 
geometry is taken into account. Holder-tool connection identification is still an open issue: 
different techniques have been proposed and will be discussed in Chapter 6. In order to avoid 
modeling issues, in some works [50, 51] 3D-solid FE models are preferred in RCSA 
approach in order to reach high accurate dynamics simulation. A summary of modeling 
techniques used in literature is reported in Table 6.1. 
 
Table 6.1 Tool modeling literature summary 
First Author  
Ref. 
Year Paper’s Scope Cutting process 
Modeling 
techniques 
Toolkit 
connection 
Schmitz [39] 2000 Chatter SLD Milling Analytic Euler Beam Collet  
Schmitz [52] 2001 Chatter SLD Milling Analytic Euler Beam 
Collet  
Φ 6.35  mm 
Park [27] 2003 Tool-tip FRF Milling FE Timoshenko Beam 
Collet  
Φ 19.05  mm  
Kivanc [48] 2004 
Flutes 
modeling 
Tool deflection 
Tool-tip FRF 
Milling Analytic Euler Beam Φ 6-20  mm  
Schmitz [53] 2005 Chatter SLD Milling Analytic Euler Beam 
Shrink Fit 
Φ 19.1 mm 
Erturk [44] 2006 Tool-tip FRF Milling 
Analytic 
Timoshenko 
Beam 
 
Cao [40] 2006 Spindle model Milling FE Timoshenko Beam  
Namazi [45] 2007 Tool-tip FRF Milling FE Timoshenko Beam  
Ahmadi [54] 2007 Chatter SLD Milling Analytic Euler Beam  
Mascardelli [51] 2008 Chatter SLD Micro-Milling FE 3D solid Collet 
Madoliat [55] 2011 Chatter suppression Milling FE 3D solid 
Slender 
endmill 
Ostsevicius [56] 2012 Modal response Drilling FE 3D solid Φ 10 mm 
Albertelli [50] 2013 Chatter SLD Milling FE 3D solid Collet Φ 8-14 mm 
Mancisidor [57] 2014 Chatter SLD Milling FE Timoshenko Beam  
 
As clear from Table 6.1, the most used technique is 1D beam model; recently few 
works are reporting the use of 3D solid FE model. In this thesis both 1D beam and 3D solid 
FE models have been investigated. 
 
6.2. 1D Beam Model 
In this section Timoshenko beam modeling has been investigated, since it allows 
dramatically reducing modeling pre-process time. A numerical approach has been 
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implemented since analytical strategy has not been considered feasible in complex tool 
modeling. Therefore the tool geometry is discretized with Timoshenko beam elements and 
dynamic analyses (modal or FRF) are performed with numerical methods. 
 
6.2.1. Timoshenko beam theory 
Stephen Timoshenko developed the beam theory that takes its name early in the 20th 
century. As briefly stated in the introduction, the main difference between Euler-Bernoulli 
theory is that it considers shear deformation, but from a dynamic point of view, the main 
advantage is that Timoshenko theory takes into account rotational inertial effects, making it 
suitable for dynamic analysis of beam structures. Figure 6.2 shows a comparison between 
Timoshenko and Euler models in static deflection prediction, pointing out the difference 
between the two mathematical formulations. 
 
 
Figure 6.2 Comparison between Euler-Bernoulli and Timoshenko theories 
In Euler theory, the approximation of pure bending deformation leads to a direct 
correlation between cross section rotation angle and displacement. If shearing contribution is 
considered, rotation and displacement are not so closely bonded as in Euler model and this 
leads to better displacement approximation, especially for structures with a low length to 
thickness ratio. The displacement related to shearing deformations is computed making the 
approximation that a shearing force produces a constant stress along beam cross section: 
γ =
τ
G  
 (6.1) 
sAk
T
=τ   (6.2) 
sGAk
T
=γ
 
 (6.3) 
where 𝛾 is shear strain, 𝜏 is shear stress, 𝑇 is the applied load, 𝐴 is the beam section, 𝐺 is 
shearing elasticity modulus and 𝑘! is the shear factor, that acts as a scale factor for beam 
cross section area compensating the non uniformity of stress field. In literature several 
formulation for shear factor calculation have been presented. Generally it depends on 
Poisson ratio and cross section shape and dimension. Hence there is not a widely accepted 
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theory for this parameter calculation. In this work Hutchinson [58] and Shames [59] 
formulations have been tested, since they have been already used in machine-tool research 
application [60, 61]. The analysis of tool resonance frequencies has shown just little 
differences between the two formulations. Despite this, Shames’ approach seems to provide 
a better agreement with the experimental data, especially in high frequency modes 
computing. Equation (6.4) and (6.5) reports Shames formulation for solid and hollow circular 
sections: 
ks =
6(1+ν )
7+ 6ν  (6.4) 
222
22
)1220()1)(67(
)1)(1(6
pp
pks
νν
ν
++++
++
=  (6.5) 
 
where p is the ratio between outer radius and inner radius. For a beam of constant cross 
section that respects every hypothesis mentioned for static displacement equations, the 
flexural dynamic behavior is described by equation (6.6): 
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 (6.6) 
where: 
• m is the mass per unit length. 
• J is the second moment area. 
• I=Jρ 
• q(x,t) is the distributed load per unit length 
The analytical formulation shown in equation (6.6) can be applied to solve free or forced 
vibration problem. Analytical equations are the basis for Timoshenko beam finite element 
(FE) formulation. This element has two nodes, each one with six degree of freedom (Figure 
6.3), it means that also torsional and axial vibrations can be modeled. This leads to twelve by 
twelve stiffness and mass matrices. Since each element represents a constant section beam 
segment, its dynamic behavior is described by the Timoshenko beam theory, i.e., element 
matrices can be yielded directly from analytical formulation, without involving any 
numerical integration process.  
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Figure 6.3 Timoshenko beam element 
Systems matrices are computed from element matrices with the assembling process, 
allowing to solve forced or free vibration problems for variable cross section beams. 
6.2.2. Timoshenko beam implementation 
A Matlab® code has been implemented to build Timoshenko beam FE models of 
milling tools and perform modal and FRF analysis. Each beam element is identified by nodes 
positions, cross section properties and material properties. Since milling tools have a linear 
geometry, nodes position can be determined just by one coordinate. Furthermore, these 
components have a prevailing axial symmetric structure with little asymmetries that can be 
usually considered negligible. This simplifies cross section property evaluation, since the 
tool has an isotropic flexural behavior and just two geometric parameters are required to 
characterize beam section. In Figure 6.4 a flow chart summarizing algorithm steps is 
presented. 
 
 
Figure 6.4 Timoshenko beam algorithm flow chart 
OUTPUTS
Geometry text file
Element size 
Material proprieties
INPUTS ALGORITHM
Analysis parameters 
(n° models) 
Geometry reading
Generation of nodes 
and elements Nastran Model
Elements cross-section
proprieties calculation
Elements matrices
calculation
System matrices
assembling
Analysis
(Modal or FRF) FRFs or normal modes
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Linear structure and axial symmetry allowed automating the mesh process, so that no 
model pre-process operation is required. Algorithm inputs are: 
• Tool geometry text file. 
• Element size. 
• Number of modes to compute. 
• Material properties. 
Tool geometry is written in a text file in a specific format: starting from tooltip the 
segments with continuous radius variation along tool axis are identified. Since, as earlier 
mentioned, tool geometry is approximated as axial symmetric, each segment is characterized 
by outer and inner radius at both its ends and by its length, hence every line of the text file 
represents one segment. In Figure 6.5 an example of segments definition is given. 
 
 
Figure 6.5 Segment definition example. 
Since the goal is to model the holder-tool assembly, a joint between these two 
components will be present. In the implemented code, joints are treated as rigid connections, 
it means that assembly is modeled as a continuous component. Joint zones geometry are 
specified considering the overall dimensions as shown in Figure 6.6. 
 
2 134
Segment 1	  
End	  A
Segment 1	  
End	  B
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Figure 6.6 Joint zone segment definition example. 
Material is assumed to be homogeneous, linear elastic, isotropic according to 
Timoshenko beam theory hypothesis. Tool damping is considered according to a structural 
proportional model, i.e., complex stiffness matrix is defined computing a complex Young 
modulus as in equation (6.7): 
 
( )ηjEEc += 1  (6.7) 
 
According to the exposed hypothesis, the code requires the following material 
parameters: 
• Young modulus. 
• Poisson coefficient. 
• Mass density. 
• Structural damping coefficient (η). 
As outlined in Figure 6.4 the first operation performed by the code is geometry text 
file reading. After that meshing process begins. Nodes coordinates identify elements location 
and length. Nodes coordinates are specified in a coordinate system with z-axis along tool 
axis, while x and y axis orientation is not relevant because of tool axial symmetry. Nodes 
positions are established considering segments position and mesh size. Node placing 
algorithm ensures that a node is always present at each segment’s ends: if segment is longer 
than the chosen mesh size then a proper number of nodes (elements) is created, otherwise 
segment is modeled with just one element. 
After the meshing process, the following elements cross-section properties are 
computed: 
• Flexural second moment area (Jxx, Jyy). 
• Polar moment area (Jzz). 
• Area. 
• Shear Factor (computed according to Shames formulation). 
For tapered segments, code interpolates inner and outer radius with a linear function 
yielding radius values at nodes positions. Elements section properties are then computed 
considering an average radius value between the two ends of each element as shown in 
Figure 6.7. 
Joint	  Zone
Segment
Outer
Radius
Inner
Radius =0
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Figure 6.7 Tapered segment modeling example. Red line is the tapered surface, while cylinders 
are beam elements. 
Once that properties have been computed, the algorithm proceed to element mass and 
stiffness matrices calculation, according to the formulation presented in [62]. Last step is 
matrices assembling [43]: in this phase elements matrices are combined together to create the 
assembly matrices. To explain how matrices assembling phase works, the model composed 
by two elements (Figure 6.8) is considered as example. 
 
 
Figure 6.8 Simple model for assembling process example. 
Let Kk, Mk be respectively stiffness and mass matrices for element k: 
K1 = K
1
11
K121
K112
K122
      M 1 = M
1
11
M 121
M 112
M 122
 (6.8) 
  
K 2 = K
2
11
K 221
K 212
K 222
      M 2 = M
2
11
M 221
M 212
M 222
 (6.9) 
 
where Kkij and Mkij  are sub-matrices corresponding to nodes i and j. Matrices are assembled 
as shown in equation (6.10). 
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(6.10) 
 
This method is yielded from kinetic and potential energy balance, considering that 
energy is additive. Once matrices have been assembled, FRFs and modal analyses can be 
performed. 
Modal analysis is the extraction of eigenvalues and eigenvectors of the matrix: 
 
MKA 2ω−=  (6.11) 
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This extraction is performed using eigs Matlab function that computes the lowest n 
eigenvalues (and eigenvectors), where n is specified in software input. Eigenvectors 
represent normal modes and eigenvalues are related to natural frequencies according to 
equation (6.12). 
 
 
π
ω
2
2
i
nif =  (6.12) 
 
The analysis are carried out in free-free conditions, it means that no constrain are 
used. This because experimental modal analysis (EMA) has performed in free-free 
conditions as will be later presented. In Figure 6.9 an example of modal analysis results is 
given on an HSK-63A tool holder with a hypothetic milling tool. 
 
 
Figure 6.9 Modal analysis results example: first three bending modes 
FRF analysis on a FE model can be carried out with two methods [43]: 
• Direct method. 
• Modal superposition method. 
Direct method consist in dynamic stiffness matrix inversion for a selected frequency 
set as shown in equation (6.13): 
 
00
2 )( FXMK =−ω  (6.13) 
 
F0 is external force vector, while X0 is nodes displacement vector, therefore if a unit 
load is applied on a single degree of freedom (DOF), the computed displacements represent 
displacements due to a unit load, hence the receptance functions. Unlike in direct method, in 
modal superposition no matrix inversion is performed: as first a modal analysis step is 
carried out, then FRFs are computed with linear system dynamics relations: 
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where:  
• Gjk(ω) is j-th DOF displacement for a unit load on k-th DOF. 
• ωr is r-th natural pulsation. 
• ηr is -th modal damping factor. 
• ϕjr is -th component of -th mode. 
Usually not all systems modes are used in the analysis, but a sub-set is chosen, 
therefore direct method produces more accurate results. However direct analysis involves 
higher process time, especially for models with a large number of DOFs or if many 
frequency steps are involved. The implemented code produces all information needed to 
process FRFs analysis with both direct and modal method.  
In order to have a graphic representation of the FE model realized, the code can write down 
an ASCII file in Nastran input file format. This allows the model to be viewed with FE pre-
processing software able to read Nastran format, as shown in Figure 6.10. 
 
 
Figure 6.10 Three dimensional view of a tool model. 
Thanks to the presented algorithm, a computational efficient, easy to use method to 
calculate toolkit dynamics has been developed. This approach is suitable for industrial 
applications, since simple inputs are required (geometry file and material) without the need 
of commercial software. 
6.3. 3D solid model 
1D beam model are generally preferred to simulate toolkit dynamics because of their 
simplicity. In this work toolkit components are also modeled using three-dimensional (3D) 
elements in order to deep investigate beam model limitations. Models are simulated using 
MSC Nastran commercial FE solver. Toolkit components are assembled using glued contact, 
r
r j
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a MSC Nastran double sided linear contact algorithm [37], that permits to join components 
having dissimilar meshes. This choice allows using different mesh patterns and element 
types for every component, optimizing elements quality. Component mesh size has been 
chosen smaller than required from convergence analysis to allow better components 
description. Toolkit modeling has been performed using first order prismatic elements 
(CHEXA and CPENTA in Nastran) for all the components except for tools with twisted 
cutting edge, because of complexity of their geometry. Tools have been hence modeled using 
second order tetrahedral elements (CTETRA in Nastran), exploiting glued contact potential 
to join meshes with dissimilar elements formulations. 
6.4. Model validation method 
Once models are created, modeling accuracy is studied by means of an experimental 
validation. In this work proposed modeling techniques have been evaluate according to 
Modal Testing theory [63]. Component in free-free condition has been tested and simulated 
to evaluate accuracy of the modeling techniques proposed. In this section this procedure is 
explained using, as tested component, the toolkit shown in Figure 6.11. 
  
a)  
b)  
Figure 6.11 Dummy tool for model validation procedure: physical component (a), beam FE 
model (b) 
The toolkit is composed by a tool-holder HSK32ER20 and a shank connected by 
means of collet chuck connection with 220 mm overhang. All the components are made of 
steel. The toolkit is easy to model and suitable for simplified 1D beam modeling due to its 
high slenderness and simple geometry (e.g., no flutes). The same toolkit presented here will 
be used in other sections for validation purpose as “dummy toolkit”. 
Model validation procedure can be synthetized in the following steps: 
• Pre Test 
• Experimental Modal Analysis (EMA) 
• Correlation 
• Model Updating (optional) 
6.4.1. Pre-Test 
Pre-test phase is carried out in order to ensure experimental test returning proper and 
accurate results. This phase gives useful guidelines on measurement points locations, thanks 
to modal analysis on the tested component model. In this work both natural frequency and 
modes shape are investigated: an appropriate placement of measurement points 
(accelerometers) is required to correctly observe all the mode shapes of interest. Different 
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measurement locations can be simulated on component model, in order to avoid time-
consuming trial and error approach during EMA phase. 
As example in Figure 6.12 the first four flexural mode shapes of the dummy toolkit 
beam model are shown. It is not relevant to specify modes bending plane, since FE model is 
axial symmetry: this means that bending modes on yz and xz planes will have the same 
natural frequencies and deformed shapes. Modes from 1st to 6th are rigid body motions since 
the analysis has been carried out in free-free condition. The modes between the plotted ones 
have been excluded because they are torsional, or axial modes, or because they are the dual 
of the plotted modes lying on another bending plane. Accelerometers layout is proposed as 
shown in Figure 6.13, where measurement points positions are marked by blue dots. 
 
 
 
 
 
Figure 6.12 Configuration one: flexural mode shapes. 
 
Figure 6.13 Configuration one: accelerometers layout. 
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To verify if accelerometers layout is correct, the AutoMAC parameter has been 
evaluated. The MAC acronym stands for modal-assurance-criterion and it is a correlation 
method between two sets of mode shapes [64], generally the predicted and the measured one. 
Basically when a modal analysis is performed, the goal is to have the corresponding mode 
shapes of the two sets proportional to each other. At the same time no corresponding modes 
should be orthogonal vectors, in order to be able to discern them. So the mathematical 
formulation of the MAC is substantially a dot product, as shows equation (6.15): 
 
{ } { }
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 (6.15) 
 
• Ψiex is the ith experimental mode shape 
• ΨjFE is the jth FE model mode shape 
If i=j the MAC should theoretically be one (perfect correlation), while if i≠j should be 
zero. All these products compose the MAC Matrix. So the AutoMAC is a MAC between 
model modes and themselves (equation (6.16)): 
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AutoMAC verifies if the accelerometers layout allows to correctly observing the 
desired mode shapes: performing the AutoMAC using all model’s Degrees-of-Freedom 
(DOFs) a perfect correlation would be obtained. Otherwise considering just a subset of the 
measured DOFs, the diagonal AutoMAC terms (corresponding modes) will still be unitary, 
but the off diagonal terms will not be zero. This helps to verify if the chosen accelerometers 
layout will allow discerning the measured modes. Figure 6.14 shows AutoMAC matrix 
computed on accelerometers layout presented in Figure 6.13: x and y coordinates are modes 
indexes and bars high represent AutoMAC value. 
 
 
Figure 6.14 AutoMAC example 
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It is important to point out that both MAC and AutoMAC are global indices, i.e., they 
give a general metric of correlation but they are not able to give information about which 
part of the structure is responsible of eventual inaccuracy in mode shapes prediction. 
Furthermore, the AutoMAC is computed assuming that the predicted modes will give a good 
approximation of the real modes. For this reason after the EMA another AutoMAC test is 
performed on the experimental data. AutoMAC values are considered acceptable if 
maximum off diagonal value is lower than a specific value (0.4 in this work). If this 
condition is not satisfied accelerometers layout must be rearranged. 
6.4.2. EMA 
Once pre-test operations have been carried out, Experimental Modal Analysis (EMA) 
is performed. Basically it consists in exciting the tested structure in correspondence of the 
points chosen in pre-test phase, and measure accelerometer responses. The outputs of the 
measurements are the ratios between accelerometers response and excitation force, i.e., the 
FRFs. Natural frequencies and mode shapes are yielded from the FRFs using a specific 
algorithm for modal parameter estimation. The excitation method chosen to perform the 
analysis has been impact testing [63]. It consists in exciting the structure with an impulsive 
force produced by an impact hammer equipped with a force sensor. The alternative method is 
to excite the structure with vibration shakers. In this work EMA is performed by impact 
hammer testing. 
The most important advantage of the excitation instrument is reduced analysis and 
setup time. In fact the basis of this excitation technique is that an impulsive load excites a 
large frequency bandwidth, so one hit excites the whole frequency measurement range. 
Shakers instead require more time to set-up and excite all the frequency range. Figure 6.15 
shows impact testing execution on dummy tool. 
 
 
Figure 6.15 Impact testing on dummy tool. 
It is not mandatory for EMA to acquire the complete matrix since for the reciprocity 
condition [63] a subset of FRFs allows to correctly identify modal parameters. Tests have 
been carried out using roving hammer procedure: it means that accelerometers positions have 
been kept fixed during tests execution and FRFs matrix has been acquired exciting all chosen 
points. Table 6.2 lists the accelerometers used in experimental modal analysis and reports 
their main technical features. 
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Table 6.2: Accelerometer used for EMA. 
Accelerometer 
Manufacture 
Acceleromter 
Model 
Nominal 
Sensitivity 
(mV/g) 
Mass  
(kg*10^-3) 
PCB 35c22 10 0.5 
PCB u35c22 10 0.5 
PCB 3252c67 100 2 
ENDEVECO 2250am10 10 0.5 
 
Accelerometers have been calibrated before each test, using a Bruel and Kjiaer handheld 
shaker type 4294 operating at fixed frequency (159.15 Hz) and known velocity (10 mm/s 
RMS). 
EMA is usually carried out testing components in free-free conditions, since if the FE 
model is validated in absence of constraints then it can be used in other analysis where it is 
coupled with other models. Otherwise if a constrained condition had been validated, it would 
have been hard to remove constraint from the model in order to use it in other analyses. 
During tests, the free-free condition is realized suspending the toolkit from a support 
framework with soft springs, that should be as compliant as possible in order to approximate 
the absence of constraints [63]. Although suspension could add a resonance frequency (the 
suspended system can be approximated as a single DOF system), this would be very low and 
not affect measures accuracy. Figure 6.16a exemplified accelerometers layout and free-free 
condition realization. 
 
a)   b)  
Figure 6.16 EMA of tool 1: (a) free-free condition realization, (b) LMS Scadas III data 
acquisition system. 
Data acquisition and signal conditioning has been carried out using a LMS Scadas III 
frontend system and LMS Test.Lab software, as shown in Figure 6.16b. Scadas system 
handles all signal conditioning operations like anti-aliasing filtering, signal amplification, 
force signal windowing, accelerometers signals windowing and FRFs computing. Scadas 
hardware can be directly controlled via LMS Test.Lab software, allowing reducing pre 
process time during tests execution. 
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Correct load application is important during impact testing, since it should be as 
similar as possible to an ideal impulsive force applied in the desired direction. An incorrect 
hitting could produce noisy FRFs measurements, and a wrong load application direction 
could lead to a wrong FRFs estimation. For this reason, FRFs measurements are repeated 
during tests, and an average measurement is taken in order to compensate the 
aforementioned errors. In this work, every measure has been evaluated as the average of ten 
hits. Despite these cautions a quality check of measured FRFs is required, a widely used 
parameter for these evaluations is coherence function. Coherence estimates the power 
transfer between input and output of a linear system. Coherence between two signals x(t) and 
y(t) is a real-valued function that is defined as: 
 
Cxy ( f ) =
Gxy ( f )
2
Gxx ( f )Gyy ( f )
 (6.17) 
 
where Gxy(f) is the cross-spectral density between x and y, and Gxx(f) and Gyy(f) the 
auto-spectral density of x and y respectively. For an ideal linear system with single input x(t) 
and single output y(t), coherence will be equal to one. In FRF estimation, coherence function 
is calculated between excitation and response signals and allows to perform a rapid 
estimation of signal to noise ratio on the measured frequency range. 
 
 
Figure 6.17 Coherence functions of configuration 1 point 1 FRFs. 
Coherence functions extracted from one of the performed tests is shown in Figure 
6.17 as example. This function should ideally be unitary on all the measurement bandwidth, 
although lower values of coherence are acceptable in correspondence of anti-resonance 
points because of the low accelerometer signal level. A lack of coherence usually is present 
in low frequency range, since piezoelectric accelerometers have a lower bound in their 
measurement frequency range. This inaccuracy could be present in high frequency too, since 
impact hammer excitation is not perfectly impulsive, therefore the applied load will have an 
upper bound excitation frequency, i.e., if measurement bandwidth is too large experimental 
FRFs could show a lack of coherence in high frequency range. A good practice is to exclude 
from data analysis, FRFs bandwidths having low coherence values, except for anti-
resonances: in this work an acceptability threshold of 0.95 has been assumed. 
After tests, modal parameter estimation has been carried out using Polymax algorithm 
embedded in LMS Test.Lab software. This is a frequency domain modal parameter 
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estimation algorithm [65], it performs a fitting of the measured FRFs with a proper complex 
function and evaluates natural frequencies, mode shapes and modal damping ratios. 
 
6.4.3. Correlation 
Correlation is the next step in model validation: a comparison between FE model and 
experimental model to evaluate the accuracy of model natural frequencies and mode shapes 
prediction has been carried out. Therefore FE models of selected components have been 
analyzed, using standard material properties values, and correlation parameters have been 
evaluated. In this work natural frequencies prediction accuracy is estimated using the 
percentage errors between computed and measured modes, while mode shapes correlation is 
evaluated with the MAC matrix. Standard material properties have been used for materials, 
which values are reported in Table 6.3, according to the units system used in FE analyses 
(seconds, millimeters, tons). Structural damping coefficient is not introduced in these 
analyses since its values does not modify natural frequencies or mode shapes [63]. 
 
Table 6.3: Materials property values used in correlation analyses. 
 Young Modulus (MPa) Poisson Ratio 
Density 
(tons/mm3) 
Steel 2.06E+05 0.3 7.8E-09 
 
After these preliminary considerations, correlation analysis results are presented for 
all the modeled tools. To evaluate models correlation quality, the following metric has been 
used: 
• Percentage errors on natural frequencies. 
• MAC matrix diagonal and extra-diagonal values. 
Table 6.4 reports the correlation between dummy tool experimental and FE model in 
terms of natural frequencies percentage error, while in Figure 6.18 a bar plot of the MAC 
matrix is shown. 
 
Table 6.4: Predicted and measured natural frequencies of Dummy Tool. 
 
 Experimental (Hz) 
Computed 
(Hz) 
Percentage 
Error 
Mode 1 777 799 3% 
Mode 2 2110 2257 6% 
Mode 3 4296 4545 7% 
Mode 4 7193 7672 6% 
Figure 6.18: Dummy Tool MAC matrix plot. 
Despite random values of material properties have been used, percentage errors on 
natural frequencies are lower than 8%, and MAC matrix diagonal terms are all greater than 
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0.9. For this configuration the Timoshenko beam model can provide a reliable prediction of 
tool dynamics using standard values of material properties and rigid connection modeling.  
6.4.4. Model updating 
Starting from experimental results is possible to improve FEM-experimental 
correlation results performing a model updating operations. This step consists in carrying out 
an optimization to find the uncertain models parameters, for example material properties that 
provide the best correlation with experimental data. This phase can be useful if tool modeled 
is going to be used in further analyses where it is coupled with other components. This 
improvement could be very interesting for hybrid approach application, considering the need 
of very high accurate model to reach accurate tool-tip FRF prediction, key factor for a 
correct SLD prediction. The main drawback is this procedure requires experimental test. A 
model updating has been carried out on dummy tool as example. Uncertain model 
parameters have been identified: 
• Young modulus. 
• Density. 
• Poisson ratio. 
• Shear factor. 
• Accelerometers positions. 
• Accelerometers masses. 
Material properties values are not known, since Young modulus, density and Poisson 
ratio can be different from the standard values assigned in correlation analyses. Shear factors 
are another uncertain parameters, since their formulation is based on approximations [59] of 
cross section shearing stiffness yielded for continuous structures. Since the modeled 
configurations are constituted by different components linked together, Shames formulation 
might not be accurate enough to estimate shearing stiffness. For this reason a shear factor 
correction coefficient has been introduced, as stated in equation (6.18): 
 
[ ] [ ]snssncsc kkkk !! 11 λ=  (6.18) 
 
ksj is the shear factor of the jth beam element, λ is the shear factor correction 
coefficient and kcsj is the corrected shear factor for the jth beam element. Correction 
coefficients acts as a scale parameter for beams shear factors, modifying them proportionally 
to their values. If λ is unitary, Shames formulation is applied, while if it is zero valued shear 
stiffness is not considered and Timoshenko model becomes equal to Euler beam model. A 
parameter that has not been considered in correlation analyses is accelerometers mass 
loading effect, i.e., accelerometers can modify dynamics of the tested structure since 
additional mass is introduced. Despite these measurement instruments have very low masses, 
their effect could be relevant because of high values of component natural frequencies that 
make them more sensitive to small variations of mass and geometry. Mass loading effect can 
be considered positioning grid points in correspondence of accelerometers locations and 
introducing concentrated mass elements in these nodes. These elements have no stiffness 
matrix, and their mass matrix is defined in equation (6.19): 
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where macc is accelerometer mass. These elements can be included in the assembling process 
assigning them zero values to the terms corresponding to rotational DOFs. Hence, to perform 
a correct modeling of mass loading effect it is necessary to accurately identify 
accelerometers positions and masses. This operation could be difficult, since errors could be 
present in accelerometers positions measurement and accelerometers masses could not be the 
effective additional masses since their wires could contribute to mass loading effect. Hence, 
accelerometers masses and positions have been included in model updating operation. 
Model updating optimization has been performed using the genetic algorithm 
implemented in Matlab Global Optimization Toolbox ® ga function. This routine performs 
constrained and unconstrained optimizations with genetic algorithm method allowing to 
solve global minimum problems. Design variables have been defined as the previously 
identified uncertain parameters. The genetic algorithm fitness function has been defined as 
stated in equation (6.20). 
 
4
exp
4
exp
4
3
exp
3
exp
3
2
exp
2
exp
2
1
exp
1
exp
1
)(
15.0
)(
2.0
)(
25.0
)(
4.0)(
n
nvn
FE
n
nvn
FE
n
nvn
FE
n
nvn
FE
v
f
fDf
f
fDf
f
fDf
f
fDf
DF
−
+
−
+
+
−
+
−
=
→→
→→
→
          
 
(6.20) 
 
• fFEnj is the jth natural frequency of the FE model. 
• fexpnjis the jth natural frequency of the experimental model. 
• Dv is the design variables vector. 
Fitness function defined in this work is simply a weighted sum of relative errors on 
natural frequencies. Weights have been introduced in order to have a better approximation on 
the lowest frequencies modes, therefore their values have been assigned as stated in equation 
(6.20) (their sum must be one). Fitness function evaluation consists in running a modal 
analysis and reading the natural frequencies corresponding to the required modes, i.e., the 
first four flexural shapes. The method used to locate the required frequencies is to locate the 
first four modes, which have the successive one with the same natural frequency. A Matlab 
code has been implemented to perform the presented operations. Fitness function does not 
consider MAC values for two main issues: a) it is reasonable to assume that design variables 
modifications would not significantly affects mode shapes correlation, b) introducing them in 
the fitness function could complicate its formulation affecting optimization results. For these 
reasons MAC values have been checked after the optimization, in order to verify that model 
updating would not have affected modes correlation. In order to force the genetic algorithm 
not to introduce non-physical combinations of design variables, lower and upper boundaries 
constraints have been introduced, as reported in Table 6.5. 
 
Toolkit modeling 85 
 
Table 6.5: Design variables boundaries. 
Optimization Lower bound 
 Young Modulus (MPa) 
Poisson 
ratio 
Density 
(tons/mm3) 
Correction 
Coefficient  
 1.9E+5 0.21 7.7E-9 0.1  
Accelerometers Positions – Z coordinate (mm) 
4.5 124.5 209.5 222.5 248.5 270.5 
Accelerometers Masses (tons) 
4.0E-7 4.0E-7 4.0E-7 4.0E-7 2.5E-6 3.0E-6 
 
Optimization Upper bound 
 Young Modulus (MPa) 
Poisson 
ratio 
Density 
(tons/mm3) 
Correction 
Coefficient  
 2.06E+5 0.33 7.99E-9 1.0  
Accelerometers Positions – Z coordinate (mm) 
7.5 127.5 212.5 224.5 251.5 273.5 
Accelerometers Masses (tons) 
6.0E-7 6.0E-7 6.0E-7 6.0E-7 3.0E-6 4.0E-6 
 
Table 6.6 reports model updating results in terms of percentage errors on natural 
frequencies. Negative values of these parameters mean that computed natural frequencies are 
lower than the experimental ones. Table 6.7 reports the optimized model parameters.  
 
Table 6.6: Model Updating results. 
 Mode 1 Mode 2 Mode 3 Mode 4 
Experimental 777 2110 4296 7193 
Starting FEM 799 2257 4545 7672 
Updated FEM 777 2155 4202 6847 
Starting FEM 
(Percentage Error) 3% 7% 6% 7% 
Updated FEM 
(Percentage Error) 0% 2% -2% -5% 
 
Table 6.7: Optimized model parameters. 
 Young Modulus (MPa) 
Poisson 
ratio 
Density 
(tons/mm3) 
Correction 
Coefficient  
 2.01+5 0.2309 7.87E-9 0.3316  
Accelerometers Positions – Z coordinate (mm) 
5.74 127.29 211.21 224.06 249.42 270.68 
Accelerometers Masses (tons) 
5.89E-7 5.53E-7 5.99E-7 5.60E-7 2.79E-6 3.00E-6 
 
Figure 6.19 shows a comparison between MAC matrices of the starting and the 
updated model. 
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Figure 6.19: Comparison of starting model and updated model MAC matrices. 
It is clear that the proposed model updating procedure caused just a reduction of 
natural frequencies percentage errors and did not compromised mode shapes correlation. A 
lower value of shear factor has been identified. 
Model updating operation can be performed also on structural damping coefficient. 
As earlier mentioned, this parameter does not affect natural frequencies that are independent 
from its values, furthermore according to structural proportional damping model, resonance 
frequencies are equal to natural frequencies [63]. Hence, if this model is applied, damping 
value affects only resonance peaks magnitude without modifying their positions. Therefore 
since beam model natural frequencies have already been optimized, a further optimization 
can be carried out to minimize the difference between experimental model FRFs resonance 
peaks magnitude and the ones of the FE model. This operation can be performed using one 
or more FRFs. Optimizing peaks values on a single FRF could lead to an inaccurate damping 
estimation. Otherwise experimental FRFs could have different coherence function values, 
hence some FRFs could have a lack of accuracy that could compromise correct damping 
estimation. In this work one driving point FRF corresponding to the first accelerometer (the 
closest to tool tip) has been optimized as example. 
This analysis has been carried out using the Matlab® fminbnd function that performs 
constrained optimizations with a gradient based method. The objective function has been 
defined as reported in equation (6.21): 
 
 (6.21) 
1. Subscript I rows from 1 to n that is the number of optimization modes (peaks). 
2. GkjFE is the selected FRF computed with the FE model. 
3. GkjExp is the selected FRF of the experimental model. 
4. fiFE is the ith natural frequency of the FE model. 
5. fiExp is the ith natural frequency of the experimental model. 
6. wi are modes weights. 
The objective function is similar to the one adopted for natural frequencies 
optimization, i.e., a weighted sum of relative errors on peaks magnitude values that are 
computed as FRF values in correspondence of models natural frequencies. In this 
optimization weights values equal to the ones of equation (6.20) have been used. Objective 
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function evaluation involves FE model FRF analysis, that has been performed using direct 
computing method. The proposed optimization technique lead to the identification of an 
optimal value of damping coefficient η=0.1398. Figure 6.20 shows a comparison between 
the FRF computed with the optimized damping value and the one computed with η=0. 
 
Figure 6.20: Comparison between optimized damping and no damping FRF (Magnitude, log 
scale). 
The proposed damping estimation procedure provides a good estimation of structural 
damping coefficient, allowing to correctly compute tool FRFs values. Method performances 
should be deeper investigated, including more than one FRF in the objective function in 
order to find the most reliable procedure. 
In conclusion model updating technique allows to reduce percentage errors on natural 
frequencies and to correctly estimate structural damping coefficient for the tested tool, 
without compromising mode shapes prediction accuracy. However it requires that tool is 
experimentally characterized, therefore they are not directly implementable in industrial 
application. Otherwise this operation allowed to understand how influent shear stiffness can 
be in tool modal behavior modeling. Model updating technique could be useful to identify an 
experimentally based correlation between tool slenderness, tool clamping system and shear 
factor correction coefficient λ. This could be an interesting way to make the beam models 
suitable even for thick tools dynamics modeling. 
6.5. Results 
Model validation strategies presented in the previous section has been applied to 
toolkit test cases in order to investigate modeling strategies: both 1D modeling and 3D 
modeling have been compared to experimental results. Tools manufacturers propose a wide 
range selection of milling tools and holder. In this work six different toolkits have been 
tested, two main parameters have been taken into account to select the different 
configurations: 
• Tool holder - end mill clamping system. 
• Component slenderness. 
Clamping system is an important parameter as reported in literature (an overview is 
presented in Chapter 7): in the modeling approaches presented in this Chapter, components 
connections are treated as rigid, therefore it is important to understand in which cases this 
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approximation is correct. Moreover tool slenderness is crucial because 1D beam elements 
can be theoretically used to model components with high length to thickness ratio, therefore 
it is important to understand which is the limit of this approach. Considering the mentioned 
issues, tests configurations have been chosen as outlined in Table 6.8. Tested toolkit are 
presented in Figure 6.21. 
 
 
Figure 6.21 Tested toolkits 
 
Table 6.8 Tested toolkits (tool and tool-holder) 
N° Spindle Connection Holder 
Holder 
connection 
Shank 
length 
(mm) 
Overhang 
(mm) 
Tool 
Diameter 
(mm) 
Number 
of flutes 
1 HSK63 12x90 Shrink Fit 70 41 12 4 
2 HSK63 12x160 Shrink Fit 130 100.5 12 4 
3 HSK63 12x90 Hydraulic 130 98 12 4 
4 HSK63 12x170 Hydraulic 130 100.5 12 4 
5 HSK32 ER16 Collet - 19.5 8 2 
6 HSK32 ER20 Collet 70 48.9 12 4 
 
Three different clamping systems have been tested: 
• Shrink fit: tool-holder is heated up to cause thermal expansion of tool housing, 
allowing the end mill to fit in; 
• Hydraulic chuck: a piston compresses a fluid inside a pressure chamber surrounding 
tool bore, the deformation of pressure chamber allows tool clamping. 
• Collet chuck: tool is housed inside a deformable component (collet) that is tightened 
around tool shank by means of shaped bolt (nut), providing the required connection 
force; 
Different holder and overhangs have been used in order to test different toolkit 
slenderness: in particular for each connection one short and one long toolkit are selected. To 
perform correlation steps, all the tested assemblies have been modeled using 1D beam and 
3D solid modeling approach as explained in sections 6.2 and 6.3. Holder components are 
1 2 3 4 5 6
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made of steel, shanks (used in 5 of 6 toolkit) are constituted by two welded component made 
of steel and carbide, end-mills are made of carbide. 
 
Figure 6.22 End mill used in configuration 1, 2, 3, 4 and 5. 
Figure 6.22 shows the assembly shank and end mill used in the first 5 configurations. 
These material discontinuities cannot be neglected for low slenderness, since carbide density 
and Young modulus are significantly different with respect to the steel: they are hence 
introduced in 3D solid model and 1D beam model. Standard material properties have been 
used for carbide and steel, values are reported in Table 6.3. 
 
Table 6.9: Materials property values used in correlation analyses. 
 
Young 
Modulus 
(MPa) 
Poisson  
Ratio 
Density 
(tons/mm3) 
Steel 2.06E+05 0.3 7.8E-09 
Carbide 6.60E+05 0.23 1.39E-08 
 
In 1D beam modeling end-mill cutting edges are modeled as a tapered segment. This 
has been done since modeling cutting segment as a solid cylindrical segment will bring to an 
overestimation of its mass. Therefore tool tip radius has been chosen to ensure that cutting 
segment beams have the same mass of the real one. In 3D solid model, edges geometry has 
been modeled accurately thanks to second order tetrahedral elements (CTETRA in Nastran). 
In this Chapter connections have been modeled as rigid both in 3D and 1D modeling 
techniques. With respect to hydraulic and shrink fit toolkit, collet chuck toolkits are 
characterized by higher number of components (nut, collet, holder and tool) and no-
axisymmetric collet geometry. This leads to a higher modeling complexity. However in this 
Chapter their geometry has been simplified as axisymmetric, both for 1D beam modeling 
(not able to reproduce such complex geometry) and for 3D modeling in order to reduce 
modeling effort. Axisymmetric 3D modeling is presented in Figure 6.23 to show this 
modeling strategy. 
 
 
Figure 6.23 Axisymmetric collet for simplified solid 3D modeling 
CarbideSteelCarbide
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Models and natural frequencies comparison results for the six configurations are 
shown in Table 6.10-Table 6.15. For the sake of brevity MAC matrices are not presented 
since they all report good agreement on mode shapes reproduction without significant 
differences between 1D and 3D modeling.  
 
Table 6.10 Correlation report on toolkit 1 (Shrink Fit – Short) 
Figures 
   
 
Modes Experimental  (Hz) 
1D beam 
model (Hz) 
3D solid 
model (Hz) 
1D beam 
Error 
3D solid 
Error 
1 4296 4631 4249 7.8% -1.1% 
2 8635 9665 8628 9.4% -0.1% 
 
 
Table 6.11 Correlation report on toolkit 2 (Shrink Fit – Long) 
Figures 
   
 
Modes Experimental  (Hz) 
1D beam 
model (Hz) 
3D solid 
model (Hz) 
1D beam 
Error 
3D solid 
Error 
1 1195 1254 1204 5.0% 0.7% 
2 3423 3469 3420 1.3% -0.1% 
3 5698 5505 5776 6.5% 1.4% 
4 9121 9508 9290 4.2% 1.9% 
 
 
Toolkit modeling 91 
 
Table 6.12 Correlation report on toolkit 3 (Hydraulic – Short) 
Figures 
   
 
Modes Experimental  (Hz) 
1D beam 
model (Hz) 
3D solid 
model (Hz) 
1D beam 
Error 
3D solid 
Error 
1 1304 1531 1452 17.4% 11.4% 
2 4785 5696 5336 19.0% 11.5% 
3 8862 10177 9684 14.8% 9.3% 
 
 
Table 6.13 Correlation report on toolkit 4 (Hydraulic – Long) 
Figures 
   
 
Modes Experimental  (Hz) 
1D beam 
model (Hz) 
3D solid 
model (Hz) 
1D beam 
Error 
3D solid 
Error 
1 837 912 886 8.9% 5.7% 
2 2186 2355 2260 7.8% 3.4% 
3 4776 5045 5085 10.8% 6.5% 
4 7978 8927 8517 11.9% 6.8% 
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Table 6.14 Correlation report on toolkit 5 (Collet – Short) 
Figures 
   
 
Modes Experimental  (Hz) 
1D beam 
model (Hz) 
3D solid 
model (Hz) 
1D beam 
Error 
3D solid 
Error 
1 10401 11670 10612 12.2% 2.0% 
2 16895 19193 17543 13.6% 3.8% 
 
Table 6.15 Correlation report on toolkit 6 (Collet – Long) 
Figures 
   
 
Modes Experimental  (Hz) 
1D beam 
model (Hz) 
3D solid 
model (Hz) 
1D beam 
Error 
3D solid 
Error 
1 4610 5284 4686 14.6% 1.7% 
2 12744 14182 12869 11.3% 1.0% 
 
Results shown in the tables suggest that beam models are not always suitable for 
toolkit dynamics simulation in free-free boundary condition. Particularly, beam model fails 
in presence of low slenderness (toolkit 1, 3, 5), as expected. For what concern holder-tool 
connection, only shrink fit is able to return high-accurate results (about 5% error on toolkit 
2), on the contrary beam model looses accuracy on hydraulic and collet chucks. Low 
slenderness issue can be fixed with 3D solid modeling strategy that results in better accuracy 
on all the toolkits. Even though on shrink fit solid models return very high accuracy (about 
1% error) on both long and short toolkit, for different connections this modeling approach is 
less accurate: particularly for hydraulic chuck 3D solid modeling approach seems to fail in 
reproducing accurately toolkit dynamic behavior (error > 5% for hydraulic toolkits). These 
results can be summarized in Figure 6.24 in which average error of the first two modes for 
each toolkit is shown in a bar plot. 
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Figure 6.24 1D and 3D modeling errors on selected toolkits 
Figure 6.24 shows how shrink fit connection is the easiest to model, both 1D and 3D 
modeling return good results, on the other hand the most complex one seems hydraulic 
connection, not accurately modeled both via 1D and 3D models. 
6.6. Conclusion 
In conclusion in this chapter 1D and 3D modeling technique have been presented, 
developed beam algorithm, able to quickly and easily implement beam approach, has been 
proposed. Model validation method has been explained and a model updating procedure has 
been proposed to improve correlation parameters between model and experimental results.  
Dynamic correlation has been applied to six different toolkits. Modeling strategies 
performances have been tested selecting different configurations. Two main parameters are 
investigated: slenderness and holder-tool clamping system. 
Results show that 1D modeling is influenced by slenderness, as beam theory suggests. 
Moreover holder-tool connection seems to be a crucial factor for dynamics prediction both 
for 1D and 3D modeling strategies. 
In the next chapter this aspect will be examined and a novel modeling technique will 
be suggested to overcome modeling issues here presented. 
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7. Holder-tool connection modeling 
7.1. Overview 
As observed in the previous chapter, one of the key factors to achieve an accurate 
dynamic toolkit model is a proper joint modeling. This aspect has been already highlighted in 
literature. Spindle-holder joint has been studied: Hanna et al. [66] presented an analysis on 
HSK interface investigating stresses generated by spindle drawbar forces and rotational 
speed; Namazi et al. [45] presented a modeling and iterative identification technique for tool 
holder–spindle interface using translational and rotational springs uniformly distributed at 
the contact zone. Recently Xiao et al. [67] proposed a new technique based on a “tapered 
zero-thickness finite element” to model connection stiffness between spindle and BT holder: 
to characterize this element an experimental iterative procedure is used. 
Nevertheless for RCSA application the most interesting joint is between holder and 
tool. Modeling holder-tool connection is not an easy task because of the different types (e.g., 
collet chuck, shrink fit and hydraulic clamping) and the influence of this connection on 
accuracy of toolkit model. For this reason, most of the RCSA approaches have been applied 
to simple connection type (easier to be modeled), such as thermal shrink fit [52, 68]. In some 
works [50, 51] authors preferred to model just the tool (i.e., endmill) without the holder: 
connection modeling is hence avoided but experimental modal test is required for every new 
holder clamped on the machine, making RCSA approach less effective and efficient. 
On the other hand, several papers investigate this connection by means of lumped 
stiffness applied between holder and tool model: Movahhedy et al. [69] proposed a joint 
modeling method with two parallel linear springs, Ahamadi [54] used a distributed elastic 
layer including damping, Ostasevicius et al. used elastic elements placed at fixed nodes 
connected to the holder both for turning [70] and drilling [56] tools. However all these 
methods introduce an iterative procedure based on experimental tests to identify connection 
stiffness: elastic elements parameters are identified minimizing difference between measured 
and calculated FRFs of the tool-holder assembly. Therefore each connection requires a new 
modal test on the toolkit increasing the number of tests required. 
 
Table 7.1 Connection modeling literature summary 
First Author  
Ref. 
Year Paper’s Scope 
Cutting 
process Connection technique 
Identification 
method 
Toolkit 
connection 
Schmitz [39] 2000 Chatter SLD Milling Lumped stiffness Experiments Collet  
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First Author  
Ref. 
Year Paper’s Scope 
Cutting 
process Connection technique 
Identification 
method 
Toolkit 
connection 
Schmitz [52] 2001 Chatter SLD Milling Lumped stiffness Experiments Collet  
Schmitz [68] 2007 Tool-tip FRF Milling Modeling Shrink Fit FE Shrink-fit 
Hanna [66] 2003 Stress investigation Milling 
Modeling HSK spindle 
connection FE 
Collet  
Φ 19.05  mm  
Park [27] 2003 Tool-tip FRF Milling No connection Only tool modeled 
Collet  
Φ 19.05  mm  
Erturk [44] 2006 Tool-tip FRF Milling No experimental validation 
Values from 
other works Collet 
Namazi [45] 2006 Tool-tip FRF Milling Lumped stiffness Experiments  
Ahmadi [54] 2007 Chatter SLD Milling Distributed parameter interface Experiments  
Ostsevicius [56] 2012 Modal response Drilling Lumped stiffness Experiments Φ 10 mm 
Albertelli [50] 2013 Chatter SLD Milling Lumped stiffness Experiments Collet Φ 8-14 mm 
 
As clear form Table 7.1, despite all the presented methods, a likely connection 
modeling technique taking into account real contact behavior has not been developed: as 
consequence experimental measurements are needed to overcome connection modeling 
issue. The goal of RCSA methods is to reduce the number of tests required in order to apply 
vibrations predictive methods on shop floor, therefore the requirement of new experimental 
tests makes this method less attractive, limiting its industrial diffusion. 
In this Chapter modeling strategies of holder-tool connection are presented, focusing 
on milling application. Proposed procedures are fully implemented in FE environment 
without the use of any tuning experimental test. Solid finite elements are used to model the 
most common connection types: collet chuck, shrink fit and hydraulic clamping. The main 
advantage of these novel modeling approaches is to model connection and contact properly 
without requiring lumped stiffness and iterative identification procedures. 
The goal of proposed techniques is to return modeling guidelines for toolkits in 
dynamics applications and extend the industrial diffusion of vibrations predictive methods 
thanks to a significant reduction of experimental tests required. 
Modeling strategies are presented in section 2 divided in subsections for each type of 
connection, in section 3 experimental validation performing EMA on different test cases is 
provided. 
7.2. Proposed approach 
As earlier mentioned, traditional connection modeling techniques are based on 
regressive approaches, in which spring elements are introduced between tool and holder and 
their stiffness is tuned to fit modal behavior of a test case toolkit, yielded by EMA. The main 
drawback of these approaches is the need of carrying out experimental tests for each tool 
holder required to be modeled. This because different tool holder geometries and clamping 
systems will have different connection stiffness, therefore every tool holder requires its own 
tuning phase. 
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In this work is proven that regressive approach can be replaced by an accurate 
modeling of contact conditions between toolkit components. The goal is to develop a fully 
predictive modeling technique to avoid the experimental testing phase. The basic idea of the 
proposed approach is that connection spring elements are not required to implement an 
accurate contact stiffness model. One of the main reasons because those elements are 
introduced, is that toolkit (holder-tool assembly) components are modeled by using 
simplified one dimensional (1D) techniques, such as Timoshenko beams, that may not be 
accurate in reproducing contact conditions. Therefore, springs do not represent the likely 
contact stiffness but compensate modeling inaccuracies instead. In this work the regressive 
approach is overcome by investigating toolkit connection to identify the key factors for a 
correct contact stiffness evaluation in a FE model, such as contact region extension or 
accurate component modeling. Toolkit components are modeled using three dimensional 
(3D) elements; this strategy allows to correctly simulate the contact between tool and holder. 
Same procedure presented in section 6.3 is applied to proposed modeling approach. Toolkit 
components (holder-tool) are assembled by means of MSC Nastran glued contact feature 
[13]: a linear double sided contact algorithm that allows joining components with non 
conformal interfaces, i.e., different meshes. The reason of using such a solution is twofold: it 
allows to achieve a better component description since mesh pattern and size can be different 
with respect to the component, and it reduces pre-processing time since conformal mesh 
interfaces are not required. 
As highlighted in Figure 7.1, where proposed modeling workflow is shown, different 
connections follow specific pre-processing operations requiring different modeling efforts. 
Details of modeling procedures are given in following sub-sections. 
 
 
Figure 7.1 Workflow of the proposed modeling techniques 
Collet 
Chuck Shrink Fit
Hydraulic
Chuck
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(Oill Pressure Load)
Actual Tool 
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Holder and Tool 
FE modeling
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7.2.1. Collet Chuck 
In Figure 7.2a an example of conical collet chuck tool holding is presented. 
 
 
Figure 7.2 Collet chuck connection example (a) and tapered collet detail (b). 
Nut fastening pushes the collet inside its conical housing, tightening tool shank. 
Collet shrinkage clamps the tool inside the holder, allowing spindle torque to be transmitted 
during milling operations. In accordance with previous considerations, in this connection 
type, tool and holder are not directly in contact because of the collet, making such 
component crucial for correct contact stiffness evaluation.  
Proposed modeling technique is based on including collet in toolkit model, avoiding 
excessive approximation of its geometry to achieve an accurate dynamics prediction. In 
Figure 7.2b an example of collet (tapered class) is given. Basically it is a metallic sleeve with 
a sequence of longitudinal slots to increase its compliance, directly related to the available 
clamping force. Therefore, compared to the 3D solid modeling proposed in the previous 
Chapter, slots are included in the FE analysis, since a filled modeling could lead to a 
connection stiffness overestimation. On the other hand 1D beam modeling is not suitable for 
such component, since it cannot model tangential expansion that could affect dynamic 
compliance of assembled toolkit. 
 
 
Figure 7.3 Collet model according to the proposed technique. 
In Figure 7.3 an example of detailed collet modeling is given. 
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Figure 7.4 Assembled collet chuck toolkit FE model. 
Figure 7.4 shows a collet chuck toolkit in assembled configuration, with the collet 
modeled according to the proposed technique. 
 
7.2.2. Shrink-fit 
In Shrink fit toolkits, holding force is provided by thermal radial contraction of the 
tool-holder. Figure 7.5 gives an example of this toolkit type. 
 
 
Figure 7.5 Shrink-fit connection example. 
Although Schmitz et al. [68] present a complex modeling technique for shrink-fit 
connection, in this work, as previously presented in section 6.5, shrink-fit toolkits show good 
accuracy modeled with glued contact. Actually these tool-holders can provide a high flexural 
stiffness, since there is no component between tool and holder as in the collet chuck 
connection. Furthermore, since shrink fit is a tight fit connection, it is reasonable to 
hypothesize toolkits components to be in contact in the entire interface region. Therefore this 
connections type can be modeled just merging components interface nodes (or via glued 
contact as in this work) without using specific techniques. 
 
7.2.3. Hydraulic chuck 
In Figure 7.6 hydraulic chuck working principle scheme and real component cross-
section are shown. 
Tool Holder
Tool
Tool Holder
Tool
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Figure 7.6 Hydraulic chuck holder scheme (a), real cross-section (b). 
The oil inside the pressure chamber is compressed by means of a screw. Oil 
compresses tool holder, mainly in correspondence of pressure points (pointed out in Figure 
7.6a), allowing tool shank to be clamped. 
As in shrink-fit toolkits there is no flexible components between tool and holder, but 
unlike the previous connection such components could not be in contact along the entire tool 
housing length [71]. When oil is compressed, pressure chamber undergoes a radial 
deformation, tightening tool housing in correspondence of pressure points. Since pressure 
acts on both oil chamber inner and outer faces, the final part of tool-holder (on tool tip side) 
could be pushed far from tool shank. 
Therefore tool could not be clamped in the front part of the housing, leading to an 
increased overhang [71]: this parameter must be accurately identified, since it has a great 
influence on toolkit modal behavior [27]. 
In this work, a method for actual tool overhang evaluation is proposed: holder 
deformation is evaluated performing a nonlinear static analysis in which oil pressure effect is 
simulated. A FE 3D model of the toolkit portion, corresponding to the shank clamping 
region, is implemented. 
 
 
Figure 7.7 Proposed nonlinear static analysis to identify actual tool overhang 
Figure 7.7 shows the proposed modeling technique. Toolkit axial symmetry is 
exploited, modeling just a quarter of it and applying symmetry constraints. Oil pressure is 
introduced in the model as pressure loads (PLOAD entry in Nastran [37]) applied on oil 
chamber inner and outer faces. External loads magnitude has been set to 300 MPa, 
considering oil pressure values range between 200 and 300 MPa [71]. It is important to 
remark that a likely pressure value is sufficient since the goal is not focused on accurate 
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toolkit deformation estimation, but on contact regions evaluation. Components contact is 
modeled using MSC Nastran one sided contact algorithm [37]. 
 
 
Figure 7.8 Static analysis contour plot. Model deformations increased by a factor 10. 
Figure 7.8 shows analysis results. As highlighted, the front portion of tool-holder is 
not in contact with the tool shank, leading to an increased tool overhang. The model used for 
the static analysis is a reduced portion of the toolkit: its complete model, to be used for linear 
dynamic analyses, is created in the subsequent phase. 
Nonlinear static analysis is post-processed evaluating actual tool projection length. 
This parameter is then used in toolkit modeling. In this phase components are meshed and 
then joined via glued contact. Tool and holder nodes lying in the non-contact region are not 
constrained, in order to model the overhang increase, while the remaining nodes are joined. 
In Figure 7.9 the proposed modeling technique is presented. 
 
 
Figure 7.9 Example of the proposed method for hydraulic chuck toolkits modeling. 
In conclusion the proposed hydraulic chuck modeling technique can be summarized 
in the following steps: 
 
• Performing a static analysis on the pressure chamber portion of toolkit, imposing oil 
pressure as external load. 
• Post processing static analysis to identify actual tool overhang. 
• Assembling complete toolkit model without merging (or gluing) nodes lying inside 
the non-contact region, to accurately model contact conditions. 
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7.3. Experimental Validation 
Proposed modeling strategies have been evaluated on the same test cases previously 
presented. Basically collet chuck and hydraulic toolkits (3, 4, 5 and 6) have been modeled 
according with the presented strategies and compared with experimental results and other 
modeling techniques. Particularly, collet is accurately modeled with longitudinal slots 
(Figure 7.10b) and compared with 3D solid axisymmetric (Figure 7.10a) as previously 
adopted.  
 
 
Figure 7.10 Axisymmetric collet modeling (a) and detailed collet modeling (b). 
For what concern hydraulic chuck, actual overhang is calculated according with the 
proposed technique (Figure 7.11a) and compared with the nominal one (Figure 7.11b) used 
in the previous models. On the contrary shrink-fit connection does not required specific 
modeling technique: direct 3D modeling proposed in the previous Chapter is sufficient to 
return high-accurate results. 
 
 
Figure 7.11 In green connection zones of proposed tool overhang (actual one) (a) and nominal 
overhang (b) 
Results of the models comparisons are presented for toolkits 3, 4, 5 and 6 in the Table 
7.2-Table 7.5. First two modes are compared. 
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Table 7.2 Correlation report on toolkit 3 with proposed modeling strategy 
Figures 
    
 
3D 
modeling    Nominal 
Overhang 
 
Actual 
Overhang 
   
Modes Experimental (Hz) 
1D beam 
model (Hz) 
3D solid 
model (Hz) 
3D solid 
proposed 
modeling  
(Hz) 
1D 
beam 
Error 
3D 
solid 
Error 
3D solid 
proposed 
modeling 
Error 
1 1304 1531 1452 1301 17.4% 11.4% 0.2% 
2 4785 5696 5336 4767 19.0% 11.5% 1.5% 
 
Table 7.3 Correlation report on toolkit 4 with proposed modeling strategy 
Figures 
    
 
3D 
modeling    
Nominal 
Overhang 
 
Actual 
Overhang 
   
Modes Experimental (Hz) 
1D beam 
model (Hz) 
3D solid 
model (Hz) 
3D solid 
proposed 
modeling  
(Hz) 
1D 
beam 
Error 
3D 
solid 
Error 
3D solid 
proposed 
modeling 
Error 
1 837 912 886 844 8.9% 5.7% 0.8% 
2 2186 2355 2260 2206 7.8% 3.4% 0.9% 
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Table 7.4 Correlation report on toolkit 5 with proposed modeling strategy 
Figures 
    
 
3D 
modeling    
Axisymmetric 
collet 
 
Actual 
geometry 
   
Modes Experimental (Hz) 
1D beam 
model (Hz) 
3D solid 
model (Hz) 
3D solid 
proposed 
modeling  
(Hz) 
1D 
beam 
Error 
3D 
solid 
Error 
3D solid 
proposed 
modeling 
Error 
1 10401 11670 10612 10379 12.2% 2.0% -0.2% 
2 16895 19193 17543 17363 13.6% 3.8% 2.8% 
 
Table 7.5 Correlation report on toolkit 6 with proposed modeling strategy 
Figures 
    
 
3D 
modeling    
Axisymmetric 
collet 
 
Actual 
geometry 
   
Modes Experimental (Hz) 
1D beam 
model (Hz) 
3D solid 
model (Hz) 
3D solid 
proposed 
modeling  
(Hz) 
1D 
beam 
Error 
3D 
solid 
Error 
3D solid 
proposed 
modeling 
Error 
1 4610 5284 4686 4634 14.6% 1.7% 0.5% 
2 12744 14182 12869 12750 11.3% 1.0% 0.0% 
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As shown in the tables proposed modeling techniques return accurate results 
comparing with experimental natural frequencies in free-free boundary condition. For every 
toolkit an error less than 0.8% is identified on the first mode and less than 3% on the second 
one. Against an increase modeling complexity, higher accuracy is reached: this is crucial 
especially for hydraulic chuck that cannot be properly modeled with simplified modeling 
approaches, allowing a dramatic reduction of the provisional errors, which decrease for 
toolkit 3 from 17% of beam and 14% of solid to 0.2% (first mode). In Figure 7.12 histogram 
diagram of average errors on the first two modes is updated with the new results. 
 
 
Figure 7.12 1D, axisymmetric 3D and proposed 3D modeling errors on selected toolkits 
As summarized in the diagram in Figure 7.12 toolkits FE models can achieve accurate 
results (below 2%) if proper connection modeling is applied for all the connections analyzed. 
7.4. Conclusion 
In this Chapter fully predictive approaches for holder-tool connection modeling are 
presented. Proposed method allows achieving an accurate prediction of toolkit modal 
behavior without the need of experimental tests, generally used to identify connection 
stiffness. The most common connection types for milling application are analyzed. Specific 
modeling techniques are implemented for the considered connections. Experimental 
validation is provided. Correlation analysis between experimental and models points out that 
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the proposed techniques allow toolkit natural frequencies to be accurately identified. Results 
analyses allow the following conclusions to be drawn: 
 
1. Collet chuck: collet geometry is important to achieve an accurate dynamics 
prediction. Detailed geometry connection ensures higher accuracy compared to 
axisymmetric approximation that leads to a slight connection stiffness increase. 
2. Shrink-fit: this connection type is likely to be accurately modeled as a rigid 
connection. This makes shrink-fit the most suitable connection for 1D models 
implementation. 
3. Hydraulic chuck: the increase of tool overhang during clamping operation 
significantly affects toolkit natural frequencies. Proposed modeling technique 
achieves high accurate results (less than 2% on the first two modes natural 
frequencies on the test cases). On the contrary toolkits models based on nominal 
overhang are proven to be stiffer than the real ones, leading to an unsatisfactory 
dynamics prediction. If an accurate prediction of toolkit dynamics is required, pre-
process analysis to estimate actual tool projection length must be performed, as the 
one proposed in this work. 
 
In conclusion, proposed modeling techniques provide a series of guidelines to 
accurately predict milling toolkit dynamics, focusing on holder-tool connection. For every 
analyzed connection type, critical factors affecting dynamic behavior are identified. This 
novel approach allows avoiding costly and time-consuming experimental tuning operations 
generally adopted for connection stiffness identification. Resulted accurate toolkit models are 
essential to efficiently evaluate tool-tip FRFs by means of receptance coupling technique, 
and simulate milling vibrations to select optimal cutting parameters. In next Chapter, the 
influence of modeling strategies on tool-tip FRFs is highlighted. 
 
  
 
8. Hybrid experimental-numerical methods 
In the last decades several authors investigated hybrid numerical-experimental 
approaches for tool-tip FRFs identification, in order to implement predictive models able to 
identify dynamics of different spindle-holder and tool configurations with the minimum set 
of measurements. As already mentioned, these methods are based on experimental tests on 
the machine without tool clamped (the fixed part), adding numerically toolkit dynamic 
contribution (changeable part). One of the most used coupling techniques is Receptance 
Coupling Substructure Analysis (RCSA), already briefly presented in Chapter 5.2.4, where it 
has been used to combine two FE models. 
8.1. Receptance Coupling 
This technique allows predicting frequency response of a specific system, combining 
its substructures frequency responses. The general method is presented in Ferreira and Ewins 
work [72] and it is going to be briefly synthesized. Let A and B be the two substructure to be 
coupled, let C be the assembled system. In both substructures joint and non-joint DOFs can 
be identified: joint DOFs describe connection points motion, while non-joint DOFs are 
related to the other structure points. To simplify the dissertation it is assumed that non-joint 
DOFs are present just in substructure A. Receptance coupling technique is based on 
imposing compatibility and equilibrium conditions. Compatibility conditions can be written 
as in equation (8.1): 
 
⎪
⎩
⎪
⎨
⎧
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→→→
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jCjBjA
XX
XXX
 (8.1) 
 
where X is a displacement vector, subscript j stands for joint DOFs and subscript n stands for 
DOFs. Basically with compatibility conditions, joint DOFs displacements in systems A, B 
and C are imposed to be equal, while non-joint DOFs have the same displacement in 
substructure A and in assembly C. Equilibrium conditions are presented in equation (8.2). 
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where vector F represent a vector of forces acting on a specific DOFs set. These equations 
impose local equilibrium in each system point. Displacement and forces in systems A, B and 
C are linked by their receptance matrices as shown in equations (8.3), (8.4) and (8.5). 
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Therefore compatibility and equilibrium conditions can be rearranged introducing receptance 
matrices, and assembly response can be computed. It is easy to understand that this technique 
allows combining analytical (or numerical) and experimental models to predict assembled 
configuration FRFs, since it is not relevant if substructures are experimental or analytical 
models as long as compatibility and equilibrium conditions are respected. 
As earlier mentioned, RCSA has been widely used in tool-tip frequency response 
prediction. T.L. Schmitz [39] is the first author to propose RCSA approach in machining 
field. In the paper evaluation of the tool-tip assembly response is presented, performing the 
following steps: 
• Perform experimental characterization of the machine tool – tool holder assembly. 
• Yield tool overhung portion FRFs from an analytical model (Euler-Bernoulli in his 
work [39]). 
• Connect the two systems with an RCSA method. 
 
Figure 8.1 RCSA approach scheme [39]  
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In their paper connection stiffness between tool and tool-holder has been introduced, 
since a collet holder has been used (Figure 8.1). Authors affirm that this tool-clamping 
device cannot be considered rigid: compatibility conditions are not respected if collet 
compliance is not considered. RCSA allows the presence of compliant connection [72], but 
their stiffness and damping have to be identified. Schmitz’s method [39] is suitable to 
include rotational degree of freedom responses: it means that in its RCSA formulation, 
compatibility and equilibrium conditions can be applied to points rotations too. Although this 
possibility, these conditions were not been considered, because experimental evaluation of 
rotational responses can present several complications. This modeling path has been proven 
to lead to inaccurate results [27], since holder-tool interface motion is characterized by both 
translations and rotations. Therefore rotational DOFs have to be considered in substructure 
analysis.  
More recently, several papers on RCSA have been presented, proposing solutions to 
overcome connection and rotational response issues. An important step ahead has been done 
by Park et al. [27] , their method will be used in this work as reference to present proposed 
approaches. In their work, in which a reverse receptance coupling approach has been 
proposed, for rotational DOFs response identification. 
 
a)   b)  
Figure 8.2 Park’s work substructures and calibration tools [27] 
Substructures for RCSA coupling were chosen as shown in Figure 8.2a, with 
connection point (point 2) outside the tool holder, in the overhung tool portion. Driving point 
translational response in point 2 for substructure B (Figure 8.2a), has been yielded via impact 
testing inserting short blank tool inside the tool holder (Short Blank in Figure 8.2b). Then a 
new test has been carried out with a calibration tool (Long Tool in Figure 8.2b), measuring 
FRFs in points 1 and 2. Tool H FRFs have been determined with a FE model and the second 
configuration tested has been used as reference to perform an inversion of receptance 
coupling approach to get system B rotational FRFs in point 2. This approach allows joint 
dynamics not to be modeled, since its contribution is included machine tool-tool holder 
assembly experimental response. Furthermore Park’s work [27] provides an easy way for 
rotational response estimation, in order to overcome issues in their direct experimental 
acquisition. Thanks to the full FRF matrix, dynamic behavior of machine can be obtained 
accurately. This method is adopted in this work as reference for two main reasons: it is 
(	  G	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  )
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assumed as reference and cited in other works [57], no other technique significantly 
improved accuracy and efficiency of this method. 
Nevertheless the main limitations of this approach, as presented in the paper, are: 
• Same holder tool connection geometry of the calibrator is required. This limits the 
application: new calibration tests must be performed for each tool-holder and 
connections before predicting dynamics of a new group of tools, therefore the 
number of tests required increases significantly compared to general RCSA. 
• A calibration phase is required. Rotational FRFs are identified by an experimental 
phase with a calibration tool, increasing time required by the method. 
8.2. Coupling machine-toolkit 
As already mentioned, the first limitation can be overcome moving coupling point on 
holder standard section, an accurate model of the entire toolkit (holder and tool) as presented 
previously (Chapter 6 and 7), is hence required. In Figure 8.3 a scheme of proposed method 
application is presented and coupling point is identified. 
 
 
Figure 8.3 Park’s method application to complete toolkit 
Basically coupling point is set in the standard zone of holder: toolkit (holder and tool) 
becomes the changeable part and machine with standard zone of the holder the fixed one. For 
Park et al. [27] method this would lead to require, for any new toolkit mounted on the 
machine, only two measurements set-up: on the machine with only holder coupled, and a 
calibration phase with a proper calibration tool. 
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8.2.1. Case studies results 
To show coupling machine-toolkit application and evaluate the influence of toolkit 
modeling accuracy on tool-tip FRF prediction, three test cases have been tested: toolkit 2, 3 
and 5 as presented in the previous Chapters (6 and 7) and summarized in Table 6.8. Toolkit 2 
is composed by a HSK64 shrink fit holder and a tool with about 100 mm overhang. In 
Toolkit 3 the same shank is housed in a HSK64 hydraulic chuck holder. Toolkit 5 is collet 
chuck HSK32 holder equipped with a short endmill (19 mm overhang). 
Toolkits were connected to the milling machine tool (Mori Seiki NMV 1500 DCG for 
collect chuck test case, Fagima JAZZ for shrink-fit and hydraulic chuck test cases), acquiring 
tool-tip FRFs via impact testing. Proposed solid models and Timoshenko beam models, 
showed in the previous Chapters, were coupled with machine tool FRFs according with the 
method presented in section 8.2. Connection point between experimental and numerical 
model was set in correspondence of the ending section of the standardized holder portion, as 
previously shown (Figure 8.3). In Figure 8.4, Figure 8.5 and Figure 8.6 tool-tip FRFs of three 
different toolkits (one for each connection) are presented: experimental results is compared 
to the predicted ones. In Table 8.1, Table 8.2, Table 8.3 dominant mode parameters for the 
different configuration are reported. 
 
     
Figure 8.4 Tool-tip FRFs for toolkit 2 
 
Table 8.1 Modal parameters of dominant mode for toolkit 2 
 Natural Frequency (Hz) 
Modal 
Damping Stiffness (N/m) 
Natural 
Frequency error 
Experimental 605 0.008 1.45E6 - 
Timoshenko beam 636 0.012 1.97E6 5.1% 
Proposed solid 627 0.007 1.77E6 3.6% 
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Figure 8.5 Tool-tip FRFs for toolkit 3 
 
Table 8.2 Modal parameters of dominant mode for toolkit 3 
 Natural Frequency (Hz) 
Modal 
Damping Stiffness (N/m) 
Natural 
Frequency error 
Experimental 821.5 0.008 1.58E6 - 
Timoshenko beam 1004.3 0.020 2.74E6 22.3% 
Proposed solid 798.3 0.010 1.73E6 -2.8% 
 
     
Figure 8.6 Tool-tip FRFs for toolkit 5 
 
Table 8.3 Modal parameters of dominant mode for toolkit 5 
 Natural Frequency (Hz) 
Modal 
Damping Stiffness (N/m) 
Natural 
Frequency error 
Experimental 5208 0.013 3.83E7 - 
Timoshenko beam 5332 0.009 4.71E7 2.4% 
Proposed solid 5226 0.012 4.41E7 0.3% 
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As expected, similar trend of free-free validation (Section 7.3) is obtained. Proposed 
solid models are in good agreement with experimental tool-tip FRFs in the three cases. As 
clear from Figure 8.5, Timoshenko beam model fails in computing tool-tip FRFs in hydraulic 
connection. On the contrary, Timoshenko beam and proposed solid model provide similar 
results for shrink-fit toolkit, in agreement with experimental FRF (Figure 8.4). For what 
concerns collet chuck, an intermediate condition is obtained (Figure 8.6): beam model 
accuracy is worse than proposed solid but closer compared to the high error obtained for 
hydraulic connection. These results show the high sensitivity of RCSA methods to toolkit FE 
models accuracy. Proposed modeling approaches improve tool-tip FRF prediction 
performance, however natural frequencies can not be predicted as accurately as in free-free 
condition: these errors (about 3%) are thought to be related to approximation introduced by 
RCSA method. 
Once tool-tip FRF is identified chatter can be predicted. In order to show predicted 
FRFs application, SLDs of the three toolkits are computed. Zero-order analytical approach 
proposed by Altintas and Budak [25] (and presented in section 2.2) was applied to evaluate 
SLD. Chatter stability was predicted for a 1.5 mm radial depth of cut flank milling operation 
on steel (Ktc=2258 MPa, Krc=1554 MPa) for steel tools (Hydraulic and Shrink) using 
experimental and predicted FRFs. A slot operation on aluminum (Ktc= 796 MPa, Krc=196 
MPa) for aluminum tool (Collet) is simulated. Results are shown in Figure 8.7, Figure 8.8 
and Figure 8.9. 
 
     
Figure 8.7 SLDs for toolkit 2 
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Figure 8.8 SLDs for toolkit 3 
 
     
Figure 8.9 SLDs for toolkit 5 
As expected, obtained SLDs are in agreement with tool-tip FRF prediction results. 
Stability prediction with 1D beam modeling is not reliable, especially for hydraulic toolkit. 
On the contrary proposed solid modeling strategies are in any case able to return good 
results. However some discrepancies, mainly in the predicted critical depth of cut, are 
obtained confirming the high sensitivity of SLD prediction to tool-tip FRF. 
8.3. Proposed coupling analytical formulation 
The second main limitation of Park’s method is calibration phase required. This phase 
would be avoided if rotational FRFs could be identified with only one test set-up, some 
methodologies to achieve such results are presented in this section. 
Some researchers [50, 57] tried to improve Park’s work: however in all the cases 
rotational FRFs are identified by an experimental phase with a calibration tool, increasing 
time required by the method. Another way to improve RCSA applications is introducing a 
joint stiffness between tool and tool-holder: Movahhedy et al. [69] proposed a lumped model 
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equivalent to the joint, using two points of connection and two linear spring instead of the 
traditional single point with translational-rotational spring. Generally these approaches 
identify stiffness by means of iterative procedure based on experimental tests, therefore even 
in this case a calibration phase is required. Besides receptance coupling methods, other 
hybrid modeling approaches have been developed: Catania et al. [73] presented milling 
machine model obtained by coupling experimentally evaluated modal model of milling 
machine frame and spindle with an analytical discrete model of the tool, based on the 
continuous free-free beam shape analytical eigenfunctions. Also in their work an extensive 
experimental procedure is required to validate machine model. 
In this work three coupling methods have been developed in order to overcome 
calibration phase issue. Two of them are based on RCSA approach, while the third one is 
based on a lumped machine holder-tool assembly model. 
 
Figure 8.10 Machine-holder assembly experimental model used in the proposed coupling 
methods. 
The common feature of these methods is that machine response is not evaluated just 
in one point, but in two points as shown in Figure 8.10. This allows reproducing joint 
rotations, as in Park’s method, but without using calibration tools, hence experimental data 
needed to perform the coupling operation can be collected with just one machine set up 
configuration. This can be useful in practical industrial applications, in order to reduce 
machine tool downtime required for its experimental characterization. A FE model has been 
created in order to test coupling method in condition of complete fulfillment of basic 
hypotheses. 
8.3.1. Two points coupling method 
This first method is based on receptance coupling theory. The fundamental hypothesis 
is that tool holder overhung portion has a rigid behavior in frequency range of interest, hence 
considering the system in its bending can be neglected. 
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Figure 8.11 Substructures used for two points translation coupling method. 
Joint rotation could be reproduced without rotational DOFs, introducing two 
connection points along tool axis and imposing equilibrium and compatibility conditions. 
Figure 8.11 summarizes substructures definitions for this coupling method: 
• M system, machine tool – tool holder assembly, two DOFs, experimental model. 
• T system, tool holder overhung portion – milling tool assembly, three DOFs, FE 
model. 
• A system, assembled configuration. 
As Figure 8.11 points out, tool holder part between point 2 and point 3 is present in 
both T and M system, therefore its contribution to assembly dynamics would be considered 
twice. This problem has been overcome, since the basic hypothesis is that the mentioned tool 
holder portion has a rigid behavior in the interest bandwidth, therefore its stiffness 
contribution can be considered twice without introducing any relevant error. Regarding mass 
contribution, it can be suppressed in FE model excluding mass matrices of the elements lying 
in the aforementioned zone from the assembly process. This strategy allows to consider tool 
holder overhung portion just in tool model. 
Considering the mentioned hypothesis, mathematical formulation of coupling 
equations has been yielded. Receptance matrices for the three systems (T, M, A) are: 
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Compatibility and equilibrium conditions are expressed respectively in equations 
(8.9) and (8.10), whereas x1 is the interest non-joint point (i.e., tool-tip) coordinate and x2, x3 
are the joint coordinate: 
 
x1a = x1t
x2a = x2t = x2m
x3a = x3t = x3m
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 (8.9) 
 
f1a = f1t
f2a = f2t + f2m
f3a = f3t + f3m
!
"
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#
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 (8.10) 
 
Compatibility equations on joint coordinates for systems M and T can be written in 
terms of receptances functions: 
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Equations (8.11) can be rearranged to eliminate M system forces using equilibrium 
conditions: 
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G22t (ω)+G22m (ω) G23t (ω)+G23m (ω)
G32t (ω)+G32m (ω) G33t (ω)+G33m (ω)
  f2tf3t
= ...
... G22m (ω) G23m (ω)G32m (ω) G33m (ω)
  f2af3a
  -  G21t (ω)G31t (ω)
 f1a
 (8.13) 
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Equation (8.13) allows f2t and f3t to be function of f1a, f2a and f3a. This linear system 
has been solved using Matlab® symbolic math toolbox. These expressions can be simplified 
as:  
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where capital letters coefficients are functions of machine system M and system T 
receptances functions. The first relation of equations (8.9) can be written down introducing 
receptance functions: 
 
t
t
t
T
t
t
t
a
a
a
T
a
a
a
f
f
f
G
G
G
f
f
f
G
G
G
3
2
1
13
12
11
3
2
1
13
12
11
)(
)(
)(
)(
)(
)(
	  	  	  	  
ω
ω
ω
ω
ω
ω
=  (8.15) 
 
Using equations (8.14) and the equilibrium condition in point 1 (8.10): 
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Equation (8.16) has to be satisfied for every value of f1a, f2a and f3a. Therefore an expression 
of G11a(ω) can be yielded: 
 
G11a (ω) f1a +G12a (ω) f2a +G13a (ω) f3a = ...
(G 11t (ω)+ A(ω)G 12t (ω)+ L(ω)G 13t (ω)) f1a +...
(B(ω)G12t (ω)+M (ω)G13t (ω)) f2a +...
(C(ω)G12t (ω)+ N(ω)G13t (ω)) f3a
 (8.17) 
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Equation (8.18) allows to easily compute tool tip FRFs combining numerical (or 
analytical) tool response, and experimental machine response. Another great advantage of 
RCSA methods is that tool tip FRF is computed working by frequency step. It means that if 
experimental data are affected by measurement noise in a specific bandwidth, this will not 
contaminate assembled configuration FRF outside this bandwidth. 
As earlier mentioned, before testing coupling method on a real machine-toolkit 
coupling, a numerical trial has been carried out. Figure 8.12 shows the structure used to test 
the method. 
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Figure 8.12: Structure used in method numerical trial. 
This geometry has been created to meet the following guidelines: 
• Contact zone should have a rigid behavior in the interest frequency range. 
• In order to simulate an intense interaction between substructure dynamics, both T 
system and M system modes should be present in analysis frequency range. 
• To approximate low frequency machine tool dynamics, M system should be 
constrained. 
In Figure 8.12 structure has been modeled with Timoshenko beam elements, using the 
code implemented for milling tool modeling. Figure 8.13 shows FE models of the three 
systems, point 1, 2 and 3 are nodes marked by red spots. Material properties values used for 
these models are summarized in table 13 (same values for the three systems): 
 
Table 8.4: Materials property values for FE models. 
 
E 
Young 
Modulus 
(MPa) 
ν 
Poisson  
Ratio 
ρ 
Density 
(tons/mm3) 
η 
Damping  
Ratio 
Steel 2.1E+05 0.3 7.7E-09 0.01 
 
As exposed in the beginning of the paragraph, mass matrices of the elements lying in 
the overlapping zone have been excluded from the assembly process. FRFs have been 
computed using algorithm written in Matlab® based on direct calculation, since analyzed 
models size does not involve excessive process time. Analysis results are shown in Figure 
8.14. 
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Figure 8.13: FE models used in numerical trials. 
 
Figure 8.14: Results of two points method test on numerical model 
The blue curve is the driving point FRF in point 1 computed with the proposed RCSA 
method and the red curve is the same FRF but computed on the assembled model (model A 
Figure 8.13). It is clear that if method hypotheses are completely fulfilled, assembled 
structure dynamics is correctly reproduced. 
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8.3.2. One point coupling method 
The substructures used in this coupling method are summarized in Figure 8.15. The 
assembly is split in correspondence of holder-tool interface and, unlike in two points method, 
a rotational DOF is included for point 2. 
 
 
Figure 8.15: One point method substructures 
During experimental characterization the same FRFs of two points method are 
acquired. Rotational FRFs for the machine tool – tool holder system are then yielded from 
measured data, using the hypothesis of rigid behavior of the tool holder overhung portion. 
Hence this method too requires just one machine set up configuration to collect the required 
FRFs. The following steps will show how rotational FRFs are obtained from translational 
ones, and how coupling process is carried out. 
Equations (8.19), (8.20) and (8.21) summarize systems receptance matrices: 
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For every substructure present in this method the following notation is adopted: 
• Gϕi(ω) is the rotation in point 2 due to a unit force applied in DOF i . 
• Giϕ(ω) is the displacement of DOF i  due to a unit moment applied in point 2. 
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• Gϕϕ(ω) is the rotation of point 2 due to a unit moment applied in point 2. 
• M is the moment applied in point 2. 
Terms that must be yielded for the M system are G2ϕm(ω), Gϕ2m(ω) and Gϕϕm(ω). 
 
 
Figure 8.16: Tool holder overhung portion motion according to rigid behavior hypothesis. 
If hypothesis of rigid behavior is satisfied, than the motion of the tool holder zone 
lying between point 2 and point 3 will be a pure rotation around its instantaneous center of 
motion (point C in Figure 8.16). Therefore the following relation can be considered: 
φ=
−
d
xx 23  (8.22) 
Instantaneous rotation center position is dependent by the considered frequency. 
(8.22) and FRFs reciprocity property allows to yield rotational FRFs: 
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Equation (8.25) summarizes relations that allow obtaining rotational FRFs required 
for this coupling approach. For T system rotational FRFs can be directly computed by FE 
solver. 
In equations (8.26) and (8.27) compatibility and equilibrium conditions for this 
substructures configuration are given: 
⎪
⎩
⎪
⎨
⎧
==
==
=
mta
mta
ta
xxx
xx
φφφ
222
11
 (8.26) 
 
⎪
⎩
⎪
⎨
⎧
+=
+=
=
mta
mta
ta
MMM
fff
ff
222
11
 (8.27) 
 
Analytical expression of G11a(ω) can be yielded using the same procedure presented 
for two points method. 
As for two point method, a test on the numerical model has been carried out in order 
to verify method validity in conditions of completely fulfilled hypotheses. Model has not 
been changed since the two coupling techniques are based on the same hypotheses. Figure 
8.17 shows results of comparison between real point 1 direct FRF and the predicted one. 
Results show that also this method is able to give a reliable prediction of assembly dynamics 
if the zone between point 2 and 3 can be approximated as rigid.  
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Figure 8.17: Comparison between estimated G11a(ω)  and the real one for numeric model 
 
8.3.3. Frequency dependent stiffness method 
This approach is not based on RCSA principles, but consists in using experimental 
data of machine holder-tool assembly to create a simple two DOF model with frequency 
dependent stiffness matrix. Considering the substructures layout already used in two points 
method, M system is represented by a 2 by 2 receptance matrix. Hence a two DOFs system 
describes dynamic behavior of all machine tool – tool holder assembly. The basic idea of this 
method is to yield stiffness and mass matrices of this system and assemble them with T 
system matrices, in order to perform an FRF analysis to obtain A system FRFs. The problem 
concerning this procedure is that a two DOFs system cannot fit the dynamic behavior of a 
complex system as machine tool – tool holder assembly, since it has just two normal modes, 
while the real system could show a more complex behavior, with an high number of modes 
in measurement bandwidth. This problem can be overcome considering a frequency 
dependent stiffness matrix. According to this assumption we can write down the following 
relation: 
 
m
m
mm
mm
m
m
f
f
M
M
KK
KK
x
x
3
22
22
11
3332
2322
3
2
0
0
)()(
)()(
	  	  ⎟⎟
⎠
⎞
⎜
⎜
⎝
⎛
−= ω
ωω
ωω  (8.28) 
 
where Kijm(ω) are frequency dependent stiffness matrix terms and Mij are mass matrix terms. 
The relation between M system matrices and measured FRFs is: 
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Performing an inversion on both sides of equation (8.18), and taking Uijm(ω) as inverse 
receptance matrix terms: 
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 Equation (8.31) allows to compute stiffness matrix terms for every analysis 
frequency. Mass matrix terms can be chosen arbitrarily but they should be of the same order 
of tool mass, in order to avoid matrix bad conditioning issues during FRF analysis. It is 
important to underline that the stiffness matrix terms computed with this method are complex 
values functions, therefore machine tool – tool holder system damping is considered in this 
approach. 
Once that M system stiffness matrix has been computed, FRF analysis can be 
performed. In this application direct method must be used, since M stiffness matrix 
frequency dependence does not allow to compute normal modes. In substructures matrices 
assembling process must be considered that, as in two points method, the tool holder 
overhung portion is present in both T and M models, therefore the hypothesis of rigid contact 
zone has to be assumed and mass matrices of the element between point 2 and point 3 have 
to be excluded from assembly process. That said assembly matrices Ma and Ka(ω) will be 
equal to Mt and Kt except for terms correspondent to point 2 and point 3 displacement in x 
direction (respectively specified by letters c and d): 
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As pointed out in equation (8.33), assembly stiffness matrix is frequency dependent, 
therefore mass matrix assembling process can be done before running direct FRF analysis, 
while stiffness matrix assembly must be performed for every pulsation (frequency) step ωi: 
aaiaia FMKX
→→
−= ))(()( ωω  (8.34) 
 
As for the others coupling methods, a test on the already presented numerical model 
has been performed. 
 
Figure 8.18 Comparison between estimated G11a(ω) and the real one for numeric model 
In Figure 8.18 a comparison between real and estimated Point 1 direct FRF is shown 
and as for the previous methods a good prediction of assembly dynamics can be provided. 
Figure 8.19 shows the computed frequency dependent stiffness function for the tested 
example. 
 
 
Figure 8.19 Frequency dependent stiffness plot 
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8.3.4. Experimental validation 
Once that coupling methods have been validated numerically, a real machine tool case 
has been analyzed in order to verify if the proposed coupling methods could provide a 
reliable prediction of tooltip FRF. Tests have been carried out on a Mori Seiki NMV 1500 
DCG five axis vertical milling center present in Manufacturing Technologies Research Lab. 
of the University of Firenze (Figure 8.20). Validation process has been carried out following 
these steps: 
• Tool FE model implementation. 
• Machine tool – tool holder assembly FRFs measurements. 
• Tool tip FRF measurement for the completely assembled configuration. 
• Tool tip FRF computing with proposed coupling methods. 
• Comparison between computed and measured tool-tip FRF. 
Coupling techniques have been validated on the dummy toolkit presented in toolkit 
modeling section (Chapter 6).  
 
 
Figure 8.20 Mori Seiki NMV 1500 DCG five axis vertical milling center and machine axes 
representation 
Figure 8.21 shows toolkit model, in which tool holder portion lying over point 3 has 
been removed according to substructures definition given in previous section. Connection 
points and tool-tip FRF measurement point have been located in the analysis coordinate 
system, as shown in Figure 8.21 and in Table 8.5. 
 
 
Figure 8.21 Tool model with connection points (2, 3) and tool-tip (1) positions and coordinate 
system. 
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Table 8.5 Connection points and tool tip point positions in the coordinate system 
Point 1 Z 
coordinate 
(mm) 
Point 2 Z 
coordinate 
(mm) 
Point 3 Z 
coordinate 
(mm) 
6.85 249 271 
 
Experimental FRFs identifications on both assembled configuration and machine tool 
have been carried out with the impact testing technique. Accelerometers (PCB 352c22) have 
been placed in the positions identified in Table 8.5. Data acquisition and signal conditioning 
has been carried out using a LMS Scadas III frontend system and LMS Test.Lab software. 
Accelerometers have been calibrated before each test using a Bruel and Kjiaer handheld 
shaker type 4294 operating at fixed frequency (159.2 Hz) and known velocity (10 mm/s 
RMS).  
 
Figure 8.22 M system, and A system FRFs measurement layout. 
Figure 8.22 shows accelerometers layout used in experimental tests. As earlier 
mentioned tool dynamic behavior can be approximated as axial symmetric without introduce 
any great error. However this approximation could not be valid for machine tool dynamics, 
therefore milling center has been excited along both its x and y axes (Figure 8.23) in order to 
verify if a dependency from excitation direction was present. These tests have shown that 
machine behavior in x and y directions can be considered equal, with good approximation. 
Measurement bandwidth has been 0-8192 Hz with a resolution of 1 Hz and all measured data 
show acceptable coherence function values (greater than 0.95) until approximately 7500 Hz. 
In order to reduce measurement noise influence on coupling results, M system measured 
FRFs have been processed to smooth the signals using a first degree polynomial model and 
performing local regression using weighted linear least squares. This signal smoothing has 
been performed since the operations executed on measured signals during the coupling 
process could lead to a noise amplification process. 
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Figure 8.23 Machine tool – tool holder assembly driving point FRFs (points 2 and 3) in x and y 
directions 
Once that experimental activity has been completed, coupling tests have been carried 
out using the implemented techniques. Estimated tool tip FRFs have been compared with the 
measured one, as shown in the following figures. 
 
 
Figure 8.24 Two points coupling method results (Magnitude in log scale). 
 
 
Figure 8.25 One point coupling method results (Magnitude in log scale). 
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Figure 8.26 Frequency dependent stiffness coupling method results (Magnitude in log scale). 
In Figure 8.24, Figure 8.25 and Figure 8.26, magnitude of tooltip FRF yielded by two 
points method, one point method and frequency dependent stiffness method are presented 
and compared with the experimental response. 
Results of the three coupling techniques methods are slightly the same: one point 
method provides a worse fit than the other methods in low frequency range but better in high 
frequency range, two points method and frequency dependent stiffness method do not show 
relevant differences between each other in tool tip dynamics prediction, the only remarkable 
distinction has been observed in terms of computation time since frequency dependent 
stiffness method turned out to be the slowest of the three proposed procedures. Despite these 
differences is important to remark that all the implemented solutions were based in the same 
assumption: the rigid behavior of the tool holder overhang portion in interest frequency 
range. Tests on a numerical model have proven that if this hypothesis is verified, a single test 
configuration can provide all information required to predict FRFs of the assembled 
configuration. Tests carried out Mori Seiki milling center demonstrated that rigid behavior of 
the connection zone could be a realistic hypothesis in a real machine tool application.  
8.4. Case studies results 
In order to further assess new method accuracy, proposed coupling technique has 
been applied to cases studies previously presented and hence compared to Park et al. method. 
For the sake of brevity and clarity, only two points method (8.3.1) has been implemented. 
Same procedure and same toolkits (2, 3, 5) has been adopted to obtain both tool-tip FRFs and 
SLDs. Tool-tip FRFs are presented in Figure 8.27, Figure 8.28 and Figure 8.29. Dominant 
mode modal parameters are summarized in Table 8.6, Table 8.7 and Table 8.8. 
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Figure 8.27 Tool-tip FRFs for toolkit 2 (two points method) 
 
Table 8.6 Modal parameters of dominant mode for toolkit 2 (two points method) 
 Natural Frequency (Hz) 
Modal 
Damping Stiffness (N/m) 
Natural 
Frequency error 
Experimental 605 0.008 1.45E6 - 
Timoshenko beam 636 0.012 1.97E6 5.1% 
Proposed solid 627 0.007 1.77E6 3.6% 
Proposed solid – 
New method 642 0.007 1.572E6 6.1% 
 
 
Figure 8.28 Tool-tip FRFs for toolkit 3 (two points method) 
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Table 8.7 Modal parameters of dominant mode for toolkit 3 (two points method) 
 Natural Frequency (Hz) 
Modal 
Damping Stiffness (N/m) 
Natural 
Frequency error 
Experimental 822 0.008 1.58E6 - 
Timoshenko beam 1004 0.020 2.74E6 22.3% 
Proposed solid 798 0.010 1.73E6 -2.8% 
Proposed solid – 
New method 839 0.004 2.02E6 2.1% 
 
 
Figure 8.29 Tool-tip FRFs for toolkit 5 (two points method) 
 
Table 8.8 Modal parameters of dominant mode for toolkit 5 (two points method) 
 Natural Frequency (Hz) 
Modal 
Damping Stiffness (N/m) 
Natural 
Frequency error 
Experimental 5208 0.013 3.83E7 - 
Timoshenko beam 5332 0.009 4.71E7 2.4% 
Proposed solid 5226 0.012 4.41E7 0.3% 
Proposed solid – 
New method 5213 0.012 3.98E7 0.1% 
 
 
Results show how the two points method achieves similar accuracy compared to 
Park’s one, but increasing efficiency thanks to a reduction of number of test required (no 
calibration phase). In particular comparing dominant natural frequency differences:  
• For hydraulic holder, Park’s method returns a lower dominant frequency (-2.8%) 
and new coupling method in a higher one with practically the same error compared 
to experimental results (+2.1%). 
• In the shrink fit toolkit, Park’s method results in higher accuracy (3.6%) compared 
to proposed method (6.1%). 
• For collet toolkit on the other hand, two points method seems to provide very 
accurate results (0.1%). 
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High accuracy in collet toolkit is probably due to the different size of the holder, and 
positioning of measurement points (for collet HSK32 has been used). Proposed method, in 
fact, is influenced by experimental measurements noise that can be significant if 
accelerometers points are characterized by low mobility. Moreover proposed method extracts 
rotation information by the difference between two points displacements: if it is very low 
results will be affected by noise. 
HSK63 is bigger and stiffer than HSK32: measurements points are characterized by 
lower mobility and then experimental results more affected by noise. Moreover in case of 
HSK63 toolkits (shrink fit and hydraulic ones) standard portion of holder was small and 
measurements points were located close together (Figure 8.30): this could have caused the 
higher discrepancies shown in the FRFs. On the contrary for HSK 32 measurements points 
were set more separated as presented for dummy tool (Figure 8.22). 
 
 
Figure 8.30 Coupling points positions for case studies 
A deeper investigation on this aspect should be carried out studying the sensitivity of 
the different coupling methods to experimental measurements to analyze source of errors. 
However proposed method seems promising since allows to obtain tool-tip FRF with high 
accuracy (comparable to other methods) without the need of other experimental calibration 
phases. Tool-tip FRFs obtained are used to calculate SLDs in the same way presented 
previously, results are shown in Figure 8.31, Figure 8.32 and Figure 8.33. Same trend in the 
FRFs can be found in the SLD, as expected. Proposed method returns good prediction of 
SLD both in hydraulic and collet toolkits, on the other hand stable and unstable zone 
alternation is not effectively obtained for shrink fit toolkit: dominant frequency error (8.7%) 
is high to reach accurate results on lobes positioning. 
 
 
Figure 8.31 SLDs for toolkit 2 (two points method) 
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Figure 8.32 SLDs for toolkit 3 (two points method) 
 
 
Figure 8.33: SLDs for toolkit 5 (two points method) 
8.5. Simplified machine tool FE model 
In this section a different approach to machine tool dynamics simulation is presented.  
Starting from the same assumption of analytical formulations, a procedure to create a 
simplified machine tool FE model is proposed. Compared to analytical formulations (i.e., 
Receptance Coupling) this method does not directly obtain FRFs but build a hybrid model in 
FE environment. Therefore the scope of this new simplified model prepares the ground to a 
simplified machine tool FE model that could be used for other applications, such as time-
domain simulation or simplified flexible multi-body system. 
Proposed method has been developed considering machine tool flexibility condensed 
in the spindle-holder-tool assembly in order to simplify the machine tool model and collate 
together easily the ever-changing toolkit. The idea is the same of analytical formulations 
based on frequency dependent stiffness but applied in FE environment: machine tool without 
tool is modeled by a lumped model, experimentally characterized by a set of FRFs 
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measurements on the tool-holder clamped to the spindle, without any tool. Frequency 
dependent springs are used in order to match, with a simple lumped model, the dynamic 
behavior of machine tool, generally composed by a large number of modes. The tool-tip FRF 
is then obtained coupling the lumped model with the FE model of the specific tool 
considered. Lumped model is connected with the tool by means of likely stiffness extracted 
by a numerical Craig-Bampton modal reduction [35] performed on the tool-holder in free-
free configuration. To implement the proposed model are therefore required: 
• A set of measurement on tool-holder clamped on the machine, no other calibration 
measurements are needed. 
• FE model of tool-holder and tool 
Starting from these inputs, proposed approach allows to identify tool-tip FRF to be 
used in chatter stability analysis. A flow chart of the proposed method is presented in Figure 
8.34. 
 
 
Figure 8.34 Flow chart of the proposed method 
8.5.1. Machine tool lumped model 
The lumped model is chosen as simple as possible: a two-degree of freedom (DOF) 
model is selected as the simplest one able to take into account the rotational DOF that cannot 
be neglected for accurate FRF identification at the tool-tip [27]. 
The proposed model is composed by two masses rigidly connected and three 
grounded frequency dependent stiffness springs: two translational (K1 e K2) and one 
rotational (Kθ) that constrain the model, lumped model is presented in Figure 8.35 where θ is 
the relative rotation between point 1 and 2. 
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Figure 8.35 Lumped model scheme 
Model is thus described by three complex springs, characterized by structural 
damping as in equation (8.35): 
 
K j ( f ) = kj ( f )(1+ ihj )  (8.35) 
 
where capitol K is the complex stiffness composed by stiffness k and structural damping h.  
For every frequency (f) the stiffness are calculated by means of experimental 
measurements performed on the machine tool with only the tool-holder clamped on the 
spindle. Two points on tool-holder are chosen to measure dynamic response (FRFs) and 
distance between points is measured. To obtain an equivalent lumped model the 
experimental receptance matrix (G) is required. Defined model enables to avoid rational FRF 
measurements: θ angle is identified through nodes translations according with equation 
(8.36): 
 
lxx /)( 12 −=θ  (8.36) 
 
where x1 and x2 are the translational displacements and l is distance between the two masses 
chosen equal to the one between the two measurements points. Equation (8.36) is valid as 
long as segment between point 1 and point 2 is considered rigid, same assumption proposed 
in the analytical formulations presented in section 8.3. This is an acceptable approximation: 
proximity of the points and stiffness of tool-holders suggest this behavior in the frequency 
range of interest (within 20kHz).  
The result of this approximation is a 2x2 matrix composed only by translational FRFs. 
Three FRFs should be then measured: Point 1 driving point (G11), Point 2 driving point (G22) 
and cross Points 1 and 2(G12). FRF matrix is presented in equation (8.37). 
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G( f )[ ] =
G11( f ) G12 ( f )
G12 ( f ) G22 ( f )
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These FRFs are used to extract lumped model parameters (mass, stiffness and 
damping) according to the (8.38) and (8.39) formulas: 
 
H ( f )[ ] = G( f )[ ]−1  (8.38) 
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No univocal solution for the system can be obtained: more than one equivalent 
lumped model can be found. In this work mass values are fixed and frequency dependent 
stiffness hence calculated according to the equations (8.42), (8.43) and (8.44): 
 
Kθ ( f ) = kθ ( f )(1+ ihθ ) = −l2H12 ( f )  (8.42) 
K1( f ) = k1( f )(1+ ih1) = H11 −Kθ / l2 +m1(2π f )2  (8.43) 
K2 ( f ) = k2 ( f )(1+ ih2 ) = H22 −Kθ / l2 +m2 (2π f )2  (8.44) 
 
In this way thanks to real and imaginary part of H, for each frequency, stiffness (k) 
and structural damping (h) can be calculated to be included in the lumped model. Stiffness 
and mass matrices values are not physically related to the machine structure but allow the 
lumped model to be dynamically equivalent to the milling machine without tool. Thanks to 
frequency dependent stiffness a simple 2 DOFs model can accurately represent machine 
dynamic behavior generally characterized by a large number of modes. 
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8.5.2. Tool 
The proposed method requires tool-holder and tool FE model. The method has been 
implemented in FE environment; therefore any kind of FE elements can be used (e.g., beam, 
solid). In order to apply proposed approach to any tool clamped to the machine with only one 
measurement set-up, also tool-holder is included in the modeling approach. Tool-holder FE 
model is essential for the method: this component is the link between machine and tool, i.e., 
experimental measurements and numerical model. 
 
8.5.3. Machine – Tool connection 
Connection between the two points of measurements and tool is ensured by tool-
holder flexibility, in order to model properly this connection, lumped model and FE tool will 
be coupled with holder stiffness between the points of interest. This stiffness is obtained 
using the Craig-Bampton modal reduction [35] of the tool-holder FE model, same technique 
adopted in Chapter 4. This reduction method allows reducing the size of a finite element 
model, resulting in an equivalent model constituted only by a small subset of reference 
nodes. This equivalent reduced model (called “superelement” in MSC Nastran) is composed 
by new reduced mass and stiffness matrices. In this case this technique is used to obtain 
connection stiffness matrix, reducing tool-holder in free-free configuration to: 
• Connection nodes with lumped model, positioned in the measurements points. 
• Interface nodes between tool-holder and tool. 
Only stiffness matrix is extracted from modal reduction, mass is not needed because 
already included in the experimental tests and thus in the lumped model. 
A scheme of the connection nodes is reported in Figure 8.36. 
 
 
Figure 8.36 Connection scheme 
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8.6. Experimental validation 
Proposed approach has been experimentally validated on a Mori Seiki NMV 1500 
DCG milling machine using a DIEBOLD HSK 32E R16x60 tool-holder with collet chunk 
connection, an ISCAR Multi-Master shank has been used as tool. 
 
8.6.1. Experimental characterization of lumped model 
Tool-holder chosen has been mounted on the machine without tool (no collet, nut and 
shank are attached). Experimental modal analysis (EMA) has been performed on two points 
in the positions presented in Figure 8.37. 
 
 
Figure 8.37 Experimental set-up for lumped model definition 
 
Two accelerometers (PCB 352C22) have been attached to the tool-holder and FRFs 
measurements have been performed by means of impact hammer (Brüel & Kjӕr 8202). Both 
driving and cross FRFs have been acquired with only one measurements set up. Starting 
from these measurements lumped model is created: nodes distance l has been chosen equal 
to distance between the two measurements points (19.6 mm), fictitious masses (m1 and m2) 
have been set equal to half total tool-holder mass (0.086 kg). Frequency variable stiffness 
and damping values have been calculated according to proposed method. Direct FRFs 
simulations performed on lumped model using MSC Nastran have confirmed dynamic 
equivalence between experimental and model response as imposed; results are presented in 
Figure 8.38 for one of the driving point FRF. 
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Figure 8.38 FRFs comparison between lumped model and experimental machine tool 
8.6.1. FE model 
3D solid FE elements have been used to model tool-holder and tool assembly 
composed by: tool-holder, collet, nut and shank. Solid elements have been adopted because 
beam elements fail to model properly elastic collect connection: a detailed solid model is 
thus required (Chapter 6). Preliminary sensitivity studies have been conducted in order to get 
a suitable balance between computational time and accuracy of the numerical simulations. 
The mesh size has been chosen smaller than required by convergence analysis, to achieve a 
better components geometry description. Interchangeable cutting head that can be added to 
the shank has been modeled as a lumped mass. Tool-holder and tool assembly, its FE model 
and components are shown in Figure 8.39. 
  
  
 
Figure 8.39 Finite element models of the tool-holder tool assembly 
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Every single part has been validated by experimental modal analysis in free-free 
configuration. In order to exclude modeling errors from method validation, materials 
proprieties have been then optimized to match experimental results, as presented in section 
6.4.4. In this procedure accelerometer masses have been taken into account, including them 
in the model as concentrated mass (CONM2 in Nastran). So that identified material 
proprieties are not affected by accelerometers masses. 
In Figure 8.40 is reported, as example, the test setup and the FRFs comparison for the 
shank and the collet. Same procedure has been repeated for all the components and the 
assembly. MSC Nastran© has been used to obtain the numerical results.  
 
Figure 8.40 Test setup and FRFs comparison between experimental and numerical results 
In Table 8.9 the optimized values for steel and carbide used in the numerical 
simulation (a damping ratio value of 0.005 has been chosen for each component) are 
summarized. 
 
Table 8.9 Mechanical characteristics of the materials used in the simulation 
 
Type Material Young 
Modulus 
(N/mm2) 
Densitiy  
(kg/m3) 
Poisson 
coefficient 
Tool-holder HSK32E Steel 2.0 E+11 7881 0.25 
Nut . Steel 2.1 E+11 7800 0.31 
Tapered Collet R16 Φ8 Steel 2.0 E+11 7860 0.31 
Tool Shank 110mm Φ8 Carbide 6.6 E+11 13466 0.24 
 
This validation and optimization procedure has been carried out in order to present 
method results without the effect of inaccuracy of FE model of the tool. Adjustment of 
material proprieties is therefore not required in general. Nevertheless in the same way of 
every method based on FE model, an accurate model is required to return accurate results. 
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8.6.2. Coupling and validation 
Lumped model and tool model are connected via stiffness matrix extracted from 
reduced tool-holder model to interface nodes with collet and connection nodes positioned in 
measurements points. Tool-holder reduction nodes are presented in Figure 8.41.  
 
 
 
Figure 8.41 Tool-holder reduction nodes 
A simplified hybrid experimental-FE model of the machine is created, shown in 
Figure 8.42 
 
 
Figure 8.42 Simplified machine tool model 
Machine tool model allows predicting dynamics at the tool-tip for chatter stability 
analysis. Simulated results have been experimentally verified. Impact tests have been 
performed on machine tool at the tool-tip, with different overhang (86.1 and 70.7 mm), with 
and without the interchangeable cutting head (Figure 8.43). A Brüel & Kjaer Type 8202 
impulse hammer, LMS Scadas III frontend, LMS Test.Lab 11A software, and PCB 352C22 
accelerometers (0.4 g) have been used.  
Hybrid experimental-numerical methods 143 
 
 
Figure 8.43 Experimental validation set-up. Test with (a) and without (b) cutting head 
The comparison shows an excellent agreement between numerical and experimental 
FRFs, as reported in Figure 8.44. 
 
 
 
 
Figure 8.44 Experimental and simulated tool-tip FRFs. 
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FRFs prediction is accurate in a very large frequency range (till 8192Hz), although 
some discrepancies are detected at high frequency and for what concerns damping. This 
could be caused by FE model inaccuracies  (more significant at high frequency) and FE 
model damping modeling not analyzed deeply in this paper.  
 
8.6.3. Stability prediction 
Tool-tip FRFs simulated can be used for stability prediction. In this section Stability 
Lobe Diagram (SLD) according to Altintas and Budak theory [25], are calculated with both 
experimental and numerical FRFs in order to present method chatter prediction capability. 
Tool-holder and tool presented for validation is used: 70.7mm overhang and cutting insert is 
considered (2 flutes 8 mm diameter). A side milling operation on Aluminum 7075-T6 
(cutting coefficients Ktc= 796 MPa, Krc=196 MPa) at 1 mm radial depth of cut is simulated. 
Results are shown in Figure 8.45 in which stability lobe diagrams for experimental and 
proposed method FRFs are plotted. 
 
 
Figure 8.45 Comparison between stability lobes obtained by experimentally measured FRF and 
predicted FRF 
8.7. Conclusions 
In this Chapter hybrid experimental-numerical methods have been investigated. 
Firstly state of the art method by Park et al. has been implemented with the FE model of 
entire toolkit. In this way the number of experimental tests required for each machine tool is 
reduced, although a calibration phase is always needed. Then a series of new methods has 
been proposed that do not require calibration test but only a single test set-up with two 
measurement points. This allows further reducing number of tests required, increasing 
efficiency of RCSA methods that could become more attractive for industrial application. 
Presented methods have been applied to real test cases and compared: a good agreement with 
experimental tests is obtained with similar results for both methods. Moreover test cases 
results show the high sensitivity of RCSA methods to toolkit FE models and how SLD 
prediction is strictly dependent on tool-tip FRF accuracy  
A hybrid FE-experimental model that uses an experimental characterization of 
machine tool dynamics at the tool-holder, coupled together to a FE representation of the tool 
has been developed. The tests carried out using this approach in different conditions (e.g., 
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overhang) have proven a good capability to predict FRF of the machine at the tool-tip. As the 
analytical methods, only one measurement set-up on the machine without tool is required, no 
other calibration tests are needed. This method differs from analytical formulations building 
a simplified FE model of the milling machine. Obtained model can be effectively used to 
evaluated tool-tip FRF and Stability Lobe Diagram but could be adapted to be used for other 
applications, e.g., time-domain simulation. 

  
 
9. Speed-varying cutting force coefficients 
 
9.1. Overview 
Besides machine tool dynamics, accurate cutting force simulation is essential to 
obtain a reliable chatter stability prediction (see Chapter 1). Various cutting force models 
have been developed on this purpose and presented in literature [6, 74, 75]. Despite the 
differences between the existing force models, it is practically universally assumed that 
cutting forces are related to uncut chip area, through cutting force coefficients that could be 
obtained by means of experimental tests. The accuracy in cutting force prediction, and 
consequently in process simulation, is mainly related to the accuracy achieved in identifying 
such coefficients. There are mainly two ways to identify cutting force coefficients: using the 
mechanics of cutting and tool geometry or specific coefficients from direct experimental 
results. Regarding the first approach, the most used method is the one developed by Budak et 
al. [8] and known as “orthogonal to oblique transformation”: a general approach that allows 
to identify cutting force coefficients for different cutting tools and operations from data 
extracted from orthogonal cutting tests. Coefficients obtained using the mechanics of cutting 
are more versatile, since they can be applied to any different tool geometry thanks to the 
orthogonal to oblique transformation; nevertheless some approximations are included in this 
approach. On the other hand specific coefficients are consistent only for the same tool-
material combination used in the experimental tests but accuracy achieved with this approach 
could be higher. There are different ways to obtain specific cutting coefficients from 
experimental results; among them, the most common are based on average forces 
measurements per revolution in slot milling tests [6, 76] but other methods based on 
simulation and instantaneous forces [77-79] have been proposed. In instantaneous 
approaches force coefficients are identified using an inverse method by fitting simulated and 
measured forces in time domain. 
General approach to specific cutting force coefficients identification is based on low 
speed experimental tests to limit dynamic issue of cutting force measurement devices [6]. 
The main drawback of this approach is that the so-identified coefficients are employed in 
simulation of general machining operation at different spindle speeds. This could be an issue 
considering that cutting process and chip formation mechanics change varying cutting speed, 
suggesting a change in coefficients as well. Speed dependence of cutting force coefficients 
has not been widely investigated in literature showing partial and conflicting results. In [80, 
81] a variation of cutting coefficients with speed is presented and this trend appears relevant 
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especially for tangential forces: according to these studies coefficients are higher at low 
speed, showing a decrease and then increasing again in high speed area. On the contrary 
according to Wang et al. [82] cutting coefficients are constant varying cutting velocity, but 
only a limited range of speed has been tested (500-1500 rpm). Anyhow all these analysis are 
affected by uncertainties and errors derived from measuring cutting forces at high rotational 
speeds. Evaluating coefficients with high speed milling tests, in fact, is challenging due to 
the frequency bandwidth of commercial force sensors that is inadequate for high spindle 
speeds (dynamometer's frequency response limits measurements to low speed). 
In this work speed-varying cutting force coefficients are investigated, overcoming 
dynamometer dynamics issues by means of an improved compensation technique, based on 
Kalman filter estimator [83]. With this technique a more reliable estimation of specific 
cutting forces coefficients has been carried out by means of milling tests over a wide range 
of speed (1,000-30,000 rpm). An improved instantaneous coefficients identification approach 
is proposed and implemented: a trochoidal cutting edges path for chip thickness 
identification has been chosen as already presented in [77] but a more accurate analytical 
formulation [84] has been used including run-out in order to better fit measured forces with 
simulated ones. Fitting procedure has been performed by means of Genetic Algorithm (GA): 
this way all the coefficients and run-out values can be obtained from one set of force 
measurements, properly compensated, with reasonable computational effort. Differences 
between the two identification methods have been presented both in coefficients values and 
fitting curves, analyzing compensation effects on cutting force prediction reliability. 
Experimental tests have finally been conducted on Aluminum 6082-T4 alloy, 
employing nine different spindle speeds: cutting speed influence on cutting force coefficients 
for linear force model has been consequently evaluated. Thanks to this investigation cutting 
speed dependency of specific coefficients is highlighted and the effectiveness of the 
improved identification technique validated. Based on cutting speed dependent force 
coefficients, a method to create analytical Stability Lobe Diagram [25] has been developed, 
taking into account different cutting coefficients changing continuously with spindle speed. 
The reliability of obtained stability lobe diagram for HSM has been proved by experimental 
tests. 
9.2. Cutting force coefficients identification methods 
9.2.1. Cutting force model 
Coefficients estimation is based on the linear cutting force model presented by 
Altintas in [6] where cutting force is expressed by three components (tangential, radial and 
axial) and six different specific coefficients as shown in equation (9.1). 
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where dl is the edge length of each discrete element in which cutting edge is discretized, H is 
the underformed chip thickness, db is the chip width. The equation (9.1) describes each 
component by two contributions: one related to material shearing and proportional to chip 
thickness, given by Kic, and one related to friction and ploughing, given by Kie coefficients 
(where i refers to tangential, radial, or axial). 
The tangential, radial and axial components are then transformed to the X (feed), Y 
(normal) and Z (axial) directions by the transformations [6] in Eq. (9.2):  
 
 
(9.2) 
 
where φ is the spindle rotation angle and κ is the approach angle of the cutting edge. 
Forces are calculated for each plane in which tool is discretized (Figure 9.1a) and 
integrated to obtain total force acting on the tool. 
 
9.2.2. Average method 
The fastest and most used technique for calibrating specific cutting force coefficients 
from milling tests is called average force method [6] which requires a set of milling tests at 
different feed rates, but at constant axial and radial immersion. The average cutting forces 
can be expressed as linear functions of the feed rate, therefore average forces at different 
feed rates are measured and coefficients are estimated by data linear regression. 
Slot-milling tests are generally performed to simplify identification, in this case 
cutting force coefficients are calculated as shown in Eq. (9.3). 
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where Fic is the proportional contribution and Fie is the offset of the linear regression of data 
related to feed rate. In this work slotting operations have been performed at five different 
feed rates and repeated at different spindle speeds in order to collect cutting coefficients for 
each cutting velocity. 
 
9.2.3. Instantaneous method 
Another approach to obtaining specific cutting force coefficients is based on fitting 
measured and simulated forces in time domain. In this paper this approach is called 
“instantaneous method” [77]: it is more complex than average method because it implies to 
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hypothesize a formulation to simulate cutting forces in time domain and a fitting method, on 
the other hand it requires only one set of measurements for coefficients estimation. 
 
Chip thickness formulation 
Chip thickness is required to calculate cutting forces as presented in equation 1. In 
order to accurately simulate them for “instantaneous” method, an accurate prediction of 
underformed chip thickness is needed. Different approaches are presented in literature, the 
most used method entails a circular tool-path approximation, neglecting the actual trochoidal 
tool motion. To reach a more accurate simulation, trochoidal motion is considered in this 
paper (as in [77]), in addition specific run-out formulation has been implemented. This 
feature, not yet implemented in usual cutting coefficient identification techniques, could 
represent a sensible advantage in accurately identifying both the cutting force coefficients 
and run-out parameters by means of a single experimental test.  
A particular analytical formulation for chip thickness simulation presented by 
Kumanchik and Schmitz in [84] has been applied to the proposed approach. In their work 
trochoidal path of the i-th tooth in a milling cut is described as: 
 
       (9.4) 
 
where ρ=Vf/n is the radius of the circle that defines the cycloidal motion of the tooth, Vf the 
linear feed rate, n is the rotational speed of the tool, ri is the radius of the i-th tooth including 
run-out, θ the instantaneous cutter angle, and φi is the angle between θ and the i-th tooth 
(Figure 9.1a). 
 
Figure 9.1 Tool scheme: a) Variables, b) Force components, c) Run-out formulation 
Starting from this, chip thickness formulation is calculated as: 
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Thanks to this formulation the real geometric trochoidal path is analytically 
computed, improving reliability of simulated forces. Circular approximation, in fact, entails 
errors in the chip thickness calculation as shown in Figure 9.2, where trochoidal (Figure 
9.2a) and circular (Figure 9.2b) tool-paths are compared (two flutes tool is considered as 
example). 
 
 
Figure 9.2 Trochoidal tool-path (a) compared to circular (b) for chip thickness identification (c) 
Run-out 
As already mentioned, thanks to the improved chip thickness formulation also run-out 
can be taken into account: any cutting edge, in fact, can be characterized by radius (ri) and 
angle (φi). To consider valid values for run-out, a correlation between cutting edges radii and 
angles has been implemented. The effect of run-out has been included considering the 
position of rotational center shifted with respect to tool geometric center. Therefore cutting 
edges parameters have been calculated by the distance (d) from geometric center and the 
angular position (β) of rotational center as shown in Figure 9.2c. This formulation allows to 
introduce run-out by two variables, excluding non-physical values, very useful feature in 
fitting application.  
 
Fitting method 
Once forces are simulated starting from chip thickness formulation, a fitting method is 
required to identify optimal cutting force coefficients. In this paper Genetic Algorithm has 
been used to optimize fitting of simulated and measured forces. Genetic algorithms are 
efficient search algorithms based on the mechanics of natural genetics. They imitate nature 
with their “survival-of-the-fittest” approach, performing fitting procedure in a very efficient 
way compared to more-conventional search technique. GA is nowadays widely used to solve 
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optimization problems in different research field, including machining [85, 86]. In this paper, 
the simple genetic algorithm to least mean square (LMS) curve fitting [87] is implemented.  
Nine variables are considered:  
• Six cutting force coefficients (Ktc, Kte, Krc, Kre, Kac, Kae); 
• Two parameters for run-out presented above (d and β) 
Thanks to cutting and tool parameters and these nine variables, chip thickness and 
forces are simulated and compared with measured ones. Fitting has been performed by 
minimizing the fitness function in equation (9.7): 
 
22
/ xpxpsim FFFfo −=  (9.7) 
 
Fitting procedure has been performed for the three components (X, Y, Z) at the same 
time: resulting fitness function is the sum of the three specific function. 
 
9.2.4. Dynamics compensation 
Measuring cutting forces at higher spindle speeds entails acquiring signals 
characterized by frequencies contribution that could approach the transducer resonant 
frequency or even exceed it. This could result in appreciable distortion of the measured force 
signals in general applications. Although this is a known issue, just a few references in 
literature can be highlighted regarding specific compensation of force transducers, outlining 
three major approaches. The most intuitive technique is based on identifying the transfer 
functions (TFs) between measured and applied forces, hence reconstructing the original 
signal by multiplying the measured force signal for the identified transfer function matrix 
inverse. Such technique has been presented by Ricardo Castro et al. [88] and latter by 
Girardin et al. [89], including crosstalk contributions. This technique shows two major 
drawbacks since existence of the TF matrix inverse is not always ensured and small errors in 
TF identification could result in measurement noise amplification. An alternative technique, 
generally referred to as “accelerometrical compensation”, is based on measuring 
dynamometer cover plate accelerations and removing inertial force contributions by 
estimating an equivalent mass, as presented by Lapoujoulade et al. [90]. This technique 
revealed some accuracy problems and limited compensated bandwidth, moreover it requires 
a number of additional sensors (accelerometers). The most promising technique seems to be 
the one based on Kalman filter estimation, as presented by Albrecht et al. [91] and later by 
Chae and Park [92], where an hybrid formulation contemplating the implementation of 
additional accelerometrical signals is described. This technique seems to be more robust and 
accurate since it requires no direct matrix inversion and it should be less influenced by 
measurement noise, as a consequence of Kalman filter formulation. 
In this work an improved technique has been developed following the technique 
described in [91] but including some adjustments that have been needed to overcome 
numerical limitations and extend compensation bandwidth over a wide frequency range, as 
presented in [83]. 
 
 
Improved compensation technique 
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A crucial process in determining global and local accuracy of these techniques is 
fitting the measured FRFs into mathematical TFs formulations to numerically compute the 
compensation filters. Instead of using a modal identification approach, a technique mainly 
based on the rational fraction polynomial method (RFP) [93] has been implemented. This 
technique allowed better global accuracy, even if still not adequate over some specific 
frequency ranges as shown in Figure 9.3. Some evident accuracy improvements have hence 
been achieved by using the results obtained with this technique as initial estimates for a 
fitting algorithm based on the damped Gauss-Newton method for iterative search [94]. This 
approach ensured adequate accuracy is maintained over the entire frequency range and 
revealed to be computationally efficient. 
This second technique has demonstrated to be sensibly more accurate and has been 
preferred to the modal curve fitting techniques given that no interest is put in modal 
parameter identification and accuracy was found to be definitely not adequate, at least in this 
specific application. Figure 9.3 shows a comparison between the fitting results obtained 
using the two described fitting techniques over one of the experimentally identified FRFs. 
 
 
Figure 9.3 FRFs fitting techniques comparison over the 0-3000hz frequency range, using 21st 
order polynomials. 
Figure 9.3 exemplifies that sufficient fitting accuracy could be achieved only using 
high order TF polynomials, even if the superior algorithm is used. The curve fitted TF 
generally leads to ill-conditioned system matrices and this issue gets more relevant as the 
polynomial order increases, actually preventing numerical filter computation in this specific 
application. Approaches such as system rescaling or similarity transformations could only 
partially solve the problem when the interest is put in compensating dynamic behavior over a 
wide frequency range with FRFs presenting many modes, as the one measured in this work. 
Hence to effectively extend the compensation bandwidth maintaining adequate accuracy 
over the entire frequency range a specific approach has been developed and allowed to 
extend the implementation of the described compensation technique to most practical 
applications, even in HSM if needed. Since the polynomials used could not exceed a given 
order without determining numerical limitations, the maximum allowable polynomial order 
has been imposed for the fitting algorithm and the fitting frequency range has been reduced 
as much as needed to ensure adequate accuracy over the desired fitting range. By doing so 
accuracy is maximized over a specific frequency range overcoming numerical limitations, on 
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the other hand the compensable bandwidth would result way too narrow for general 
applications. 
To extend the compensable bandwidth as much as needed, while maintaining 
sufficient accuracy over the entire frequency range of interest, a sort of “parallel elaboration” 
approach has been developed. This approach is based on computing different compensation 
filters for specific discrete frequency ranges over the entire range of interest, maximizing 
accuracy without exceeding polynomial order limitations. The measured force signals could 
hence be frequency-partitioned over those specific frequency ranges using zero-phase band-
pass filters; the single frequency contributions could then be processed with the specifically 
developed compensation filters, finally the compensated force signal could be reassembled 
by summing the single compensated contributions together. The “parallel elaboration” 
approach is exemplified in Figure 9.4. 
 
 
Figure 9.4 Parallel elaboration technique scheme. 
This method allows to overcome most of the limitations experienced, but its 
effectiveness and accuracy mostly depend on the pre-process filtering phase that could 
become computationally demanding if complex filters are used. Nevertheless in this specific 
application good results in term of accuracy have been achieved even using computationally 
efficient 8th order Butterworth filters. The successive steps necessary for filter computation 
have been accomplished in accordance with the method reported in [91]. Results obtained by 
the compensation techniques in cutting coefficients estimation will be fully discussed in a 
following paragraph. The improved compensation technique has been validated by means of 
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experimental tests and supporting results have been obtained in terms of accuracy and 
effectiveness. 
9.3. Experimental validation 
To investigate identified cutting coefficients speed-dependence, using both the 
average and instantaneous force methods, some experimental cutting tests have been 
conducted; slot milling operations were chosen, as requested for simplifying the average 
force method implementation. 
 
9.3.1. Instantaneous method 
Experimental cutting force coefficients identification has been carried out using a 
CNC vertical machine, a Mori Seiki NMV1500DCG. The material used for the machining 
tests was an Aluminum 6082-T4 alloy. Workpiece used was a bar 60x60x150mm clamped to 
dynamometer with two screws (Figure 9.5b). A three-component Kistler dynamometer type 
9254 A, has been mounted on machine table and coordinates system has been set to level 
force sensor surfaces (Figure 9.5a). LMS Scadas III frontend and LMS Test.lab 11A 
software have been used to acquire signals. Tool has been chosen in order to ensure stable 
depth of cut in slotting operations. Different tools and overhangs have been tested, 
identifying tool-tip FRF and calculating Stability Lobe Diagram (SLD) with coefficients 
measured by the authors in [80] at low speed: a two flutes Garant 201770 with 8 mm 
diameter have been selected and mounted with a 20mm overhang on HSK32ER20 tool-
holder (Figure 9.5c). In Figure 9.6, stability diagram is presented, 2.5mm minimum critical 
depth of cut is identified, slot milling of 1.5mm are performed considering an adequate 
uncertainty margin. In order to determine the average cutting force coefficients, cutting 
forces have been measured during slotting at different spindle speeds (Figure 9.5d). For each 
speed five different feed rates have been tested for better computing linear regression in 
average method, cutting and tool parameters are summarized in Table 1. Feed rates have 
been chosen in accordance to the one suggested by cutting tool manufacturer (0.03 mm). 
 
Table 9.1 Cutting and tool parameters for speed-varying cutting force coefficients investigation 
Tool parameters 
Diameter (mm) 8  Helix angle 45°  
Flutes number 2  Material Carbide  
Cutting parameters for milling tests 
Spindle speed 
(rpm) 
995 3979 7958 11937 15916 
19894 23873 27852 31831  
Feed per tooth 
(mm) 0.02 0.025 0.03 0.035 0.04 
Axial depth of cut 
(mm) 1.5  
Radial depth 
of cut (mm) Slotting  
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Figure 9.5 Tests set-up (a) dynamometer (b) workpiece (c) tool (d) slotting tests 
 
Figure 9.6 Stability Lobe Diagram for tests of coefficients identification 
 
9.3.2. Compensation 
To investigate coefficients estimation using the instantaneous force method at various 
spindle speed ensuring accuracy of cutting force measurements is maintained, the 
compensation technique described in previous section (and presented in [83]) has been used. 
Kistler reports a resonant frequency around 2.5kHz for the dynamometer used [95]. 
Referring to Kistler documentation about 5% amplitude rise can be expected at 
approximately 1/5 of the resonant frequency (fn). So the expected usable frequency range of 
this dynamometer should be around 0 – 500 Hz, actually limiting the employable spindle 
speeds for cutting tests. In Figure 9.7 this aspect is exemplified. 
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Figure 9.7 Typical dynamometer frequency response curve [95]. 
To estimate the actual measurable bandwidth of the Kistler 9257A table dynamometer 
used some impact modal tests have been conducted using a Brüel & Kjaer Type 8202 
impulse hammer, LMS Scadas III frontend and LMS Test.lab 11A software. In Figure 9.8 
the measured FRFs for each of the three dynamometer axis are reported.  
 
 
Figure 9.8 Measured Transmissibility FRFs for each of the Kistler 9257A dynamometer axis. 
As shown even in the 0 – 500 Hz range some appreciable modes are presents, 
reducing the actual measurable bandwidth and confirming again the need of an effective and 
accurate compensation technique to extend the range of investigable cutting velocities. As a 
matter of fact, if no compensation is used, the highest spindle speed employable for the 
experimental tests could not exceed 3000rpm, resulting in around 100Hz tooth passing 
frequency with a two-teeth mill such as the one used in the experimental tests. The 
investigable range of cutting velocities would hence results not sufficient to define a general 
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trend of cutting coefficients speed-dependency. As anticipated the compensation technique 
effectiveness mostly depends on the FRFs measurements accuracy, but these FRFs could 
change over time due to workpiece material removal. Should be clear that this aspect is only 
relevant for table dynamometers. To ensure accuracy of the compensation technique is 
maintained over the entire cutting test session, the FRFs have been measured at three 
different times during the milling tests. In Figure 9.9 the results obtained for the X-axis of 
the dynamometer in the three different impact tests are shown. 
 
Figure 9.9 Measured transmissibility FRF-X in different times. 
By doing so the compensation filters could be developed on experimentally measured 
FRFs that more closely represents the actual system dynamics during the specific cutting 
tests, ensuring that accuracy and effectiveness of the compensation technique is maintained 
all over the entire experimental test session. As shown in Figure 9.9 the changes in the 
measured FRFs are appreciable, especially below the transducer resonant frequency, 
confirming that neglecting the FRFs evolution would result in misleading compensated 
forces and not reliable coefficients estimation. 
As should be expected by analyzing the FRFs the errors induced in force 
measurements by the system dynamic are appreciable and for some milling tests the 
difference in cutting force magnitude resulted as high as 60% comparing the measured and 
compensated force signals. This confirms again that an accurate and effective compensation 
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technique is an absolute requirement if interest is focused on cutting force measurements, 
even at relatively low spindle speeds. 
In Figure 9.10 a comparison of measured and compensated forces for some of the 
milling tests is shown both in time domain (Figure 9.10) and frequency domain (Figure 
9.10b). 
 
a)  
b)  
Figure 9.10 Compensated and measured force signals for four different spindle speeds along X-
axis of the dynamometer, Time domain (a) Frequency domain (b). 
Effects of the compensation technique are highlighted in Figure 9.11 where a 
comparison between measured and compensated forces is shown over the measured FRF.  
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Figure 9.11 Detailed Frequency domain force signals related to measured transmissibility FRF 
As reported in the figure the errors on the measured force signal are in accordance 
with the distortion imposed by system dynamics. Even if the differences between measured 
and compensated forces are appreciable, should be pointed out that no real need exists in 
compensating force signals if the average force method for cutting coefficient estimation is 
used since the mean force results not to be affected by system dynamics. This effect could be 
explained by pointing out that cutting force signals are actually composed of a mean constant 
(i.e., 0 Hz) contribution and some frequency contributions related to the tooth passing 
frequency and its harmonics [6]. While the frequency contributions could be affected by 
errors induced by system dynamic, as already shown in Figure 9.9 and Figure 9.10, the 
constant contribution should not be distorted by any dynamic effect, since the FRFs should 
have magnitude one and zero phase at 0 Hz, for physical reasons (i.e., rigid motion 
frequency). This aspect is exemplified by Figure 9.12, where a comparison between 
measured and compensated mean forces for one of the experimental tests is shown. 
 
 
Figure 9.12 Mean compensated and mean measured forces comparison 
 
On the other hand if interest is put in implementing the instantaneous force method, 
the effects of the compensation technique are definitely appreciable, as will be discussed 
more in detail in the results section. 
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9.3.3. Methods implementation 
On the basis of force signals acquired in the cutting tests, average force method has 
been applied to obtain cutting force coefficients. For each spindle speed, average forces at 
the five feed rates have been calculated; linear regression of the data has been performed to 
identify cutting coefficients. Having chosen slotting operations, y direction force has been 
used to identify tangential coefficients, x for radial and z for axial (e.g., in Figure 9.13). 
 
 
Figure 9.13 Linear fitting for average method 
This procedure has been repeated for each spindle speed: by doing so speed-varying 
coefficients have been estimated.  
For what concerns instantaneous method, coefficients have been calculated for a 
single feed rate, the one suggested by tool manufacture (0.03 mm/tooth). For each spindle 
speed, genetic algorithm has been implemented to match simulated and measured forces. 
This fitting has been applied to a small part of the force signal, only one tool revolution. In 
order to reduce influence of possible local measurements errors in the acquired force signals 
that could result in misleading coefficient estimation, different samples of each single 
measured force signal have been selected at different acquisition times. The identified 
samples have then been averaged to smooth the potential effects of local measurement errors. 
 
 
Figure 9.14 Comparison of five different cutting force samples and average cutting force. 
Analogous results have been obtained for all the measured cutting force signals. As a matter 
of fact in this specific application the effects of measurement errors could have been 
neglected, as shown in Figure 9.14.  
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9.3.4. Coefficients identification methods and compensation results 
In this section resulting cutting force coefficients are presented highlighting the 
influence of compensation on identification procedure and their dependence on cutting 
speed. Coefficients have been calculated for each spindle speed both with average and 
instantaneous method using compensated and uncompensated measurements. As already 
pointed out, compensation does not influence average method, thus only instantaneous 
method has been applied to both compensated and non-compensated measurements. In 
addition thanks to the improved instantaneous approach run-out value has been estimated 
around 1 µm for all the experimental tests. 
In Figure 9.15 force measurements at two different spindle speeds (low speed: 3979 
rpm and high speed: 27852 rpm) are shown as an example compared to simulated forces 
using cutting force coefficients obtained by the different methods. Significant variables are 
presented in the figure  (coefficients Ktc and Krc and Least Mean Square fitting error between 
curves). 
 
Figure 9.15 Comparison between cutting forces simulated with coefficients obtained by different 
methods and experimental forces 
As shown in Figure 9.15, cutting coefficients applied to simulated chip thickness by 
means of improved formulation including run-out effect lead to accurate results. Comparing 
the two estimation approaches, instantaneous method is more accurate compared to average 
method that nevertheless results in an adequate accuracy without the need of compensation. 
Particularly at high speed, compensation is essential to return proper results following the 
instantaneous approach: at 27852 rpm force signals are sensibly distorted and identification 
of coefficients from these signals would lead to significant errors. This is even clearer 
examining spindle-speed-varying coefficients presented in Figure 9.16 limiting analysis to 
the two more significant coefficients, Ktc and Krc (required for analytical stability prediction). 
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Figure 9.16: Cutting force coefficients Ktc and Krc varying with spindle speed 
Instantaneous method applied to non-compensated force signals gets unreliable 
increasing spindle speed. Average force method and instantaneous method applied to 
compensated signals result in similar coefficients and similar trend. Coefficients variations in 
the spindle speed range tested are appreciable: estimated coefficients are, in fact, higher at 
low speed decreasing quickly then increasing again at higher speed. It is important to point 
out this trend: generally cutting force coefficients are evaluated only at low speed to avoid 
transducers dynamics influence and they are used even in higher speed applications. This 
approach could lead to significant errors, reducing reliability of higher speed simulation. 
Moreover should be pointed out that speed-dependent coefficients identification can be 
investigated by means of average force method since results obtained by this approach are 
not affected by transducers dynamic effects. Therefore for this technique no real need exists 
in limiting experimental test at low speed such as generally suggested if interest is put in 
cutting force simulation at higher speed, given that otherwise misleading results could be 
obtained. On the contrary for more complex and accurate method, as the instantaneous one 
presented in this paper, distorted force signals influence coefficients identification: a 
compensation technique as the one proposed is definitely needed. 
9.3.5. Speed varying cutting force coefficients 
In this section the trend of force coefficients, changing with cutting velocity is 
highlighted for the average method. In order to improve robustness and investigate 
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repetitiveness of the resulted coefficients, the cutting tests have been repeated 13 times in the 
same configuration and parameters. Based on these tests, error bars for each spindle speed 
and coefficient have been considered in accordance with [31]. Particularly 95% confidential 
intervals have been computed and presented in Figure 9.17 as error bars for shearing and 
edge coefficients. 
 
 
Figure 9.17 Error bars of average cutting force coefficients varying with spindle speed 
As shown in the Figure 9.17 both shearing and edge coefficients change significantly 
over spindle speed. Thanks to error bars, robustness of the presented results is highlighted: 
calculated coefficients at different velocity are quite repeatable, low statistic spread is 
identified confirming coefficients dependency on cutting speed.  
 
Figure 9.18 Estimation of coefficient Ktc error for 19894 rpm 
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Cutting force coefficients are traditionally evaluated at low speed to avoid influence 
of dynamometer dynamics: these coefficients are considerably different respect to the ones at 
high speed, reducing reliability of simulated forces. For example 16% error on Ktc is 
committed considering coefficient at 995 rpm to simulate forces at 19894 rpm, 8% 
considering coefficient identified at 3979 rpm, as exemplified in Figure 9.18. 
9.4. Coefficients results and discussion 
Cutting force simulation is essential to predict chatter stability. Cutting force models 
are generally based on experimentally estimated coefficients, the accuracy of which is crucial 
to accurately simulate cutting forces. These coefficients are generally evaluated at low speed 
to avoid influence of dynamometer dynamics on measurements, to overcome this limitation 
an improved compensation technique is presented and experimentally implemented. Specific 
cutting force coefficients have been evaluated by means of both average and instantaneous 
methods resulting in similar values. An advanced instantaneous method has been developed 
by authors to reduce computational effort by means of genetic algorithm and including tool 
run-out thanks to an improved chip thickness formulation.  
The main conclusions of this investigation are: 
1. Cutting force coefficients could change appreciably with spindle speed as 
mechanics of cutting change, this is an issue especially for HSM: using cutting 
force coefficients evaluated at low speed for higher speed simulations could lead to 
significant errors. In some applications speed-varying coefficients should be useful 
to sensibly improve reliability of simulated forces. 
2. Speed-varying specific cutting coefficients can be computed without compensating 
dynamometer dynamics in case of average cutting force method but this technique 
requires four-five measurements at different feed rates to ensure reliable results.  
3. Only one series of measurements is needed for instantaneous force based methods, 
but an effective compensation technique, as the one presented here, must be applied. 
Instantaneous force method is more accurate than average method; moreover in case 
of using an improved formulation for chip thickness in the fitting approach, also 
run-out values can be estimated with the same procedure. On the other hand a 
specific compensation filter is needed for each application, if the workpiece or 
fixture is changed, nevertheless this approach is more time-efficient once 
compensation algorithm is developed than the average approach since few 
experimental tests are needed. 
9.5. Speed-varying stability prediction 
Once speed-varying cutting force coefficients have been identified, they can be used 
to improve reliability of chatter prediction. In this section a method to include these 
coefficients in the stability theory is presented and obtained Stability Lobe Diagram is 
experimentally validated. Stability theory adopted is based on analytical zero-order 
approximation [25] as explained in Chapter 2.2.1 and already used in this work. 
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According with analytical stability theory, Ktc and Krc, respectively the tangential and the 
radial cutting force coefficients, are needed to create SLD. Chatter stability changes as these 
parameters vary. 
Different approaches could be applied to build an accurate SLD, which take into 
account the dependence of the cutting coefficients on the spindle speed. Cao [96] proposed a 
method based on the same analytical stability approach (zero-order) but for FRFs varying 
with spindle speed: the basic idea was to check stability according to equation (2.6) for 
discrete spindle speeds, considering different depth of cut. This approach implies depth of 
cut discretization and consequently an approximation compared to the original theory. In this 
paper a different approach is proposed, and the speed-dependent stability lobe diagram is 
calculated by the procedure summarized below and displayed in Figure 9.19: 
1. According to the number of calculated coefficients, global spindle speed range is 
divided in different zones. 
2. Analytical stability diagram is then calculated, changing coefficients for every 
single zone, creating a step diagram. 
3. Starting from the diagram at point 2, a new continuous line diagram is calculated 
interpolating depth of cut limit between zones (e.g., linear). 
 
Figure 9.19. Speed-varying coefficients stability lobe diagram(a) Step diagram (phase 2); (b) 
Continuous diagram (phase 3). 
9.5.1. Speed-varying SLD experimental validation 
Calculated cutting force coefficients have been applied to the Stability Lobe Diagrams 
theory presented. Speed-varying Ktc and Krc have been allocated in different zone portioning 
the spindle speed range, as presented in Figure 9.20. 
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Figure 9.20 Cutting force coefficients for stability analysis 
Stability Lobe Diagram is then calculated. Same tool used for coefficients estimation 
(Table 9.1) has been used with different overhang (36.5 mm), so different FRFs have been 
obtained by impact testing and used in SLD calculation for the same operation (i.e., slotting) 
and material. Resulting SLD (blue line) is compared with the traditional theory (black line) 
built considering as coefficients the ones obtained by low speed test (i.e., 995 rpm), as shown 
in Figure 9.21. Analyzing stability diagrams different cutting tests have been performed in 
order to experimentally validate proposed approach. 
To check chatter onset, table dynamometer and microphone signals have been 
acquired by LMS Scadas III and elaborated in LMS Test.Lab software. Frequency spectra of 
the data have been calculated to check chatter frequency evolution. In Figure 9.21 results are 
shown. Chatter mark (red square) is indicated when chatter frequency is dominant on the 
spectrum, in the limit points (violet triangle) chatter frequency is growing but it’s not 
dominant, no significant chatter frequency is identified in the stable points (green square). As 
evident from the figure, speed-varying coefficients stability is more accurate than traditional 
approach, anyway some discrepancies are shown, experimental-suggested diagram is 
presented (dot line).  
 
 
Figure 9.21 Stability Lobe Diagrams for experimental validation 
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The differences could be imputed to the variation of FRFs with spindle speed, 
dependency that has not been considered in this work. As presented in literature [97] [96] 
[60], at high spindle speed an increase of damping is expected, causing an increase of depth 
of cut. Moreover the difference between the chatter frequency experimentally determined, 
and the ones coming from SLD theory suggest the presence of a frequency shift of the 
resonant modes of the tool, due to the high spindle speed. Consequently a lobes shift can be 
hypothesized as shown in Figure 9.21. 
In conclusion chatter stability is determined by machine tool dynamics and by the 
cutting force coefficients: both could change at different cutting velocity. For HSM 
applications, cutting force coefficient have to be experimentally evaluated with different 
spindle speed, in order to predict more reliable stability limits. In this Chapter a method to 
include speed-dependent cutting force coefficients to traditional chatter stability theory is 
presented. The presented research has demonstrate that cutting force coefficients could be 
effectively calculated without compensate the dynamometer dynamics, only if the average 
cutting force method is used; otherwise, as in case of instantaneous force based methods, a 
compensation algorithm, as the one presented, is needed.  
Experimental validation shows the increased accuracy of the proposed approach, 
nevertheless more accurate results could be obtained introducing speed-varying FRFs, not 
considered in this application. 
 
  
 
10. Experimental stability lobes 
identification 
 
Predictive methods, as investigated in the previous sections, are effective because 
they can estimate chatter without performing cutting tests, avoiding time-consuming trial and 
error approach. However Stability Lobe Diagram accuracy is strongly affected by reliability 
of data entries, as reported in this work. Both machine tool dynamics and cutting force 
coefficients are influenced by different factors. As presented in Chapter 2, machine tool 
dynamics varies changing tool and position. In addition tool-tip Frequency Response 
Functions (FRFs) are evaluated in stationary condition, but could change significantly 
increasing spindle speed due to thermal effect and ball bearing stiffness under load condition 
[60, 97]. Moreover in some conditions (e.g., thin-wall machining) workpiece dynamics 
should be also taken into account [98], and the main drawback is that it changes during the 
machining process [15]. Besides cutting forces are influenced by tool geometry, type of 
operation, cutting parameters, e.g., cutting speed as presented in the previous Chapter. 
Taking these sources of variability into account, in general is not easy to accurately 
identify tool-tip FRFs and cutting forces and this could reflect in a wrong prediction of 
chatter conditions. This method can consequently return a rough prediction of Stability Lobe 
Diagram that generally could be improved by experimental approaches in which cutting tests 
are performed to identify chatter onset. 
These methods generally analyze signals of sensors mounted on the machine in order 
to detect chatter. Different chatter indicators have been developed in order to reliably 
identify chatter occurrence. Despite the differences almost every indicator is based on the 
signal frequency spectrum: when chatter frequency amplitude exceeds a certain threshold 
value, chatter is detected. Different kinds of sensors have been tested: Liao et al. [99] 
presented an on-line method based on force transducer, Kuljanic et al. [100] a multi-sensors 
approach using two accelerometer and a dynamometer, but the most interesting sensor has 
revealed to be microphone because of its simplicity and low-cost: this sensor has shown 
good chatter identification capabilities [101]. Schmitz et al. [102, 103] proposed a chatter 
detection approach by statistically evaluating milling sound variance. Bediaga et al. [104] 
developed an algorithm that uses sound signals to detect chatter and suggests alternative 
machining parameters. The aim of experimental methods is creating a stability experimental 
map to be exploited for selecting stable machining parameters. This approach is reliable but 
more time-consuming. The most used technique consists in performing cutting tests for each 
single condition in order to detect the presence of chatter. Identification of chatter is carried 
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number of tests are thus required to reconstruct SLD, limiting its application to validation of 
predictive approaches. In order to extend this approach to industrial context more efficient 
tests have been proposed: Quintana et al. [105] proposed a new test in which axial depth of 
cut is increased gradually until chatter is identified: a single test can investigate chatter 
behavior at one spindle speed. Anyway if a wide range of spindle speed has to be analyzed, 
many tests should be performed. Ismail and Soliman [106] introduced a different method: in 
their test spindle speed is increased and chatter is detected thanks to a statistical indicator 
[107]. They performed a slow ramp of the spindle speed in which feed per tooth is varying 
working out of the optimal cutting parameters: this leads to some drawbacks in chatter 
identification. Moreover the use of a statistical indicator instead of a frequency analysis is 
less reliable: it is not possible to validate chatter occurrence on frequency content of signals 
and isolate it from other effect (e.g., force vibrations). Method is not able to return chatter 
frequency values, useful to analyze and understand process behavior. 
In this work a novel experimental method to detect chatter and create an experimental 
stability map is presented. The proposed test has been called Spindle Speed Ramp-up (SSR). 
Spindle speed is increased continuously in the test, increasing simultaneously feed in order to 
keep feed per tooth constant, with fixed depth of cut for each test. Different sensors 
(accelerometer, dynamometer, and microphone) have been tested and analyzed using the 
Order Analysis (OA) technique to detect chatter frequencies. As a result a frequency map 
changing spindle speed has been obtained, and chatter detected checking chatter frequency 
onset. This very quick test, based on the OA technique, has revealed to be a very efficient 
way to identify process damping, and stable and unstable zones for a single depth of cut. 
Moreover repeating the test with different depths of cut an accurate experimental stability 
map in the range of spindle speed can be efficiently obtained.  
10.1. Proposed test 
SSR test aims at reducing number of tests required to experimentally identify stability 
limits of a machining operation. The idea is to compress large number of tests at different 
spindle speed in a single test in which spindle speed is increased in the entire range of 
interest. Therefore compared to Quintana’s test [105] depth of cut is not increased but is kept 
constant increasing spindle speed instead (Figure 10.1). The main advantage of the proposed 
method is to obtain exploitable results with just one test: a single SSR test can extract stable 
cutting parameters for a working condition. This is relevant for industrial context in which 
could be enough to obtain the optimal spindle speed for a given depth of cut, because this 
allows to enhance the process without changing the toolpath, which could be a time 
consuming issue that reduces the possibility to enable an on-line optimization.  
Moreover as shown in Figure 10.1, with few tests it is possible to investigate the 
entirely SLD, drastically reducing the experimental effort usually required. 
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Figure 10.1 SSR test compared to Quintana’s approach [105] for SLD identification 
In order to obtain such result some shrewdness should be taken into account. First 
feed should be simultaneously increased with spindle speed in order to keep feed per tooth 
constant. In this way suggested cutting parameter for the tool are respected and cutting forces 
do not vary significantly. Then spindle speed should be increased linearly for mainly two 
reasons:  
• Avoiding chatter growing uncontrollably: a continuous increase of spindle speed does 
not give time for chatter vibration to become dangerous for tool and machine because a 
new condition is reached immediately after; 
• Easily and properly applying frequency analysis of the signals, as presented in the next 
section. 
These features could be attained thanks to a proper definition of the NC code of the 
test, where the spindle speed and feed are changed linearly and accordingly.  
10.2. Analysis method 
During SSR cutting test sensors signals are acquired and used to identify stable and 
unstable cutting parameters of the operation. As proposed in other works [99-101, 105], 
chatter vibration characteristic frequency (i.e., chatter frequency) is used to detect instability. 
Therefore frequency analysis of the acquired signals is required. Due to the continuously 
changing spindle speed, OA technique [108], usually adopted for rotor-dynamics analysis 
and health monitoring [109] of rotors, such as turbines [110] or petrol engines, is performed 
on data. 
During a run-up or run-down the structural resonances are excited by the fundamental 
or the harmonics of the rotational speed: OA allows the separation of rotational and 
structural noise and vibration phenomena and it is used to investigate critical speeds, 
resonances and instabilities in rotating machinery. Orders are the normalization of the 
rotational speed: the first order is the rotational speed, and order n is n times the rotational 
speed. The goal of this technique is to track sound and vibrations over operating rotational 
range: signals are collected and post-processed calculating spectrum data based on rpm. Two 
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main methods are generally used: frequency analysis and order-tracking analysis. They differ 
in sampling frequency: fixed in frequency analysis, in order-tracking it changes with 
revolution speed. Frequency analysis is thus more focused on frequency but it suffers 
smearing of frequency content issue especially at high frequency. Order-tracking analysis is 
suitable for high frequency and focused on orders evolution. In this paper frequency analysis 
is adopted because the goal is chatter frequency identification. Results of this analysis are 
spectra of signals calculated at different rotation speeds, generally presented as a 3D 
waterfall plot (also called Campbell diagram) where amplitudes of signals vibrations as 
function of frequency are plotted against rotation speed (Figure 10.2a). Harmonic 
components (i.e., Orders) appear on lines diverging from the origin (0 Hz, 0 RPM) while 
vibrations phenomena (e.g., resonances) appear on lines parallel to spindle speed axis 
(constant frequency), as shown in the scheme in Figure 10.2b. 
a) b)  
Figure 10.2 3D Waterfall diagram example (a) Diagram reading scheme (b) 
In machining, order components are related to tooth passing frequency and its 
harmonics. Frequency contributions of acquired signals should be excited by orders. This is 
verified until chatter occurs: chatter frequency will appear in the data irrespective of 
frequency content of forces. Therefore, thanks to this technique, it will be easy to identify 
stable and unstable parameters at a defined depth of cut by analyzing evolution of the 
spectrum over spindle speed. Essential element of OA is rotational speed measurement. If 
possible, this could be provided by a synchronized tachometer mounted on the spindle or 
directly by machine tool encoders. Otherwise post processing acquired signals such as sound, 
vibration or force could return tooth pass frequency and hence identify the instantaneous 
speed. OA of the signals can be performed both on-line and off-line on time histories 
previously collected. During acquisition and further analysis three main parameters have to 
be set: sampling frequency of the signals, frequency resolution of the spectra, rpm resolution. 
Once signals are acquired during SSR test, can be processed in frequency domain. 
Auto Power Spectrum of the signals is calculated, FFT analysis is performed every spindle 
speed interval with the frequency resolution set. Results are presented as waterfall 3D 
diagram or color map (e.g., in Figure 10.6). In the waterfall spectra on X-axis represents 
frequency, Y spindle speed and Z amplitude of the spectra. Thereby each calculated 
spectrum is presented in X-Z plane. In the color map the same information is provided: 
colors represent amplitude of the spectra. 
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10.3. Experimental set-up 
Experimental tests have been performed in order to show method implementation. 
Tests have been carried out on a Mori Seiki 5 axis milling machine, a NMV 1500 
DCG, equipped with an high speed spindle (40.000 rpm max). A series of SSR tests at 
different depth of cut in slotting (i.e., full radial immersion) operation has been performed.  
The material used for the machining test is a bar of Aluminum 6082-T4 alloy and a 
two flutes end mill (8 mm diameter Garant 201770) has been used. An optical tachometer 
able to detect the spindle speed till its maximum has been installed on the machine. The 
workpiece has been rigidly clamped to a three-component Kistler dynamometer type 9254 A. 
The machine has been equipped also with a microphone (Bruel & Kjaer type 4165) installed 
inside the cutting chamber close to the cutting zone and a 3-axis accelerometer (PCB 
U356A15) on Z-axis. The signals have been acquired by LMS Scadas III and elaborated in 
LMS Test.Lab software. Test set-up is presented in Figure 10.3. 
 
 
Figure 10.3 Test set-up 
Six different axial depths of cut have been tested, ranging from 1 to 3.5 mm. Cutting 
parameters are summarized in Table 10.1. 
 
Table 10.1 Cutting and tool parameters for SSR tests 
Tool parameters 
Diameter (mm) 8  Helix angle 45°  
Flutes number 2  Material Carbide  
Cutting parameters for milling tests 
Spindle speed (rpm) 2000 - 280000   
Feed per tooth (mm) 0.03  Radial depth of cut (mm) Slotting  
Axial depth of cut (mm) 1 1.5 2 2.5 3 3.5 
 
A spindle acceleration of 9000 rpm/s has been set for the tests, two SSR tests for each depth 
of cut have been performed: from 2000 to 8000 rpm and from 8100 rpm to 28000 in order to 
avoid the transient due to the power commutation of spindle unit during test. The time 
history of the spindle speed acquired by the tachometer is presented in Figure 10.4a. SSR test 
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has been implemented thanks to a simple NC code based on spindle acceleration and feed per 
tooth: a sample of the code used for this test is presented in Figure 10.4b. 
 
a) b)  
Figure 10.4 Spindle speed evolution during test (a), sample of the NC code (b) 
As shown, the proposed test is very fast: each depth of cut can be investigated in 
about 3 seconds. OA technique has been applied: parameters are listed in Table 10.2 and 
results are presented in the next section. 
 
Table 10.2 Order Analysis parameters 
Order Analysis parameters 
Sampling frequency (Hz) 25600  Spindle acceleration (rpm/s) 9000  
Frequency resolution (Hz) 10  Rpm resolution (rpm) 25  
 
Before performing SSR test impact tests on the tool-tip has been carried out with a 
Brüel & Kjaer Type 8202 impulse hammer and PCB 352C22 accelerometers (0.4 g) in order 
to validate and compare OA results. Frequency Response Functions (FRFs) on both 
directions (X and Y) are presented in Figure 10.5. Tool-tip FRFs has been presented to check 
machine tool dynamics behavior, focusing on dominant modes that, according to chatter 
theory, are accountable of instability occurrence. In the reported test case X and Y direction 
present similar behavior with a dominant mode at around 5100 Hz. 
 
 
Figure 10.5 Tool-tip FRFs – Real and Imaginary part 
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10.4. Results and Exploitation 
10.4.1. Chatter detection 
Results of OA for low depth of cut (1 mm) and high depth of cut (3mm) are presented 
in Figure 10.6 and Figure 10.7, using as example the Z-axis force signal. Both waterfall and 
color map are shown. 
 
 
Figure 10.6 Waterfall diagram and color map for chatter detection (1 mm test Force Z) 
 
 
Figure 10.7 Waterfall diagram and color map for chatter detection (3 mm test Force Z) 
As already mentioned, in a stable condition, the main contributions of the frequency 
spectrum of the sensors signals must be found on frequencies related to the tooth passing 
frequency and its harmonics. In case of instability, a chatter frequency will appear (becoming 
dominant) in the spectrum, this frequency is not consistent with the tooth pass frequency or 
one of its harmonics and remains almost constant varying spindle speed. Detecting chatter 
stable zones (including process damping) over spindle speed range is hence an easy task: in 
stable zones no dominant frequency (i.e., chatter frequency) out of tooth pass frequency and 
its harmonics is present. In Figure 10.6, at 1 mm depth of cut only tooth pass frequency and 
harmonics (orders) are dominant in the spectra: process is hence stable in the entire range of 
spindle speed. In Figure 10.7, at 3 mm depth of cut a dominant frequency out of the orders is 
present at some spindle speeds: at those spindle speeds, chatter will affect cutting operation. 
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Stable and unstable zones are evident using color map: in case of chatter, amplitude of the 
spectrum at the chatter frequency is very high (blue) becoming low (white) in the stable 
zones.  
Therefore analyzing chatter frequency evolution stable and unstable zones can be 
obtained, as shown in Figure 8 for 3mm depth of cut test. Chatter starts when, for a specific 
spindle speed, chatter frequency becomes relevant. To evaluate when a chatter frequency 
becomes relevant it is necessary to use a threshold on its amplitude as proposed in other 
work [4,21]; for the proposed method the threshold value has been experimentally defined, 
using some preliminary tests, for which the surface has been studied, as a reference; the 
defined value for the amplitude of Z force is equal to 2 N. Using this rule it is possible to 
define chatter free spindle speeds and unstable speeds for each tested depth of cut. 
 
 
Figure 10.8 Stable and unstable zones identification example (3mm SSR test) 
For example, by analyzing Figure 10.8 one could identify that no relevant chatter 
frequency contribution is present in the range of around 25000-27000 rpm, this range is thus 
identified as stable (green in the figure). On the contrary the 23000-25000 rpm range is 
characterized by evident chatter frequency contribution and is thus identified as unstable (red 
in the figure). 
Presented experimental results are in accordance with chatter stability theory: chatter 
frequency evolution, and stable and unstable zones alternation are in agreement with SLD 
prediction models. Moreover, as expected, chatter frequency value around 5200 Hz is close 
to machine tool dominant mode natural frequency (5100 Hz, Figure 10.5) as chatter 
prediction theories present (Chapter 2.2). 
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10.4.2. Sensors comparison 
In this section a comparison between signals is presented in order to show the 
application of the proposed method using different sensors. This investigation has been 
carried out to highlight the capability of each sensor used for the proposed approach and 
identify the most suitable one. 
Proposed method has been applied to every source acquired. In Figure 10.9, Figure 
10.10 and Figure 10.11 results for accelerometer, dynamometer and microphone in the 3 mm 
depth of cut test are presented.  
 
 
Figure 10.9 Accelerometer signals color maps for 3 mm SSR test 
 
 
Figure 10.10 Dynamometer signals color maps for 3 mm SSR test 
 
 
Figure 10.11 Microphone signals color maps for 3 mm SSR test 
As shown in the Figure 10.9, Figure 10.10 and Figure 10.11 every signal gives similar 
information: chatter frequency occurrence is detected in the same way from each source. The 
main differences are: 
• X-Y force signals are affected by some noise: this is probably due to influence of 
dynamometer and surrounding system dynamics on the acquired signal. Amplitude 
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values are not reliable especially increasing frequency: an effective compensation as the 
one proposed in the previous section and developed in [83] is required. 
• Z force is more reliable than X-Y forces as already pointed out in [100]: on Z direction, 
influence of dynamometer and surrounding system is less significant, at least in the 
tested frequency range because of the higher resonant frequency. Signal is suitable both 
for order identification and chatter frequency detection.  
• Accelerometer signals are accurate to detect chatter frequency, but not in identifying 
orders, that could be used to extract spindle speed values information if tachometer 
cannot be used. 
• Microphone signal returns good results in terms of orders and chatter frequency. 
However signal is affected by environmental noise. 
According to these considerations, Z-axis force signal seems to be the more reliable 
for both order and chatter frequency detection. Nevertheless accelerometer and microphone 
are more convenient and easy-to use and could give good results if some precautions are 
applied (filter for microphone and external tachometer for accelerometer). A sensor fusion 
strategy for these two sensors could be a promising future development.  
 
10.4.3. Spindle acceleration influence 
One of the main parameter to be set in the SSR test is spindle acceleration. Spindle 
acceleration determines operation time of the test and removed material. This aspect 
becomes significant when very high spindle speeds are reached: keeping feed per tooth 
constant, feed rate increase and more material is needed. Increasing spindle acceleration, 
identified stable and unstable states could be different because of inertia between 
phenomenon occurrence and its detection. In this section the influence of this parameter on 
the analysis results is presented. Different spindle accelerations (3000, 5000, 7000, 9000 
rpm/s) have been tested to discuss the effect on stable and unstable zones detection. 
Moreover a ramp-down test with spindle speed starting at high speed and decrease to low 
speed is proposed. In order to compare results, tests with the same parameters (tool, 
operation and depth of cut of 1.5 mm) have been carried out and results in terms of stable 
regions are presented in Figure 10.12. 
Stable and unstable points have been obtained analyzing chatter frequency evolution, 
as presented in the previous section. 
 
 
Figure 10.12 Spindle acceleration influence on 1.5 mm SSR test 
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Results presented in Figure 10.12 show discrepancies between different spindle 
acceleration. Particularly increasing spindle acceleration, accuracy on detection at low speed 
is reduced, this is probably due to the inertia of the system entering and exiting unstable 
conditions. On the contrary at high speed stable and unstable zones are quite the same 
between the different tests. For what concern test with decreasing spindle speed, also in this 
case there are differences between ramp up and down at 9000 rpm/s. These differences are 
significant at lower speed: stable and unstable zones appear shifted between the two tests. 
In conclusion spindle acceleration influences results basically at lower speed, in order 
to improve method accuracy low acceleration is needed if low spindle speed has to be 
investigated. On the other hand high spindle acceleration can be adopted for high spindle 
speed, condition in which high spindle acceleration is beneficial because of high feed rate. 
 
10.4.4. Stability Experimental Map 
In order to present method capability of creating an experimental map of stable and 
unstable zones more depth of cut have been tested. OA has been applied to signals acquired 
for each depth of cut. This analysis will be limited to 9000 rpm/s acceleration and Z-force 
according with previous section considerations, same procedure can be carried out for 
different signals. In accordance with the main stability theories, increasing the depth of cut 
the process become more unstable: analyzing the signals of the tests chatter frequency 
becomes dominant in a wider range of spindle speed, as shown in Figure 10.13.  
 
 
Figure 10.13 Color maps at different depth of cut 
Merging together the results of the different tests is possible to create an experimental 
stability map, as shown in Figure 10.14. Based on chatter frequency threshold for each depth 
of cut, stable (green points) and unstable (red points) zones are identified. These zones are 
then connected together to create chatter limits and reconstruct Stability Lobe Diagram 
(Figure 10.14).  
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Figure 10.14 Stable and unstable zones for different depth of cut and reconstructed SLD 
In this work this procedure is based on linear interpolation and extrapolation of the 
data: limit points between stable and unstable zones are connected by linear interpolation, 
then linear extrapolation has been used to predict zones at higher depth of cut (Figure 10.15).  
 
Figure 10.15 Reconstruction methods for SLD detection 
Thanks to few tests an experimental stability diagram can hence be created. In order 
to validate reconstructed SLD some experimental tests have been carried out with constant 
parameters (single points in the diagram). Some spindle speeds have been tested changing 
depth of cut in order to detect chatter: chatter occurrence has been evaluated based on 
frequency signals of sensors and checking distinctive marks on the surface. Validation of the 
diagram has been limited to a high spindle speeds range in which according to previous 
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section 9000 rpm/s is suitable for chatter identification. Figure 10.16 shows single tests 
results compared to reconstructed SLD. 
 
 
Figure 10.16 Experimental validation of the reconstructed SLD 
As shown in Figure 10.16 reconstructed SLD seems to provide accurate results both 
in terms of depth of cut limit and positioning of the lobes: only few discrepancies are 
detected (e.g., 17800 rpm) probably due to inertia of the test but without resulting in 
significant inaccuracy. This experimental stability map is suitable to be directly applied at 
shop floor level and to experimentally validate chatter prediction approaches efficiently. This 
method is able to detect SLD experimentally avoiding all the issues related to predictive 
approaches such as process damping and input data accuracy. Moreover the proposed 
method takes into account every possible modification to the process and system including 
tool-tip FRF and forces changing with spindle speed. On the other hand this approach is 
valid only for the specific operation, tool and workpiece, like every SLD experimental 
identification technique: a new test is needed for each different set-up.  
10.5. Speed-varying tool-tip FRF 
In order to further investigate SSR test potentials, a comparison between reconstructed and 
predicted SLDs has been performed. Based on Altintas and Budak theory [25], (already 
extensively adopted in this work and briefly presented in Chapter 2), SLD has been 
computed and compared with the one reconstructed by SSR technique (Figure 10.17). In 
order to achieve this goal, both cutting force coefficients for workpiece material and tool-tip 
FRFs are experimentally obtained. For the case study, acquired tool-tip FRFs show 
symmetric dynamic behavior: no significant differences in X and Y direction are found as 
shown in Figure 10.5 (only FRF on Y direction is thus presented in Figure 10.19 as dotted 
blue line). 
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Figure 10.17 Reconstructed and predicted SLD  
As shown in the figure, predicted SLD is in agreement with experimental one at low 
speed, but there are discrepancies in lobe positioning at very high speed. This could be 
caused by tool-tip FRF: predicted SLD is calculated based on FRF extracted via EMA in 
stationary condition, however tool-tip FRF could vary with spindle speed (as already 
reported in section 9.5). This aspect is confirmed and quantified analyzing chatter frequency 
evolution: a comparison between predicted and experimental chatter frequencies is reported 
in Figure 10.18. Experimental chatter frequencies are extracted from 3 mm depth of cut SSR 
test. 
 
 
Figure 10.18 Experimental and predicted chatter frequency evolution 
Experimental chatter frequency evolution is in agreement with the prediction theory, 
but a slight chatter frequency values decrease is observed (about 100 Hz in the spindle speed 
range 10.000-30.000). This behavior causes discrepancies between predicted and 
experimental chatter frequency values at high speed. Chatter frequency decrease is not 
modeled in the predictive theory and it could be imputed to speed-dependent tool-tip FRF. 
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To preliminarily investigate this behavior, SLD has been calculated based on a 
different tool-tip FRF. Starting from stationary tool-tip FRF, a new FRF is obtained shifting 
natural frequencies of 100 Hz (Figure 10.19). 
 
 
Figure 10.19 Stationary and shifted tool-tip FRF 
Thanks to this shifted FRF a new comparison between predicted and experimental 
SLD is performed and shown in Figure 10.20. 
 
Figure 10.20 Reconstructed and predicted with shifted FRF SLD 
Adjusting FRFs to 30.000 rpm chatter frequency value, predicted SLD and 
experimental results are now in good agreement at that speed, suggesting the speed-
dependency of tool-tip FRF. This is clear even analyzing chatter frequency evolution, 
reported in Figure 10.21. Predicted chatter frequency trend now matches the experimental 
one at high speed.  
According with this scheme, starting from comparison between predicted and 
experimental chatter frequency values tool-tip FRF for each spindle speed could be 
extracted. The actual speed-dependent tool-tip FRF in the range of 10.000-30.000 rpm would 
be a gradual shift from the stationary to the shifted one. 
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Figure 10.21 Experimental and predicted with shifted FRF chatter frequency evolution 
This preliminary analysis shows how SSR test could be useful even to investigate 
speed dependency of tool-tip FRF, identifying the correct FRF at different speed. Thanks to 
frequency analysis of the signals and chatter frequency values speed-varying tool-tip FRF 
could be calculated (e.g., adapting the procedure proposed in [111]). This indirect measure 
could be very efficient and effective technique to identify speed-varying tool-tip FRF, 
without requiring complex and expensive equipment [60] or time-consuming and hard-to-
validate spindle FE models [96, 97]. A more structured and comprehensive technique is 
needed to achieve this goal and form part of future works. 
10.6. Conclusion 
In this work a novel experimental method for chatter detection has been proposed. A 
simple and fast test, called Spindle Speed Ramp-up (SSR), has been presented to detect 
stable and unstable spindle speed at a specific depth of cut. The test is carried out increasing 
linearly the spindle speed maintaining constant the feed per tooth and the depth of cut. 
Chatter detection has been performed by frequency analysis of sensors signals thanks to 
Order Analysis technique. Method performances have been proven by experimental 
application to a slotting operation on aluminum. Different measurement devices can be used 
in the method: accelerometer, dynamometer and microphone have been compared in the 
paper providing similar results on chatter frequency evaluation. 
The proposed test could be effectively used to: 
• Obtain stable cutting parameters for a specific working condition (i.e., maintaining the 
design depth of cut) with just one test: this is an important advantage for the application 
in an industrial plant that usually requires a chatter-free spindle speed identification 
technique that could allow to maintain the programmed tool-path; 
• Evaluate experimentally the SLD performing few tests changing depth of cut; 
• Validate SLD predictive approaches and investigate process behavior such as machine 
tool dynamics changing with spindle speed thanks to the analysis of chatter frequency 
evolution. 
The developed test has proven to be an efficient and effective way to experimentally 
identify stable and unstable cutting parameters, reducing drastically number of tests 
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generally required. Moreover proposed technique could be adopted to investigate tool-tip 
FRF changing with spindle speed thanks to the analysis of chatter frequency evolution. 

  
 
11. Conclusions and final remarks 
This thesis deals with prediction and experimental detection of chatter vibration, one 
of the most important limiting factors to milling performances. 
The final output of chatter investigation is generally Stability Lobe Diagram: a chart 
that provides stable cutting parameters (spindle speed and engagement conditions). 
Unfortunately SLD identification is not easily applicable to the shop floor. This thesis deals 
with the main criticalities related to the implementation of SLD identification in the 
industrial context, inheriting its motivation from the benefits that an accurate SLD can 
provide to milling process performances and consequently to the competiveness of precision 
manufacturing enterprises. The final goal of this thesis is thus the investigation and 
development of SLD identification techniques suitable for industrial application. This goal is 
achieved by studying both predictive and experimental approaches. For what concern chatter 
prediction the effort in this thesis is mainly focused on input data, considering the high 
sensitivity of SLD accuracy on these parameters. A significant part of the thesis is focused 
on machine tool dynamics identification methods since it is the most influent input for 
chatter prediction: different machine tool dynamics identification techniques have been 
proposed focusing on their industrial relevance (simplification, and reduction of 
experimental tests have been the main goals). Both numerical (FEM) techniques and hybrid 
experimental-numerical approaches have been investigated. Two fully numerical approaches 
are developed in order to reduce pre-processing and analysis time. Novel hybrid 
experimental-numerical techniques are proposed, reducing the number of tests required. 
Toolkit FE modeling is investigated using both 1D and 3D modeling and developing holder-
tool connection modeling techniques. The other inputs required by predictive models are 
cutting force coefficients. In this thesis guidelines to study and investigate their dependency 
on cutting speed are proposed both for average force methods and instantaneous ones. 
Dynamometer dynamics influence issue has been overcome thanks to a compensation 
technique proper developed for milling application. Once speed-varying cutting force 
coefficients have been identified, a method to include them on chatter prediction has been 
developed and experimentally validated. 
Together with predictive approaches, experimental methods are also investigated. A 
new experimental technique called Spindle Speed Ramp-up has been developed. This 
technique has proven to be an interesting and efficient way to quickly obtain experimentally 
SLD. Thanks to few cutting tests SLD can be identified accurately without approximations 
or simplifications that characterized predictive approaches.  
The research presented in this thesis yields nine important general conclusions in 
view of its final goal: 
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• Starting from a validated machine tool FE model, dynamics changing with position or 
tool orientation can be identified and consequently used for chatter prediction with very 
high efficiency and without lack of accuracy. 
• Hybrid experimental-numerical approaches for tool-tip FRF identification can reduce 
drastically the number of tests required if applied to entire toolkit (holder and tool). 
• Tool-tip FRF resulted by hybrid approaches is highly influenced by tool FE model 
accuracy. 
• 1D beam modeling is not always suitable for toolkit modeling in hybrid approaches 
because of mainly two parameters: slenderness and holder-tool connection. 
• Accurate holder-tool connection is a key factor in toolkit modeling and can be achieved 
by means of fully predictive numerical approach without the need of experimental 
iterative procedures. 
• An effective receptance coupling approach without calibration phase can be achieved. 
• Starting from the same hypothesis of receptance coupling method a simplified machine 
tool FE model can be obtained, preparing the ground to its application to time-domain 
simulation. 
• Cutting force coefficients could change with cutting speed, and this dependency can be 
investigated thanks to dynamometer dynamics compensation. 
• Chatter experimental detection can be achieved efficiently and accurately by means of a 
test in which spindle speed change continuously and the application of Order Analysis 
technique. 
11.1. Summary of the principal achievements 
In summary main contributions are: 
• Efficient and effective position-dependent dynamics identification technique based on 
full FE model of the machine tool and commercial FE solver. 
• Orientation-dependent stability technique based on receptance coupling and machine 
tool FE model, suitable for gimbal head machine structures. 
• Fully predictive numerical approaches for the main holder-tool connections (shrink-fit, 
collet and hydraulic chuck). 
• Accurate receptance coupling method without the need of calibration test. 
• Simplified machine tool model definition method. 
• Chatter stability prediction approach using speed-varying cutting force coefficients. 
• Spindle Speed Ramp-up test: an efficient and accurate chatter experimental detection 
technique. 
11.2. Industrial application of the developed techniques 
As already pointed out, this thesis is focused on improving existing techniques for 
industrial applications. Many of the techniques developed are already promising to be used 
on the shop floor level. Both predictive approaches and experimental methods developed can 
be effectively applied in order to introduce SLD in the industrial context and improve 
process productivity thanks to chatter-free cutting parameters selection. 
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Hybrid experimental-numerical approaches here presented could be applied to obtain 
a preliminary chatter prediction without the need of the large number of experimental tests 
generally required. Proposed techniques, in fact, are able to return accurate results with only 
one test for each machine tool: only toolkit FE model is then required. As presented in this 
thesis, FE toolkit models is significantly influencing tool-tip FRF results, it is thus essential 
to provide a procedure to achieve this scope effectively but at the same time efficiently and 
automatic, applicable to the industrial context. 1D beam modeling algorithm proposed in this 
thesis is efficient and automatic but this type of element are not always suitable for toolkit 
modeling (slenderness and holder-tool connection are key factors). Although 3D modeling 
technique, as proposed in this work, return accurate results but is more difficult to automate. 
An intermediate solution should be developed. 
Alternatively a rough model could be updated based on experimental test in free-free 
boundary condition, as presented in section 6.4.4. These experimental tests are not carried 
out inside the machine tool and they are not consequently affecting machine downtime. 
Moreover it could be possible to introduce this tuning experimental test in a new smart pre-
setting machine, including it in a consolidated procedure. Anyhow it is clear how this 
technique can return preliminary stability estimation due to the high number of uncertainties 
and approximation; in order to improve predictive approach chatter estimation, experimental 
tests could be used. 
Proposed SSR technique is ready to be used with this purpose since it requires only 
simple and very quick tests and cheap sensors. In this thesis the technique was applied and 
validated for force sensors but it is also shown how other sensors can be used, such as cheap 
and non-contact microphone. It will be possible to create an easy-to-use software and device 
to operate this test before real cutting, identifying easily and without any time-consuming 
test the optimal cutting parameters. 
11.3. General ideas for future works 
Ideas for future research related to the developed technique can be summarized in: 
• Further investigations on full FE model techniques thanks to their experimental 
validation could be carried out. 
• Toolkit 1D beam models thanks to connection modeling guidelines identified in this 
work could be improved. Shrink fit seems properly modeled by rigid connection, no 
action are needed. Hydraulic chuck actual overhang could be introduced in the beam 
model according with 3D modeling approach proposed in this work, or developing 
simplified analytical formulations. Collet chuck requires accurate axisymmetric 3D 
modeling to return high accurate results, a simplified method to include this behavior in 
beam model could be investigated, e.g., equivalent lamped stiffness based on 3D model 
response. 
• Simplified machine tool model proposed could be applied to time-domain simulation in 
order to investigate machine tool behavior in time domain. 
• Additional tests for cutting force coefficients estimation could be performed with 
different materials in order to investigate speed-varying trend. Chatter technique based 
on speed varying cutting force coefficients could be improved with a more robust and 
structured approach. 
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• An extended validation of SSR test should be carried out and a simple hardware-
software system should be developed in order to perform this test in a industrial context 
• According with proposed results, SSR test could be used to study machine tool 
dynamics evolution over spindle speed thanks to chatter frequency values, comparing 
them with predicted ones. This could lead to accurate tool-tip FRF identification varying 
with spindle speed. 
• Thanks to accurate speed-varying tool-tip FRF, a technique to update experimental 
FRFs on the machine by inverting hybrid experimental-numerical technique could be an 
interesting development. Starting from this updated machine FRFs, a more reliable 
speed-varying tool-tip FRF could be obtained by hybrid experimental-numerical 
approach as the one proposed in this work. 
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